| % | —~
\y - |
— o
L | ROAD AREAS TO BE
L._| CUT TO SUBGRADE
| AND MATERIALS
| PROCESSED AND
REPURPOSED
NO HAULING
| PROCESSED
zoF MATERIAL OUT
g8 G [ THROUGH TRAPPERS
X
AN /(
23 ‘\
2.43 AC
SIDE SLOPES OUTSIDE
3 OF ROAD PLATFORM
N TOBESEEDEDAND |~
BLANKETED
22
\ E 248 AC
B \
N
\
|
|
| DETENTION
\ POND
MATERIAL
\ ROAD AREAS TO BE PROCESSING
CUT TO SUBGRADE EQUIPMENT AND
AND MATERIALS STOCKPILE AREA
PROCESSED AND
REPURPOSED
18
3.00 AC
ju}
/4
17
3.06 AC ®
\ 8
- — {
DETENTION Rl 152,00 SIDE SLOPES OUTSIDE
JVF;ATCE*E F;ARDA(?_EQ FOR POND ( 60\(!0 / OF ROAD PLATFORM ROAD AREAS TO BE
VEHICLE WASHDOWN & / 2 TO BE SEEDED AND CUT TO SUBGRADE
y //, BLANKETED E AND MATERIALS
\ 5 3 . h / PROCESSED AND
I Z REPURPOSED
\ 2. v = —— > 2 3.08 AC 3.02 AC
- @ - —_— — e /—/:)
STREET SWEEPER i \ \(@ ‘
TO BE STAGED IN — \ |
THIS AREA i | @
\ n Leooo ®
3 | L3200
o 5 sivac || 3.10 AC g
= 3.07 AC
5 % % ___ e T I e ¢ oy
x |
L
& \ / DETENTION
n SIDE SLOPES OUTSIDE // POND |
g OF ROAD PLATFORM IPORARY TURNAROUND ‘
TO BE SEEDED AND / j e Y
BLANKETED y I
| I:I = | ?‘@96.00 )
e TSt ’
e e " e ST
60.00°
50.00'
5.00' | , 8.00’ 3.00’ 16.00° 16.00° 3.00° 8.00° ,
) 14.00' ) | 14.00' ) 13.00' ~ 3.00"~— i i } t 3.00" =
|
T 3
A
SLog SLOPE 2% (MIN.) | stope 5 L7 . . . | |
. -\.\7\5:49/35 w — T TR e e ~—J i 4:7 A\ 57
| 24" ROLLED CURB i ) | \ —l |
AND GUTTER .
24" ROLLED CURB 3" ASPHALT SURFACE COURSE ;7) ASPHALT SURFACE COURSE
A OTTER o 3 UNTREATED BASE COURSE FRACTURED ROCK 3" OF 1 1/2" GRAVEL 6” UNTREATED BASE COURSE
i OVER DRAINAGE ROADBASE ON SHOULDER 9” COMPACTED BASE
GEOFABRIC
1
50' ROW TYPICAL ROAD SECTION 60' ROW TYPICAL ROAD SECTION
180.00"
ROLLED zég?':L CURB 50" 50" ROLLED zég?I:L CURB
) ) . (SEE DETAIL) _ RIBBON CURB , RIBBON CURB ) (SEE DETAIL) ) ) )
2.00°, sav}?\gz ) SsriggR ) TRA%SI..O?.ANE - STAMPED GONGRETE / CENTRAL ISLAND \ | STAMPED GONGRETE /. TRAagI..O?.ANE ) S:I:IESR ) sa\iw?\gz 2.00"
PL ‘ | ‘ PL
SLOPE 2% (M\N.-VAR\ES) EEET/O ! SL—OP——ES% SLOPE 2% (MIN.-VARIES)
i \\\3 ASPHALT SURFACE COURSE
H 6” UNTREATED BASE COURSE
l 9” COMPACTED BASE
ROUND ABOUT SECTION

NOT TO SCALE

OF ROAD PLATFORM
TO BE SEEDED AND

SIDE SLOPES OUTSIDE

BLANKETED I:I

ey / -
T
/ \_ == s
/ ’
(o} 125’ 250’ 500’ 750’
—

Scale in Feet

17

250’



