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PERC TABLE

PERC TEST HOLE   DEPTH, IN.     SOILS EVALUATION 14218, WEBER-MORGAN HEALTH DEPARTMENT

1 0-13"          sandy loam, granular structure

13-18"         sandy loam, platy structure

18-33"        sandy loam, interbedded with isolated lenses of silty loam, massive structure

               ground water observed at 40 inches on day of onsite evaluation

2 0-11"          loam, granular structure

11-33"         sandy loam, interbedded with isolated lenses of silty loam and sandy loam

               coarsening downward, massive structure

               ground water observed at 40 inches on day of onsite evaluation

3 0-12"          sandy loam, granular structure

21-33"        sandy loam, massive structure

33-36"        loamy sand, single grain, medium sized sand

               ground water observed at 36 inches on day of onsite evaluation

4

13-19"         loam, granular structure

19-27"        silty loam, granular structure

33-38"        loamy sand, single grain, medium sized sand

               ground water observed at 38 inches on day of onsite evaluation

5 0-15"          loam, granular structure

15-30"        fine loamy sand, massive

30-38"        loamy sand, single grain, medium sized sand, mottling common at 30"

6 0-20"         loam, granular structure

20-39"       fine sandy loam, blocky structure (very soft when classified)

33-40"        loamy sand, single grain, medium sized sand, mottling common

33-40"        loamy sand, single grain, medium sized sand

12-21"         sandy loam, platy structure

0-13"          loam, granular structure

                              ground water observed at 40 inches on day of onsite evaluation

7 0-15"          loam, granular structure

15-23"        silty clay loam, blocky structure

23-25"        silty loam, massive structure

25-35"        silt loam, massive structure

35-38"        fine sandy loam, massive structure

38-55"        loamy sand, single grain, medium sized sand

PH: 801-458-1685

Y
:
\
3
4
8
5
 
F
A

L
L
 
W

I
D

O
W

 
P

H
S
 
2
\
D

W
G

\
3
4
8
5
-
2
.
d

w
g

,
 
8
/
3
0
/
2
0
1
6
 
9
:
3
7
:
5
6
 
A

M
,
 
1
:
1

This area needs to be reduce
from Lot 11 and the highlighted
area needs to be identified as an
unimproved road dedication.

This area needs to be reduce
from Lot 10 and the highlighted
area needs to be identified as an
unimproved road dedication
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