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STUB UTILITY

LATERALS, SEE

MECHANICAL

DRAWINGS FOR

CONTINUATION

WATER, SEWER OR

GAS LATERAL TO

BUILDING

STRUCTURAL COLUMN

AND FOOTING, SEE

STRUCTURAL DRAWINGS

FINISHED GRADE

SEE ARCHITECTURAL

DETAILS FOR CASING AND

INSULATION AT UTILITY

LATERALS
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6" MIN.

EXISTING GRADE

RESTORE LANDSCAPE

TO MATCH EXISTING

INSTALL 1" MINUS FREE

DRAINING GRAVEL 12" THICK

INSTALL 30" MANHOLE GRADE

RINGS, FRAME, AND LID PER

APWA PLAN NO. 302

INSTALL 44"Ø MANHOLE GRADE

RINGS, FRAME, AND LID PER

APWA PLAN NO. 303

SLOPE FLOOR TO DRAIN

V
A
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2% MIN SLOPE

SEE SHEET 2.00 FOR

CONTINUATION

STANDARD PRECAST

BOX WITH LID

INSTALL THRUST

COLLAR (TYP.)

MUNRO PUMP SKID

AND ASSEMBLY

26.0"

6
.
0
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MUNRO PUMP SKID

AND ASSEMBLY

MUNRO PUMP SKID

AND ASSEMBLY

POLYPROPYLENE

MANHOLE STEPS

5" FLOOR DRAIN

5" FLOOR DRAIN
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2'-0"2'-0"

4'-0"

TIE IN TO NATURAL

SLOPE AT 2:1 MAX

TIE IN TO NATURAL

SLOPE AT 2:1 MAX

PVC DRAIN PIPE

(3"Ø ALONG HORIZON RUN

4"Ø ON EAST PARCEL DITCHES)

EDGE OF DITCHEDGE OF DITCH

DITCH C

L

CHECK DAM - SEE SECTION A-A

D50=6" RIP RAP
ROAD BASE CHECK

DAM

DITCH FLOWLINE

TOP OF DITCH

B

B

A A

PLAN VIEW

SECTION A-A

SECTION B-B





















  



