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Unit Type

INTERIOR WALL TYPE DESCRIPTIONTYPE INTERIOR WALL TYPE DESCRIPTIONTYPE

+ 1/2" GWB, PTD (TBD)
+ 2x6 studs @ 16" o.c.
+ 1/2" GWB, PTD (TBD)

P1

6 1
/2"

+ 1/2" GWB, PTD (TBD)
+ 2x6 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 1/2" GWB, PTD (TBD)

6 1
/2"

P2

+ tile as per spec
+ 5/8" tile backer board
+ 2x6 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 1/2" GWB, PTD (TBD)

7 1
/8"

P4

+ tile as per spec
+ 5/8" tile backer board
+ 2x6 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 5/8" tile backer board
+ tile as per spec

7 3
/4"

P5

+ 1x4 vertical shiplap wood
   cladding - 1/4"x1/4" kerf cut at
   centerline of board
+ 1x2 horizontal wood strapping
   as required
+ 2x6 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 1/2" GWB, PTD (TBD)

7 1
/2"

P3

+ 1x4 vertical shiplap wood
cladding
   - 1/4"x1/4" kerf cut at centerline
of board
+ 1x2 horizontal wood strapping
+ 2x6 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 5/8" tile backer board
+ tile as per spec

8 1
/4"

P9

+ 1/2" GWB, PTD (TBD)
+ 2x8 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 1/2" GWB, PTD (TBD)8 1

/4"

P11

+ 1/2" GWB, PTD (TBD)
+ 2x8 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ steel bracing as per structural
+ 1/2" GWB, PTD (TBD)

8 1
/4"

P15

+ 1x4 horizontal shiplap wood
   cladding
+ blocking
+ 2x8 studs @ 16" o.c.
+ 1/2" GWB, PTD (TBD)

P21

10
"

+ 1/2" GWB, PTD (TBD)
+ 2x8 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 2x6 studs @ 16" o.c.
+ 1/2" GWB, PTD (TBD)

1'-
1 3

/4"

P22

+ 1x4 horizontal shiplap wood
   cladding
+ 2x8 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ steel bracing as per structural
+ 2x6 studs @ 16" o.c.
+ 1/2" GWB, PTD (TBD)

1'-
2"

P25

+ tile as per spec
+ 5/8" tile backer board
+ 2x8 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 2x6 studs @ 16" o.c.
+ 1/2" GWB, PTD (TBD)1'-

2 3
/8"

P23

+ tile as per spec
+ 5/8" tile backer board
+ 2x8 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ steel bracing as per structural
+ 5/8" tile backer board
+ tile as per spec

9 1
/2"

P19

+ 1x4 horizontal spf shiplap
   cladding
+ 2x8 studs @ 16" o.c.
+ 1/2" GWB, PTD (TBD)

9 1
/8"

P17
+ 1/2" GWB, PTD (TBD)
+ 2x8 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ steel bracing as per structural
+ 1/2" GWB, PTD (TBD)
+ 5/8" tile backer board
+ tile as per spec

8 7
/8"

+ 1/2" GWB, PTD (TBD)
+ 2x6 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 1/2" MRGWB, PTD (TBD)

6 1
/2"

P6

+ tile as per spec
+ 5/8" tile backer board
+ 2x6 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 1/2" MRGWB, PTD (TBD)

7 1
/8"

P7

+ 1x4 vertical shiplap wood
   cladding - 1/4"x1/4" kerf cut at
   centerline of board
+ 1x2 horizontal wood strapping
   as required
+ 2x6 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 2 3/4" blocking
+ 1/2" GWB, PTD (TBD)

10
 1/

4"

P20

+ 1x4 vertical shiplap wood
   cladding - 1/4"x1/4" kerf cut
at centerline of board
+ 1x2 horizontal wood
strapping as required
+ 2x8 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 1/2" GWB, PTD (TBD)

9 1
/4"

P13

+ 1x4 vertical shiplap wood
cladding - 1/4"x1/4" kerf cut at
centerline of board
+ 2x4 sideway studs @ 16" o.c.
horizontally blocked to support
vertical wood cladding
+ 5"  cavity for sliding doors
+ 2x4 sideway studs @ 16" o.c.
+ 1/2" GWB, PTD

9 1
/4"

P14

+ 1/2" GWB, PTD (TBD)
+ 2x8 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ steel bracing as per structural
+ 2x6 studs @ 16" o.c.
+ 1/2" GWB, PTD (TBD)1'-

1 3
/4"

P24

+ 1x4 horizontal shiplap wood
   cladding
+ 2x8 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ steel bracing as per structural
+ 1/2" GWB, PTD (TBD)

8 1
/2"

P16

+ 1x4 horizontal shiplap wood
   cladding
+ 2x6 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ 1/2" GWB, PTD (TBD)

P8

INTERIOR WALL TYPE DESCRIPTIONTYPE

6 3
/4"

System Components:

+ 1x4 vertical shiplap wood cladding - 1/4"x3/8"
kerf cut at centreline of board
+ vapor permeable weather barrier
+ 1 1/2" XPS rigid insulation (R7.5)
+ 5/8" type X gypsum sheathing
+ 1/2" plywood sheathing as per structural
+ 2x6 wood studs as per structural
+ 3" 2lb. sprayfoam insulation (R18) (vapor
retarder)
+ 5/8" type X gypsum wallboard (5/8" type X
gypsum tile backer board in wet areas)
+ refer to wall finish schedule for interior finish

System Components

+ 1x4 vertical shiplap wood cladding - 1/4"x3/8"
kerf cut at centreline of board
+ vapor permeable weather barrier
+ 1 1/2" XPS rigid insulation (R7.5)
+ 5/8" type X gypsum sheathing
+ 1/2" plywood sheathing as per structural
+ 2x6 wood studs @ 16" o.c.
+ 5/8" type X gypsum sheathing
+ vapor retarder weather barrier
+ 1x4 vertical shiplap wood cladding - 1/4"x3/8"
kerf cut at centreline of board

System Components

+ 3/4" x 1-1/2" vertical spf boards w/ 1/2"
gaps (stain to be determined by architect)
+ 2x4 horizontal strapping @ 16" o/c
+ 2x8 studs @ +/- 16" o/c

P12

+ 1/2" GWB, PTD (TBD)
+ 2x8 studs @ 16" o.c.
+ 1/2" GWB, PTD (TBD)

8 1
/4"

P10

P18
+ 1x4 horizontal shiplap wood
   cladding
+ 2x8 studs @ 16" o.c.
+ 5 1/2" acoustic batt in cavity
+ steel bracing as per structural
+ 1/2" GWB, PTD (TBD)
+ 5/8" tile backer board
+ tile as per spec

9 1
/8"

10
 1/

8"
10

 1/
4"

10
 1/

4"
9 1

/2"

EXTERIOR WALL TYPE DESCRIPTION

Exterior Wall Assembly 1A  - UL DESIGN #305
(1 HR Fire Resistance Rating)

Exterior Wall Assembly 2  - UL DESIGN #305
(1 HR Fire Resistance Rating)

Exterior Wall Assembly 3

System Components:

Exterior Wall Assembly 1B
+ 1x4 vertical shiplap wood cladding - 1/4"x3/8"
kerf cut at centreline of board
+ vapor permeable weather barrier
+ 1 1/2" XPS rigid insulation
+ 5/8" type X gypsum sheathing
+ 1/2" plywood sheathing as per structural
+ 2x6 wood studs as per structural
+ 3" 2lb. sprayfoam insulation (R18) (vapour
retarder)
+ 1x4 wood strapping @ 16" o.c.
+ 5/8" type X gypsum wallboard (5/8" type X
gypsum tile backer board in wet areas)
+ refer to wall finish schedule for interior finish

Exterior Wall Assembly 1B  - UL DESIGN #305
(1 HR Fire Resistance Rating)

System Components:

+ 1x4 horizontal shiplap wood cladding
+ vapor permeable weather barrier
+ 1 1/2" XPS rigid insulation (R7.5)
+ 5/8" type X gypsum sheathing
+ 1/2" plywood sheathing as per structural
+ 2x6 wood studs as per structural
+ 3" 2lb. sprayfoam insulation (R18) (vapor
retarder)
+ 5/8" type X gypsum wallboard
+ 1x4 horizontal shiplap wood cladding

10
 1/

8"

Exterior Wall Assembly 1C  - UL DESIGN #305
(1 HR Fire Resistance Rating)

+ tile as per spec
+ 5/8" tile backer board
+ 2x6 studs on the flat
+ 5/8" tile backer board
+ tile as per spe

3 3
/4"P26

AD AREA DRAIN
ADJ ADJACENT
AFF ABOVE FINISHED FLOOR
ALUM ALUMINUM
ANOD ANODIZED
BSMT BASEMENT
BYOND BEYOND
BOT BOTTOM
B/W BETWEEN
CHNL CHANNEL
CJ CONTROL JOINT
CLG CEILING
CLR CLEAR
CMU CONCRETE MASONRY UNIT
COF CENTERLINE OF WOOD FRAMING
COL COLUMN
CONC CONCRETE
CONT CONTINUOUS
CPT CARPET
CT CERAMIC TILE
DBL DOUBLE
DIA DIAMETER
DIMS DIMENSIONS
DN DOWN
DR DOOR
DWG DRAWING
EA EACH
EL ELEVATION
ELEC ELECTRICAL
ELEV ELEVATOR / ELEVATION
EQ EQUAL
FOF FACE OF WOOD FRAMING
FDN FOUNDATION
GA GAUGE
GALV GALVANIZED
GWB GYPSUM WALL BOARD
HC HOLLOW CORE
HI HIGH
HM HOLLOW METAL
HP HIGH POINT
HVAC HEATING, VENTILATING,

AND AIR CONDITIONING
ILO IN LIEU OF
INSUL INSULATED
INT INTERIOR
LO LOW
MAX MAXIMUM
MO MASONRY OPENING
MECH MECHANICAL
MEMBR MEMBRANE
MIN MINIMUM

MRGWB MOISTURE-RESISTANT
GYPSUM WALL BOARD

MTL METAL
NIC NOT IN CONTRACT
NOM NOMINAL
OC ON CENTER
OH OPPOSITE HAND
OZ OUNCE
PCC PRE-CAST CONCRETE
PLYD PLYWOOD
PT PRESSURE TREATED
PTD PAINTED
PVC POLYVINYL CHLORIDE
RCP REFLECTED CEILING PLAN
RD ROOF DRAIN
REQD REQUIRED
REV REVERSE
RM ROOM
SIM SIMILAR
SPEC SPECIFIED OR SPECIFICATION
SPK SPRINKLER
ST STL STAINLESS STEEL
STC SOUND TRANSMISSION COEFFICIENT
STL STEEL
STRUCT STRUCTURAL
TELE TELEPHONE
TLT TOILET
TO TOP OF
TOC TOP OF CONCRETE
TOS TOP OF STEEL
TP TOILET PAPER DISPENSER
T/D TELEPHONE/DATA
TYP TYPICAL
UON UNLESS OTHERWISE NOTED
U/S UNDERSIDE
VIF VERIFY IN FIELD
VP VISION PANEL
TYP TYPICAL
VIF VERIFY IN FIELD
W/ WITH
WD WOOD

MacKay-Lyons
Sweetapple

Architects
Limited

2188 Gottingen St.
Halifax,  Nova Scotia

Canada   B3K 3B4

ph: (902) 429.1867
fax: (902) 429.6276

NOTES:

COPYRIGHT RELATED TO THE USE OF THIS
DRAWING:
The use of this drawing shall be governed by standard
copyright law as generally accepted in architectural
practice.

ARCHITECT'S REQUIREMENTS AND APPROVALS:
It is the Builder's responsibility to notify  MacKay-Lyons
Sweetapple Architects Ltd. and to seek prior written
approval for materials and workmanship which deviates
from instructions provided by the Architect.
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 Cabin Unit Type Finished Floor Elevations (FFE) Legend

(note: FFE to upper floor level)

 1000 SF Unit Type  1500 SF Unit Type  1500+ SF Unit Type  2500 SF Unit Type

 #13 (FFE: 8787)  #2 (FFE: 8778)  #6 (FFE: 8791)  #4 (FFE: 8764)

 #16 (FFE: 8754)  #3 (FFE: 8748)  #9 (FFE: 8779)  #5 (FFE: 8824)

 #19 (FFE: 8821)  #7 (FFE: 8808)  #10 (FFE: 8767)  #8 (FFE: 8794)

 #26 (FFE: 8700)  #11 (FFE: 8725)  #12 (FFE: 8815)  #22 (FFE: 8743)

 #27 (FFE: 8717)  #14 (FFE: 8798)  #17 (FFE: 8802)  #23 (FFE: 8726)

 #15 (FFE: 8778)  #20 (FFE: 8745)  #24 (FFE: 8709)

 #18 (FFE: 8834)

 #21 (FFE:8736)

 #25 (FFE: 8735)

##

unit number

building extent

indication of foundation
below - dimensions to
center of pier foundations

entry ramp/stair

Typical Cabin Diagram

note: grey toned hatch indicates cabin type
included in this drawing set.

General Notes:

+ See Civil Engineering drawings for
information relating but not limited to:
   - site location.
   - site boundaries.
   - rights-of-way, easements.
   - geodetic elevations, site grading, earthwork.
   - all underground and aboveground services
   including fire hydrants, maintenance access
   covers, transformers, air condensers.
   - paved areas such as driveways, curbs,
   curb cutouts.
+ See Electrical Engineering drawings for site
lighting.
+ See specifications for reference to
Geotechnical Report.
+ New landscaping to be developed by
Landscape Architect.

Siteplan Notes:

line of separation between
buildings - see 1/A002
for Fire Separation
Distance Requirements
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