
W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

CALL BEFORE YOU DIG

BENCHMARK:

BASIS OF BEARING:
”

OGDEN

COMMERCIAL DEVELOPMENT
FOR

SITE LOCATION

PARCEL NUMBER(S)

ZONING

SITE AREA

ON-SITE CIVIL CONSTRUCTION DOCUMENTS
OGDEN, UT

OWNER / DEVELOPER

ENGINEER

ARCHITECT

SURVEYOR

PROJECT SITE

CV-01

COVER SHEET

SHEET INDEX

GENERAL NOTES

RULON WHITE BLVD

W 2700 N

W 2150 N

HWY 89

HEMMINGWAY ST

NPDES PERMIT NOTE

SWPPP NOTE

AutoCAD SHX Text
THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING BLUE STAKES OF UTAH 811 OR 1-800-662-4111 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

AutoCAD SHX Text
WEBER COUNTY BM WC-115 M,  ELEVATION: 4265.07 (NAVD 88)

AutoCAD SHX Text
THE BASIS OF BEARING FOR THIS SURVEY IS SOUTH 89°18'48” WEST ALONG THE NORTH LINE OF SAID  WEST ALONG THE NORTH LINE OF SAID SECTION 36.

AutoCAD SHX Text
10-5-16

AutoCAD SHX Text
NTS

AutoCAD SHX Text
WINCO FOODS, LLC 650 NORTH ARMSTRONG PLACE BOISE, IDAHO 83704 PH: (208) 672-2066

AutoCAD SHX Text
SCJ ALLIANCE 8730 TALLON LANE NE, SUITE 200 LACEY, WASHINGTON 98516 PH: (360) 352-1465 CONTACT: BRANDON JOHNSON, PE

AutoCAD SHX Text
CALLAWAY ARCHITECTURE 1207 HAMPSHIRE LANE, SUITE 105 RICHARDSON, TX 75080 PH: (214) 368-2525 EXT. 104 CONTACT: MARK DANIELS

AutoCAD SHX Text
DOMINION ENGINEERING ASSOCIATES, LLC 5684 SOUTH GREEN STREET MURRAY, UTAH 84123 PH: (801) 713-3000

AutoCAD SHX Text
19-182-0001

AutoCAD SHX Text
MANUFACTURING (M-1)

AutoCAD SHX Text
5.04 ACRES

AutoCAD SHX Text
2423 N. 1500 W 2423 RULON WHITE BOULEVARD, OGDEN, UT 84404

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SHEET TITLE

AutoCAD SHX Text
SHEET DESCRIPTION

AutoCAD SHX Text
1

AutoCAD SHX Text
CV-01

AutoCAD SHX Text
COVER SHEET

AutoCAD SHX Text
2

AutoCAD SHX Text
GN-01

AutoCAD SHX Text
GENERAL NOTES

AutoCAD SHX Text
3

AutoCAD SHX Text
EX-01

AutoCAD SHX Text
ALTA/NSPS LAND TITLE SURVEY

AutoCAD SHX Text
4

AutoCAD SHX Text
EX-02

AutoCAD SHX Text
ALTA/NSPS LAND TITLE SURVEY

AutoCAD SHX Text
5

AutoCAD SHX Text
EX-03

AutoCAD SHX Text
ALTA/NSPS LAND TITLE SURVEY

AutoCAD SHX Text
6

AutoCAD SHX Text
EC-01

AutoCAD SHX Text
TEMPORARY EROSION CONTROL PLAN

AutoCAD SHX Text
7

AutoCAD SHX Text
EC-02

AutoCAD SHX Text
EROSION CONTROL DETAILS

AutoCAD SHX Text
8

AutoCAD SHX Text
EC-03

AutoCAD SHX Text
EROSION CONTROL DETAILS

AutoCAD SHX Text
9

AutoCAD SHX Text
DM-01

AutoCAD SHX Text
DEMOLITION PLAN

AutoCAD SHX Text
10

AutoCAD SHX Text
SP-01

AutoCAD SHX Text
SITE PLAN

AutoCAD SHX Text
11

AutoCAD SHX Text
HC-01

AutoCAD SHX Text
HORIZONTAL CONTROL AND PAVING PLAN

AutoCAD SHX Text
12

AutoCAD SHX Text
HC-02

AutoCAD SHX Text
PAVING AND SITE DETAILS

AutoCAD SHX Text
13

AutoCAD SHX Text
CG-01

AutoCAD SHX Text
OVERALL GRADING PLAN

AutoCAD SHX Text
14

AutoCAD SHX Text
CG-02

AutoCAD SHX Text
GRADING PLAN

AutoCAD SHX Text
15

AutoCAD SHX Text
MU-01

AutoCAD SHX Text
MASTER UTILITY PLAN

AutoCAD SHX Text
16

AutoCAD SHX Text
SD-01

AutoCAD SHX Text
STORM DRAINAGE PLAN

AutoCAD SHX Text
17

AutoCAD SHX Text
SD-02

AutoCAD SHX Text
STORM DRAINAGE PROFILES

AutoCAD SHX Text
18

AutoCAD SHX Text
SD-03

AutoCAD SHX Text
STORM DRAINAGE DETAILS

AutoCAD SHX Text
19

AutoCAD SHX Text
SD2.1

AutoCAD SHX Text
LANDSCAPE PLAN

AutoCAD SHX Text
1.	SEE EX-01 FOR UTILITY CONTACT INFORMATION.SEE EX-01 FOR UTILITY CONTACT INFORMATION.

AutoCAD SHX Text
A GENERAL PERMIT NATIONAL POLLUTION DISCHARGE ELIMINATION SYSTEM (NPDES) STORMWATER DISCHARGE PERMIT IS REQUIRED FOR THIS PROJECT. CONTRACTOR SHALL OBTAINED THE NPDES PERMIT PRIOR TO START OF CONSTRUCTION.

AutoCAD SHX Text
A SWPPP PLAN SHALL BE PREPARED BY THE CONTRACTOR PRIOR TO START OF CONSTRUCTION.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR IMPLEMENTING AND MAINTAIN ALL BMPs DURING AND AFTER PROJECT CONSTRUCTION.



W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

GN-01

GENERAL
NOTES

GN-01

GENERAL
NOTES

TYPICAL ABBREVIATIONS
SCJ ALLIANCE - GENERAL CONSTRUCTION NOTES:

AutoCAD SHX Text
10-5-16

AutoCAD SHX Text
WATER MAIN

AutoCAD SHX Text
ON CENTER

AutoCAD SHX Text
PUGET SOUND ENERGY

AutoCAD SHX Text
POINT OF REVERSE CURVATURE

AutoCAD SHX Text
POINT OF TANGENCY

AutoCAD SHX Text
POUNDS PER SQUARE INCH

AutoCAD SHX Text
POINT OF VERTICAL CURVE

AutoCAD SHX Text
POINT OF CURVATURE

AutoCAD SHX Text
POINT OF CONNECTION

AutoCAD SHX Text
POINT OF COMPOUND CURVE

AutoCAD SHX Text
POWER, POWER VAULT

AutoCAD SHX Text
POWER POLE

AutoCAD SHX Text
POINT OF INTERSECTION

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
WATER VALVE

AutoCAD SHX Text
TOP OF PIPE

AutoCAD SHX Text
TOP OF CURB ELEVATION

AutoCAD SHX Text
VERTICAL ANGLE POINT

AutoCAD SHX Text
TEMPORARY BENCH MARK

AutoCAD SHX Text
VERTICAL CURVE

AutoCAD SHX Text
WEST, WIDTH, WIDE OR WATER

AutoCAD SHX Text
UNDERGROUND

AutoCAD SHX Text
TELEPHONE OR TELEPHONE VAULT

AutoCAD SHX Text
SANITARY SEWER MANHOLE

AutoCAD SHX Text
STORM DRAIN, STORM DRAIN MANHOLE

AutoCAD SHX Text
SANITARY SEWER

AutoCAD SHX Text
SQUARE

AutoCAD SHX Text
MONUMENT IN CASE

AutoCAD SHX Text
OUTSIDE DIAMETER

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
STRUCTURE RIM ELEVATION

AutoCAD SHX Text
POINT OF VERTICAL TANGENT

AutoCAD SHX Text
POINT OF VERTICAL INTERSECTION

AutoCAD SHX Text
RIGHT OF WAY

AutoCAD SHX Text
SOUTH OR SLOPE

AutoCAD SHX Text
VERTICAL

AutoCAD SHX Text
VERT

AutoCAD SHX Text
JT

AutoCAD SHX Text
JOINT TRENCH

AutoCAD SHX Text
W

AutoCAD SHX Text
WITH

AutoCAD SHX Text
WV

AutoCAD SHX Text
WM

AutoCAD SHX Text
W/

AutoCAD SHX Text
MH

AutoCAD SHX Text
MAX

AutoCAD SHX Text
MANHOLE

AutoCAD SHX Text
MAXIMUM

AutoCAD SHX Text
NOT APPLICABLE

AutoCAD SHX Text
MINIMUM, MINUTE

AutoCAD SHX Text
N/A

AutoCAD SHX Text
MIN

AutoCAD SHX Text
MON

AutoCAD SHX Text
NORTHEAST

AutoCAD SHX Text
PEDESTAL

AutoCAD SHX Text
P

AutoCAD SHX Text
OC, oc

AutoCAD SHX Text
NTS

AutoCAD SHX Text
OD

AutoCAD SHX Text
NE

AutoCAD SHX Text
PED

AutoCAD SHX Text
PC

AutoCAD SHX Text
PCC

AutoCAD SHX Text
AC

AutoCAD SHX Text
AP

AutoCAD SHX Text
AVE

AutoCAD SHX Text
APPROX

AutoCAD SHX Text
BVC

AutoCAD SHX Text
BFV

AutoCAD SHX Text
BCR

AutoCAD SHX Text
BM

AutoCAD SHX Text
CIP

AutoCAD SHX Text
CF

AutoCAD SHX Text
CB

AutoCAD SHX Text
CIP MON

AutoCAD SHX Text
C

AutoCAD SHX Text
CAST-IN-PLACE MONUMENT

AutoCAD SHX Text
CAST-IN-PLACE

AutoCAD SHX Text
ASPHALTIC CONCRETE

AutoCAD SHX Text
BEGIN VERTICAL CURB

AutoCAD SHX Text
AVENUE

AutoCAD SHX Text
ANGLE POINT

AutoCAD SHX Text
ASPHALT TREATED BASE COURSE

AutoCAD SHX Text
BENCHMARK

AutoCAD SHX Text
CATCH BASIN

AutoCAD SHX Text
CUBIC FEET

AutoCAD SHX Text
BEGIN CURB RETURN

AutoCAD SHX Text
BUTTERFLY VALVE

AutoCAD SHX Text
CONDUIT

AutoCAD SHX Text
POC

AutoCAD SHX Text
PI

AutoCAD SHX Text
PT

AutoCAD SHX Text
PSE

AutoCAD SHX Text
PSI

AutoCAD SHX Text
PRC

AutoCAD SHX Text
PP

AutoCAD SHX Text
ROAD, ROADWAY

AutoCAD SHX Text
RIGHT

AutoCAD SHX Text
PVI

AutoCAD SHX Text
RD

AutoCAD SHX Text
PVT

AutoCAD SHX Text
RT

AutoCAD SHX Text
RIM

AutoCAD SHX Text
R/W, ROW

AutoCAD SHX Text
PVC

AutoCAD SHX Text
STATION

AutoCAD SHX Text
STANDARD

AutoCAD SHX Text
SD, SDMH

AutoCAD SHX Text
SQ

AutoCAD SHX Text
T

AutoCAD SHX Text
STD

AutoCAD SHX Text
STA

AutoCAD SHX Text
SSMH

AutoCAD SHX Text
SS

AutoCAD SHX Text
TYPICAL

AutoCAD SHX Text
TYP

AutoCAD SHX Text
TP, T/P

AutoCAD SHX Text
TC

AutoCAD SHX Text
TBM

AutoCAD SHX Text
VC

AutoCAD SHX Text
VAP

AutoCAD SHX Text
UDG

AutoCAD SHX Text
S

AutoCAD SHX Text
COMPT

AutoCAD SHX Text
CLR

AutoCAD SHX Text
CL

AutoCAD SHX Text
DEF

AutoCAD SHX Text
D/W

AutoCAD SHX Text
CU YD

AutoCAD SHX Text
CONC

AutoCAD SHX Text
DR

AutoCAD SHX Text
E

AutoCAD SHX Text
EA

AutoCAD SHX Text
DWG(S)

AutoCAD SHX Text
EL, ELEV

AutoCAD SHX Text
EQ

AutoCAD SHX Text
EOP

AutoCAD SHX Text
ECR

AutoCAD SHX Text
DIA

AutoCAD SHX Text
FH

AutoCAD SHX Text
FG

AutoCAD SHX Text
GALV

AutoCAD SHX Text
FT

AutoCAD SHX Text
G

AutoCAD SHX Text
FL

AutoCAD SHX Text
GRND

AutoCAD SHX Text
HORIZ

AutoCAD SHX Text
GV

AutoCAD SHX Text
JB, J-BOX

AutoCAD SHX Text
IE

AutoCAD SHX Text
IN

AutoCAD SHX Text
EVC

AutoCAD SHX Text
EAST OR ELECTRICAL

AutoCAD SHX Text
DRIVE

AutoCAD SHX Text
EACH

AutoCAD SHX Text
DRAWING(S)

AutoCAD SHX Text
DIAMETER

AutoCAD SHX Text
CLEAR

AutoCAD SHX Text
CENTER LINE

AutoCAD SHX Text
COMPACTED

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
CUBIC YARD

AutoCAD SHX Text
DRIVEWAY

AutoCAD SHX Text
DEFLECTION

AutoCAD SHX Text
GAS

AutoCAD SHX Text
GALVANIZED

AutoCAD SHX Text
FOOT/FEET

AutoCAD SHX Text
INCH

AutoCAD SHX Text
GROUND

AutoCAD SHX Text
INVERT ELEVATION

AutoCAD SHX Text
JUNCTION BOX

AutoCAD SHX Text
HORIZONTAL

AutoCAD SHX Text
GATE VALVE

AutoCAD SHX Text
EQUAL(LY)

AutoCAD SHX Text
ELEVATION

AutoCAD SHX Text
END CURB RETURN

AutoCAD SHX Text
EDGE OF PAVEMENT

AutoCAD SHX Text
END VERTICAL CURVE

AutoCAD SHX Text
FIRE HYDRANT

AutoCAD SHX Text
FIRE LINE/FLANGE

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
CROWNLINE

AutoCAD SHX Text
CENTER JOINT

AutoCAD SHX Text
CJ

AutoCAD SHX Text
BGS

AutoCAD SHX Text
BELOW GROUND SURFACE

AutoCAD SHX Text
DUCTILE IRON PIPE

AutoCAD SHX Text
DIP

AutoCAD SHX Text
EASEMENT

AutoCAD SHX Text
ESMT

AutoCAD SHX Text
BUILDING

AutoCAD SHX Text
BLDG

AutoCAD SHX Text
ATB

AutoCAD SHX Text
APPROXIMATE

AutoCAD SHX Text
CSBC

AutoCAD SHX Text
CRUSHED SURFACING BASE COURSE

AutoCAD SHX Text
CSTC

AutoCAD SHX Text
CRUSHED SURFACING TOP COURSE

AutoCAD SHX Text
DEG

AutoCAD SHX Text
DEGREE

AutoCAD SHX Text
DEMO

AutoCAD SHX Text
DEMOLISH/DEMOLITION

AutoCAD SHX Text
PROPERTY

AutoCAD SHX Text
PROP

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
&

AutoCAD SHX Text
Ð

AutoCAD SHX Text
±

AutoCAD SHX Text
@

AutoCAD SHX Text
°

AutoCAD SHX Text
=

AutoCAD SHX Text
'

AutoCAD SHX Text
>

AutoCAD SHX Text
"

AutoCAD SHX Text
#

AutoCAD SHX Text
%

AutoCAD SHX Text
AND

AutoCAD SHX Text
ANGLE

AutoCAD SHX Text
APPROXIMATELY

AutoCAD SHX Text
AT

AutoCAD SHX Text
CENTERLINE

AutoCAD SHX Text
DEGREE

AutoCAD SHX Text
EQUALS

AutoCAD SHX Text
FOOT

AutoCAD SHX Text
GREATER THAN

AutoCAD SHX Text
INCH

AutoCAD SHX Text
NUMBER

AutoCAD SHX Text
PERCENT

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
ADD'L

AutoCAD SHX Text
ADDITIONAL

AutoCAD SHX Text
ADJT

AutoCAD SHX Text
ADJACENT

AutoCAD SHX Text
AFF

AutoCAD SHX Text
ABOVE FINISH FLOOR

AutoCAD SHX Text
ARCH

AutoCAD SHX Text
ARCHITECT

AutoCAD SHX Text
BLOCK(S)

AutoCAD SHX Text
BLK

AutoCAD SHX Text
CIRC

AutoCAD SHX Text
CIRCUIT, CIRCULA(R, TION)

AutoCAD SHX Text
CO

AutoCAD SHX Text
CLEANOUT

AutoCAD SHX Text
COMM

AutoCAD SHX Text
COMMUNICATION

AutoCAD SHX Text
CONST

AutoCAD SHX Text
CONSTRUCT

AutoCAD SHX Text
CONT

AutoCAD SHX Text
CONTINU(E, ED, OUS, ATION)

AutoCAD SHX Text
COORD

AutoCAD SHX Text
COORDINATE

AutoCAD SHX Text
CULV

AutoCAD SHX Text
CULVERT

AutoCAD SHX Text
DIM

AutoCAD SHX Text
DIMENSION(S)

AutoCAD SHX Text
EHH

AutoCAD SHX Text
ELECTRICAL HANDHOLE

AutoCAD SHX Text
ELEC

AutoCAD SHX Text
ELECTRIC(AL)

AutoCAD SHX Text
ENGR

AutoCAD SHX Text
ENGINEER

AutoCAD SHX Text
EQUIP

AutoCAD SHX Text
EQUIPMENT

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
EX, EXIST

AutoCAD SHX Text
EXPANSION

AutoCAD SHX Text
EXP

AutoCAD SHX Text
FDC

AutoCAD SHX Text
FIRE DEPARTMENT CONNECTION

AutoCAD SHX Text
FDN

AutoCAD SHX Text
FOUNDATION

AutoCAD SHX Text
FF

AutoCAD SHX Text
FINISH FLOOR

AutoCAD SHX Text
FIN

AutoCAD SHX Text
FINISH(ED)

AutoCAD SHX Text
HT

AutoCAD SHX Text
HEIGHT

AutoCAD SHX Text
HH

AutoCAD SHX Text
HANDHOLE

AutoCAD SHX Text
MISCELLANEOUS

AutoCAD SHX Text
MISC

AutoCAD SHX Text
NORTH, NORTHING

AutoCAD SHX Text
N

AutoCAD SHX Text
NUMBER

AutoCAD SHX Text
NO, No

AutoCAD SHX Text
NORTHWEST

AutoCAD SHX Text
NW

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
PVMT

AutoCAD SHX Text
POWER

AutoCAD SHX Text
PWR

AutoCAD SHX Text
KWH

AutoCAD SHX Text
kW

AutoCAD SHX Text
KILOWATT HOURS

AutoCAD SHX Text
KILOWATT

AutoCAD SHX Text
KILOVOLTS

AutoCAD SHX Text
kV

AutoCAD SHX Text
MFR

AutoCAD SHX Text
MANUFACTURER

AutoCAD SHX Text
NATIONAL ELECTRICAL MANUFACTURES

AutoCAD SHX Text
NEMA

AutoCAD SHX Text
ASSOCIATION

AutoCAD SHX Text
NOT IN CONTRACT

AutoCAD SHX Text
NIC

AutoCAD SHX Text
OCCUPATIONAL SAFETY & HEALTH

AutoCAD SHX Text
OSHA

AutoCAD SHX Text
ADMINISTRATION

AutoCAD SHX Text
P

AutoCAD SHX Text
L

AutoCAD SHX Text
QUANTITY

AutoCAD SHX Text
QTY

AutoCAD SHX Text
RADIUS

AutoCAD SHX Text
R

AutoCAD SHX Text
REFERENCE

AutoCAD SHX Text
REF

AutoCAD SHX Text
REINFORC(E, ED, ING, MENT)

AutoCAD SHX Text
REINF

AutoCAD SHX Text
REQUIRED

AutoCAD SHX Text
REQ'D

AutoCAD SHX Text
REVISION

AutoCAD SHX Text
REV

AutoCAD SHX Text
SCHEDULE

AutoCAD SHX Text
SCHED

AutoCAD SHX Text
SOUTHEAST

AutoCAD SHX Text
SE

AutoCAD SHX Text
SECTION(S)

AutoCAD SHX Text
SECT

AutoCAD SHX Text
SPRINKLER

AutoCAD SHX Text
SP

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
SHT

AutoCAD SHX Text
SQUARE FEET

AutoCAD SHX Text
SQ FT

AutoCAD SHX Text
SQUARE INCH

AutoCAD SHX Text
SQ IN

AutoCAD SHX Text
STREET

AutoCAD SHX Text
ST

AutoCAD SHX Text
STRUCTURE(E, AL)

AutoCAD SHX Text
STRUCT

AutoCAD SHX Text
SOUTHWEST

AutoCAD SHX Text
SW

AutoCAD SHX Text
SYSTEM

AutoCAD SHX Text
SYS

AutoCAD SHX Text
TO BE DETERMINED

AutoCAD SHX Text
TBD

AutoCAD SHX Text
TELEPHONE

AutoCAD SHX Text
TELE

AutoCAD SHX Text
TEMPORARY

AutoCAD SHX Text
TEMP

AutoCAD SHX Text
TOP OF WALL

AutoCAD SHX Text
TOW

AutoCAD SHX Text
TRANSFORMER

AutoCAD SHX Text
XFMR

AutoCAD SHX Text
VOLUME

AutoCAD SHX Text
VOL

AutoCAD SHX Text
WITHOUT

AutoCAD SHX Text
W/O

AutoCAD SHX Text
WASHINGTON STATE DEPARTMENT

AutoCAD SHX Text
WSDOT

AutoCAD SHX Text
OF TRANSPORTATION

AutoCAD SHX Text
1.	ALL WORK, WORKMANSHIP AND MATERIALS FOR THIS PROJECT SHALL BE IN ACCORDANCE WITH THE LATEST VERSION OF OF THE FOLLOWING MANUAL(S) AND DOCUMENT(S): ALL WORK, WORKMANSHIP AND MATERIALS FOR THIS PROJECT SHALL BE IN ACCORDANCE WITH THE LATEST VERSION OF OF THE FOLLOWING MANUAL(S) AND DOCUMENT(S): TERRACON GEOTECHNICAL ENGINEERING REPORT (JUNE 21, 2016) WEBBER COUNTY, PUBLIC WORKS STANDARDS AND TECHNICAL SPECIFICATIONS,  http://www.co.weber.ut.us/engineering/pdf/publicworksstandardsandspecifications.pdf UTAH DEPARTMENT OF TRANSPORTATION, 2012 STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION (JANUARY 1, 2012) 			https://www.udot.utah.gov/main/uconowner.gf?n=7569028183854784 UTAH DEPARTMENT OF TRANSPORTATION, 2012 STANDARD DRAWINGS FOR ROAD AND BRIDGE CONSTRUCTION (JANUARY 1, 2012),  https://www.udot.utah.gov/main/uconowner.gf?n=5877625779880422 2.	ALL GOVERNMENTAL SAFETY REGULATIONS SHALL BE STRICTLY ADHERED TO INCLUDING OSHA. ALL GOVERNMENTAL SAFETY REGULATIONS SHALL BE STRICTLY ADHERED TO INCLUDING OSHA. 3.	IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO DULY NOTIFY WEBER COUNTY IN ADVANCE OF THE COMMENCEMENT OF ANY AUTHORIZED WORK AND TO SCHEDULE REQUIRED IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO DULY NOTIFY WEBER COUNTY IN ADVANCE OF THE COMMENCEMENT OF ANY AUTHORIZED WORK AND TO SCHEDULE REQUIRED INSPECTIONS. ANY REQUIRED INSPECTION TEST WILL BE PERFORMED AT THE CONTRACTOR'S EXPENSE. 4.	THE APPROVAL OF THESE PLANS BY WEBER COUNTY DOES NOT RELIEVE THE CONTRACTOR OR DEVELOPER OF THE RESPONSIBILITY TO COMPLY WITH THE REQUIREMENTS OF OTHER THE APPROVAL OF THESE PLANS BY WEBER COUNTY DOES NOT RELIEVE THE CONTRACTOR OR DEVELOPER OF THE RESPONSIBILITY TO COMPLY WITH THE REQUIREMENTS OF OTHER GOVERNING AGENCIES. CAUTION - NOTICE TO CONTRACTOR 5.	THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON THE PROJECT SURVEY AND OTHER RECORDS OF THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON THE PROJECT SURVEY AND OTHER RECORDS OF UTILITIES. THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR SHALL CALL UTAH 811 OR  1-800-662-4111 48 HOURS PRIOR TO PLANNED EXCAVATIONS. 6.	THE DESIGN SHOWN IS BASED UPON THE ENGINEER'S UNDERSTANDING OF THE EXISTING CONDITIONS. THE EXISTING CONDITIONS SHOWN ON THIS PLAN SHEET ARE BASED UPON THE DESIGN SHOWN IS BASED UPON THE ENGINEER'S UNDERSTANDING OF THE EXISTING CONDITIONS. THE EXISTING CONDITIONS SHOWN ON THIS PLAN SHEET ARE BASED UPON COMPILED SURVEY DATA. THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING FIELD CONDITIONS PRIOR TO BIDDING THE PROPOSED WORK IMPROVEMENTS. IF CONFLICTS ARE DISCOVERED, THE CONTRACTOR SHALL NOTIFY THE OWNER OR OWNER'S REPRESENTATIVE.  7.	EXISTING UTILITIES ARE SHOWN FOR REFERENCE ONLY. THE CONTRACTOR SHALL VERIFY EXACT LOCATION, DIA, LENGTH, CONDITION, PIPE TYPE, SLOPE AND VERTICAL AND HORIZONTAL EXISTING UTILITIES ARE SHOWN FOR REFERENCE ONLY. THE CONTRACTOR SHALL VERIFY EXACT LOCATION, DIA, LENGTH, CONDITION, PIPE TYPE, SLOPE AND VERTICAL AND HORIZONTAL ALIGNMENT OF THE EXISTING ALIGNMENT OF THE PROPOSED POINTS OF CONNECTION PRIOR TO CONNECTION AND REPORT ANY DISCREPANCIES TO ENGINEER PRIOR TO CONSTRUCTION. 8.	PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL OBTAIN ALL NECESSARY LOCAL, STATE, AND FEDERAL APPROVALS AND PERMITS. PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL OBTAIN ALL NECESSARY LOCAL, STATE, AND FEDERAL APPROVALS AND PERMITS. 9.	IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO HAVE A COPY OF THE APPROVED PLANS, SPECIFICATIONS, AND CONTRACT DOCUMENTS AT THE CONSTRUCTION SITE AT IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO HAVE A COPY OF THE APPROVED PLANS, SPECIFICATIONS, AND CONTRACT DOCUMENTS AT THE CONSTRUCTION SITE AT ALL TIMES. 10.	CONSTRUCTION SIGNING AND TRAFFIC CONTROL SHALL BE PER THE CURRENT COPY OF THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MUTCD). CONSTRUCTION SIGNING AND TRAFFIC CONTROL SHALL BE PER THE CURRENT COPY OF THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MUTCD). 11.	ALL VEHICLES AND EQUIPMENT SHALL BE KEPT WITHIN THE WORK AREAS ESTABLISHED FOR THAT WORK SHIFT UNLESS TRAVELING TO OR FROM THE SITE. UNDER NO CIRCUMSTANCES ALL VEHICLES AND EQUIPMENT SHALL BE KEPT WITHIN THE WORK AREAS ESTABLISHED FOR THAT WORK SHIFT UNLESS TRAVELING TO OR FROM THE SITE. UNDER NO CIRCUMSTANCES SHALL VEHICLES BE PARKED OR EQUIPMENT BE STORED OUTSIDE OF THESE AREAS. 12.	OTHER CONSTRUCTION PROJECTS MAY OCCUR NEAR THE PROJECT SITE AND MAY BE IN PROGRESS CONCURRENT WITH THE PROJECT. THE CONTRACTOR SHALL COOPERATE AS OTHER CONSTRUCTION PROJECTS MAY OCCUR NEAR THE PROJECT SITE AND MAY BE IN PROGRESS CONCURRENT WITH THE PROJECT. THE CONTRACTOR SHALL COOPERATE AS NECESSARY AND NOT INTERFERE OR HINDER THE PROGRESS OR COMPLETION OF WORK BEING PERFORMED BY OTHER CONTRACTORS. 13.	THE CONTRACTOR IS RESPONSIBLE FOR FURNISHING AND INSTALLING ALL MATERIALS, LABOR, AND EQUIPMENT NECESSARY TO COMPLETE THE WORK SHOWN ON THESE DRAWINGS AND THE CONTRACTOR IS RESPONSIBLE FOR FURNISHING AND INSTALLING ALL MATERIALS, LABOR, AND EQUIPMENT NECESSARY TO COMPLETE THE WORK SHOWN ON THESE DRAWINGS AND TO OBTAIN ACCEPTANCE BY WEBER COUNTY AND THE PROJECT OWNER. 14.	ALL AREAS DISTURBED DURING CONSTRUCTION SHALL BE RESTORED TO THEIR ORIGINAL "PRE CONSTRUCTION" STATE OR BETTER. ALL AREAS DISTURBED DURING CONSTRUCTION SHALL BE RESTORED TO THEIR ORIGINAL "PRE CONSTRUCTION" STATE OR BETTER. 15.	DRIVEWAY ACCESS AND UTILITY SERVICE TO EXISTING HOMES AND BUSINESSES SHALL BE MAINTAINED AT ALL TIMES.DRIVEWAY ACCESS AND UTILITY SERVICE TO EXISTING HOMES AND BUSINESSES SHALL BE MAINTAINED AT ALL TIMES.



EX-01EX-01



EX-02EX-02



EX-03EX-03



WINCO FOODS
25,020 SQ. FT.
FFE: 4278.80

RU
LO

N 
W

HI
TE

 B
OU

LE
VA

RD

LEGEND

W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

SEC. 36, T. 7 N., R. 2 W.

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

CALL BEFORE YOU DIG

BENCHMARK:

BASIS OF BEARING:
”

SCALE IN FEET
0 30 60

EC-01

TEMPORARY
EROSION

CONTROL PLAN

GENERAL NOTES:

EROSION CONTROL NOTES:

AutoCAD SHX Text
M

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
F

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
G.M.

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
E.M.

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
EX PAVEMENT

AutoCAD SHX Text
EXISTING COUNTY STORMWATER FACILITY

AutoCAD SHX Text
EXISTING GRASS

AutoCAD SHX Text
EX PAVEMENT

AutoCAD SHX Text
FH

AutoCAD SHX Text
FDC

AutoCAD SHX Text
FH

AutoCAD SHX Text
FH

AutoCAD SHX Text
PROPERTY LINE EXISTING MAJOR CONTOUR EXISTING MINOR CONTOUR PROPOSED MAJOR CONTOUR PROPOSED MINOR CONTOUR EXISTING DRAINAGE PATTERN SILT FENCE PER SHEET EC-03, CLEARING AND GRUBBING LIMIT INLET PROTECTION DEVICE PER  SHEET EC-03

AutoCAD SHX Text
XX

AutoCAD SHX Text
XX

AutoCAD SHX Text
XX

AutoCAD SHX Text
XX

AutoCAD SHX Text
THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING BLUE STAKES OF UTAH 811 OR 1-800-662-4111 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

AutoCAD SHX Text
WEBER COUNTY BM WC-115 M,  ELEVATION: 4265.07 (NAVD 88)

AutoCAD SHX Text
THE BASIS OF BEARING FOR THIS SURVEY IS SOUTH 89°18'48” WEST ALONG THE NORTH LINE OF SAID  WEST ALONG THE NORTH LINE OF SAID SECTION 36.

AutoCAD SHX Text
10-5-16

AutoCAD SHX Text
1.	BMP'S SHOWN ON THIS PLAN ARE THE MINIMUM BMP'S REQUIRED. IT IS THE BMP'S SHOWN ON THIS PLAN ARE THE MINIMUM BMP'S REQUIRED. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ENSURE THE SITE IS COMPLIANT AT ALL TIMES AND INSTALL ADDITIONAL BMP'S AS NECESSARY. 2.	CONTRACTOR SHALL SECURE ALL STORAGE AREAS. CONTRACTOR SHALL SECURE ALL STORAGE AREAS. 3.	CONTRACTOR SHALL PROVIDE ALL EROSION CONTROL MEASURES REQUIRED CONTRACTOR SHALL PROVIDE ALL EROSION CONTROL MEASURES REQUIRED FOR STORAGE AND STOCKPILE AREAS. 4.	ALL MATERIAL STORED ON SITE SHALL HAVE PROPER ENCLOSURES AND/OR ALL MATERIAL STORED ON SITE SHALL HAVE PROPER ENCLOSURES AND/OR COVERINGS. 5.	CONTRACTOR SHALL PROVIDE DESIGNATED, PAINT AND WASTE DISPOSAL CONTRACTOR SHALL PROVIDE DESIGNATED, PAINT AND WASTE DISPOSAL LOCATION AS NECESSARY. 6.	CONTRACTOR SHALL PROVIDE CONCRETE WASTE MANAGEMENT PER BMP SEE CONTRACTOR SHALL PROVIDE CONCRETE WASTE MANAGEMENT PER BMP SEE SHEET EC-02. 7.	SEE LANDSCAPE PLANS FOR SEEDING AND PLANTINGS SEE LANDSCAPE PLANS FOR SEEDING AND PLANTINGS 8.	CONTRACTOR SHALL INSTALL SILT FENCE, CONSTRUCTION ENTRANCE AND CONTRACTOR SHALL INSTALL SILT FENCE, CONSTRUCTION ENTRANCE AND INLET PROTECTION IN EXISTING INLETS PRIOR TO COMMENCING ANDY SITE DISTURBING ACTIVITIES. 9.	CONTRACTOR SHALL PROVIDE EROSION CONTROL BLANKET MEASURES FOR CONTRACTOR SHALL PROVIDE EROSION CONTROL BLANKET MEASURES FOR ALL SLOPES DURING AND AFTER CONSTRUCTION PER THE TABLE BELOW (SEE EC-02): SLOPE	 0-4:1	(0%-25%)	TENSAR ROLLMAX	S150BN (0%-25%)	TENSAR ROLLMAX	S150BN TENSAR ROLLMAX	S150BN S150BN 4:1-2:1	(25%-50%	TENSAR ROLLMAX	SC150BN (25%-50%	TENSAR ROLLMAX	SC150BN TENSAR ROLLMAX	SC150BN SC150BN 2:1-1:1	(50-100%)	TENSAR ROLLMAX	C125BN (50-100%)	TENSAR ROLLMAX	C125BN TENSAR ROLLMAX	C125BN C125BN 10.	CONTRACTOR SHALL PROVIDE DUST CONTROL PER BMP, SEE EC-02. CONTRACTOR SHALL PROVIDE DUST CONTROL PER BMP, SEE EC-02. 11.	PRESERVATION OF EXISTING VEGETATION PER BMP, SEE EC-02. PRESERVATION OF EXISTING VEGETATION PER BMP, SEE EC-02. 12.	CONTRACTOR SHALL PROVIDE SPILL CLEAN-UP PER BMP, SEE EC-02.CONTRACTOR SHALL PROVIDE SPILL CLEAN-UP PER BMP, SEE EC-02.

AutoCAD SHX Text
1.	STABILIZED CONSTRUCTION ENTRANCE (100 LF)  PER WEBER COUNTY BMP: STABILIZED CONSTRUCTION ENTRANCE (100 LF)  PER WEBER COUNTY BMP: SCE, SEE SHEET EC-02 2.	SILT FENCE PER PER BMP-SF: SEE SHEET EC-03 SILT FENCE PER PER BMP-SF: SEE SHEET EC-03 3.	INLET PROTECTION PER BMP, SEE SHEET EC-03INLET PROTECTION PER BMP, SEE SHEET EC-03



W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

EC-02

EROSION
CONTROL
DETAILS

AutoCAD SHX Text
10-5-16



W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

EC-03

EROSION
CONTROL
DETAILS

INLET PROTECTION DETAIL

AutoCAD SHX Text
10-5-16

AutoCAD SHX Text
INLET

AutoCAD SHX Text
OVERFLOW

AutoCAD SHX Text
PROTECTION

AutoCAD SHX Text
SEDIMENT

AutoCAD SHX Text
COLLECTION

AutoCAD SHX Text
SKIRT

AutoCAD SHX Text
DRAINAGE BOX

AutoCAD SHX Text
NOTE: WHEN REMOVING SILT SOCK USE ADEQUATE STAFFING TO ENSURE THE FABRIC AND SILT DOES NOT FALL INTO THE CATCH BASIN.

AutoCAD SHX Text
NTS



WINCO FOODS
25,020 SQ. FT.
FFE: 4278.80

RU
LO

N 
W

HI
TE

 B
OU

LE
VA

RD

LEGEND

W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

SEC. 36, T. 7 N., R. 2 W.

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

CALL BEFORE YOU DIG

BENCHMARK:

BASIS OF BEARING:
”

DM-01

DEMOLITION
PLAN

SCALE IN FEET
0 30 60

DEMOLITION  NOTES:

DEMOLITION STANDARD NOTES:

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
F

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
G.M.

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
E.M.

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
EXISTING COUNTY STORMWATER FACILITY

AutoCAD SHX Text
6" 

AutoCAD SHX Text
2" 

AutoCAD SHX Text
8" 

AutoCAD SHX Text
8" 

AutoCAD SHX Text
8" 

AutoCAD SHX Text
8" 

AutoCAD SHX Text
12" 

AutoCAD SHX Text
8" 

AutoCAD SHX Text
2" 

AutoCAD SHX Text
EXISTING ASPHALT

AutoCAD SHX Text
EXISTING ASPHALT

AutoCAD SHX Text
(TYP)

AutoCAD SHX Text
(TYP)

AutoCAD SHX Text
SAWCUT EXISTING TREE TO REMAIN EXISTING TREE TO BE REMOVED EXISTING FENCE TO BE REMOVED EXISTING ASPHALT/CONCRETE/WALL/SIDEWALK/ CURB AND BASE TO BE REMOVED EXISTING STORM DRAIN LINE EXISTING STORM DRAIN LINE TO BE REMOVED EXISTING GAS LINE EXISTING WATER METER EXISTING FIRE HYDRANT EXISTING IRRIGATION METER EXISTING TELEPHONE JUNCTION BOX EXISTING DRAINAGE BOX

AutoCAD SHX Text
T

AutoCAD SHX Text
THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING BLUE STAKES OF UTAH 811 OR 1-800-662-4111 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

AutoCAD SHX Text
WEBER COUNTY BM WC-115 M,  ELEVATION: 4265.07 (NAVD 88)

AutoCAD SHX Text
THE BASIS OF BEARING FOR THIS SURVEY IS SOUTH 89°18'48” WEST ALONG THE NORTH LINE OF SAID  WEST ALONG THE NORTH LINE OF SAID SECTION 36.

AutoCAD SHX Text
10-5-16

AutoCAD SHX Text
1.	SAWCUT SAWCUT 2.	REMOVE EXISTING FENCE AND BACKFILL, PROVIDE FENCE POSTS AND FOUNDATIONS REMOVE EXISTING FENCE AND BACKFILL, PROVIDE FENCE POSTS AND FOUNDATIONS IN KIND TO EX FENCE ENDS AS REQUIRED TO SUPPORT EX FENCE. 3.	PROTECT EXISTING ELECTRICAL VAULTS PROTECT EXISTING ELECTRICAL VAULTS 4.	CLEAN EXISTING CATCH BASINS AND PIPES FOR EXISTING STORMWATER SYSTEM. CLEAN EXISTING CATCH BASINS AND PIPES FOR EXISTING STORMWATER SYSTEM. 5.	REMOVE EXISTING GREASE INTERCEPTOR SEE ARCHITECTURAL PLANS. REMOVE EXISTING GREASE INTERCEPTOR SEE ARCHITECTURAL PLANS. 6.	CONTRACTOR SHALL COORDINATE W/ OWNER OF MATERIAL FOR RELOCATION IF CONTRACTOR SHALL COORDINATE W/ OWNER OF MATERIAL FOR RELOCATION IF REQUIRED PRIOR TO REMOVAL OF FENCE. 7.	PROTECT EXISTING FENCE PROTECT EXISTING FENCE 8.	PROTECT EXISTING STORM LINE. CONTRACTOR SHALL FIELD VERIFY LOCATION, PROTECT EXISTING STORM LINE. CONTRACTOR SHALL FIELD VERIFY LOCATION, DEPTH, AND SIZE PRIOR TO CONSTRUCTION. 9.	CONTRACTOR SHALL FIELD VERIFY LOCATION, DEPTH, AND SIZE OF STORM LINE LINE CONTRACTOR SHALL FIELD VERIFY LOCATION, DEPTH, AND SIZE OF STORM LINE LINE PRIOR TO CONSTRUCTION. CONTRACTOR SHALL PROVIDE ENGINEER  WITH STORM PIPE INFORMATION. 10.	CONTRACTOR SHALL CLEAN CB AND DETERMINE LOCATION, SIZE, AND DEPTH OF CONTRACTOR SHALL CLEAN CB AND DETERMINE LOCATION, SIZE, AND DEPTH OF OUTFALL PIPE PRIOR TO CONSTRUCTION. CONTRACTOR SHALL PROVIDE ENGINEER  WITH STORM PIPE INFORMATION. 11.	CONTRACTOR SHALL FIELD VERIFY LOCATION, DEPTH, AND SIZE OF UTILITIES. CONTRACTOR SHALL FIELD VERIFY LOCATION, DEPTH, AND SIZE OF UTILITIES. CONTRACTOR SHALL POT HOLE EXISTING UTILITIES AT LOCATION OF CONSTRUCTION ENTRANCE PRIOR TO CONSTRUCTION. 12.	EXISTING ASPHALT/CONCRETE/WALL/SIDEWALK/CURB AND BASE TO BE REMOVED EXISTING ASPHALT/CONCRETE/WALL/SIDEWALK/CURB AND BASE TO BE REMOVED 13.	REMOVE EXISTING SEWER LINE CAP AT BUILDING SEWER LATERAL CONNECTION.REMOVE EXISTING SEWER LINE CAP AT BUILDING SEWER LATERAL CONNECTION.

AutoCAD SHX Text
1.	EXISTING INFRASTRUCTURE IS SHOWN TO THE EXTENT OF ENGINEER'S KNOWLEDGE. EXISTING INFRASTRUCTURE IS SHOWN TO THE EXTENT OF ENGINEER'S KNOWLEDGE. CONTRACTOR SHALL FIELD VERIFY AND CONFIRM SCOPE OF DEMOLITION PRIOR TO BID. 2.	AWARDED CONTRACTOR WILL BE PROVIDED AUTOCAD FILE TO LOCATE AND STAKE AWARDED CONTRACTOR WILL BE PROVIDED AUTOCAD FILE TO LOCATE AND STAKE DEMO LIMITS. 3.	SEE GEOTECHNICAL ENGINEERING REPORT FROM TERRACON (JUNE 21, 2016) SEE GEOTECHNICAL ENGINEERING REPORT FROM TERRACON (JUNE 21, 2016) BORING LOG NO. 6,7, AND 8 FOR DEPTH OF EXISTING ASPHALT.



WINCO FOODS
25,020 SQ. FT.
FFE: 4278.80

RU
LO

N 
W

HI
TE

 B
OU

LE
VA

RD

LEGEND

W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

SEC. 36, T. 7 N., R. 2 W.

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

CALL BEFORE YOU DIG

BENCHMARK:

BASIS OF BEARING:
”

SP-01

SITE PLAN

GENERAL NOTES:

CONSTRUCTION NOTES:

SCALE IN FEET
0 30 60

SECTION A-A

AA

AutoCAD SHX Text
M

AutoCAD SHX Text
14

AutoCAD SHX Text
PROPOSED PARKING LOT

AutoCAD SHX Text
EXISTING ASPHALT

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
F

AutoCAD SHX Text
12

AutoCAD SHX Text
8

AutoCAD SHX Text
5

AutoCAD SHX Text
11

AutoCAD SHX Text
FH

AutoCAD SHX Text
FDC

AutoCAD SHX Text
FH

AutoCAD SHX Text
FH

AutoCAD SHX Text
EXISTING DITCH

AutoCAD SHX Text
FH

AutoCAD SHX Text
(TYP)

AutoCAD SHX Text
PROPERTY LINE EXISTING BUILDING STALL COUNT PROPOSED STRIPING CURB AND GUTTER SEE HC-02 CONCRETE PAVING WITHIN BUILDING/SITE LINE SEE BUILDING PLANS EXISTING CURB AND GUTTER CHAIN LINK FENCE, SEE ARCHITECTURAL PLANS

AutoCAD SHX Text
X

AutoCAD SHX Text
SLOPE

AutoCAD SHX Text
THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING BLUE STAKES OF UTAH 811 OR 1-800-662-4111 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

AutoCAD SHX Text
WEBER COUNTY BM WC-115 M,  ELEVATION: 4265.07 (NAVD 88)

AutoCAD SHX Text
THE BASIS OF BEARING FOR THIS SURVEY IS SOUTH 89°18'48” WEST ALONG THE NORTH LINE OF SAID  WEST ALONG THE NORTH LINE OF SAID SECTION 36.

AutoCAD SHX Text
10-5-16

AutoCAD SHX Text
1.	SEE 'HC" SHEETS FOR DIMENSIONS SEE 'HC" SHEETS FOR DIMENSIONS 2.	GENERAL CONTRACTOR SHALL COORDINATE UTILITY LOCATIONS AT THE BUILDING WITH GENERAL CONTRACTOR SHALL COORDINATE UTILITY LOCATIONS AT THE BUILDING WITH SITE DRAWINGS, SITE CONTRACTOR AND LOCAL UTILITY COMPANIES (IF REQUIRED). 3.	GENERAL CONTRACTOR SHALL PROVIDE SECURE STORAGE AND STAGING AREA PER GENERAL CONTRACTOR SHALL PROVIDE SECURE STORAGE AND STAGING AREA PER SPECIFICATION SECTION 015000 TEMPORARY FACILITIES.  COORDINATE LOCATION WITH WINCO'S CONSTRUCTION MANAGER AND SITE CONTRACTOR IF REQUIRED. 4.	IF CERTAIN SITE WORK IMPROVEMENTS ARE COMPLETE, GENERAL CONTRACTOR SHALL IF CERTAIN SITE WORK IMPROVEMENTS ARE COMPLETE, GENERAL CONTRACTOR SHALL PROTECT ALL COMPLETED GRADING, UTILITIES AND FINISH SURFACES FROM DAMAGE DURING BUILDING CONSTRUCTION.  5.	GENERAL CONTRACTOR SHALL PROCURE ALL PERMITS AND PAY ALL APPROPRIATE GENERAL CONTRACTOR SHALL PROCURE ALL PERMITS AND PAY ALL APPROPRIATE FEES FOR CONSTRUCTION OF THE PROJECT. ALL WORK SHALL CONFORM TO CITY, COUNTY AND STATE AUTHORITIES HAVING JURISDICTION.  6.	PRIOR TO BIDDING, CONTRACTOR SHALL BECOME FAMILIAR WITH ALL SITE CONDITIONS PRIOR TO BIDDING, CONTRACTOR SHALL BECOME FAMILIAR WITH ALL SITE CONDITIONS THAT AFFECT CONSTRUCTION.  

AutoCAD SHX Text
1.	CROSSWALK MARKING. 4" WIDE DIAGONAL STRIPING @ 2'-0" O.C., PAINT CROSSWALK MARKING. 4" WIDE DIAGONAL STRIPING @ 2'-0" O.C., PAINT W/2 COATS TRAFFIC WHITE W/ 7 MIL. DFT PER COAT 2.	90  PARKING LOT STRIPING: SEE HC-02 90° PARKING LOT STRIPING: SEE HC-023.	LOADING DOCKS: SEE BUILDING PLANS LOADING DOCKS: SEE BUILDING PLANS 4.	PROPOSED ACCESS: SEE HC SHEETS PROPOSED ACCESS: SEE HC SHEETS 5.	EXISTING DRY COMPACTOR: SEE BUILDING PLANS EXISTING DRY COMPACTOR: SEE BUILDING PLANS 6.	10' WIDE CURB CUT (DEPRESSED CURB SECTION) SEE DETAIL THIS SHEET 10' WIDE CURB CUT (DEPRESSED CURB SECTION) SEE DETAIL THIS SHEET 7.	ADA ACCESSIBLE PARKING: SEE HC-02 ADA ACCESSIBLE PARKING: SEE HC-02 8.	PROPOSED CHAIN LINK FENCE SHALL BE CONSTRUCTED 0.5' INSIDE OF PROPOSED CHAIN LINK FENCE SHALL BE CONSTRUCTED 0.5' INSIDE OF PROPERTY LINE. SEE LANDSCAPE PLAN SHEET SD2.1.

AutoCAD SHX Text
NOT TO SCALE



WINCO FOODS
25,020 SQ. FT.
FFE: 4278.80

RU
LO

N 
W

HI
TE

 B
OU

LE
VA

RD

LEGEND

GENERAL NOTES:

W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

SEC. 36, T. 7 N., R. 2 W.

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

CALL BEFORE YOU DIG

BENCHMARK:

BASIS OF BEARING:
”

SCALE IN FEET
0 30 60

HC-01

HORIZONTAL
CONTROL AND
PAVING PLAN

CONSTRUCTION NOTES:

AutoCAD SHX Text
M

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
EXISTING DITCH

AutoCAD SHX Text
EXISTING COUNTY STORMWATER FACILITY

AutoCAD SHX Text
EXISTING ASPHALT

AutoCAD SHX Text
PROPERTY LINE EXISTING BUILDING HEAVY DUTY ASPHALT PAVING SEE HC-02 CONCRETE PAVING WITHIN BUILDING/SITE LINE SEE BUILDING PLANS CONCRETE SIDEWALK SEE HC-02 EDGE OF PAVEMENT PROPOSED CURB AND GUTTER ASPHALT SLURRY SEAL COAT, PER UDOT SPECIFICATION SECTION 02789

AutoCAD SHX Text
1.	ALL DIMENSIONS ARE TO THE FACE OF CURB. ALL DIMENSIONS ARE TO THE FACE OF CURB. UNLESS OTHERWISE NOTED.

AutoCAD SHX Text
THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING BLUE STAKES OF UTAH 811 OR 1-800-662-4111 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

AutoCAD SHX Text
WEBER COUNTY BM WC-115 M,  ELEVATION: 4265.07 (NAVD 88)

AutoCAD SHX Text
THE BASIS OF BEARING FOR THIS SURVEY IS SOUTH 89°18'48” WEST ALONG THE NORTH LINE OF SAID  WEST ALONG THE NORTH LINE OF SAID SECTION 36.

AutoCAD SHX Text
10-5-16

AutoCAD SHX Text
1.	COMMERCIAL APPROACH PER TYPE 'A' DRIVEWAY APPROACH COMMERCIAL APPROACH PER TYPE 'A' DRIVEWAY APPROACH 2.	GRIND AREAS OF SIDEWALK AND CURB WHERE DEFERENTIAL GRIND AREAS OF SIDEWALK AND CURB WHERE DEFERENTIAL GRADE BETWEEN ADJOINING HARD SURFACE IS GREATER THAN 0.25 INCHES TO BE FLUSH. MAINTAIN ADA COMPLIANCE AS REQUIRED.  CONTRACTOR SHALL PROVIDE A PER SF PRICE AS PART OF BID. CONTRACTOR SHALL WALK PROJECT WITH WINCO'S REPRESENTATIVE TO CONFIRM LOCATION OF GRINDING. (CONTRACTOR SHALL INCLUDE 100 SF OF GRINDING IN BID PROPOSAL)

AutoCAD SHX Text
X



W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

HC-02

PAVING AND
SITE DETAILS

90° STRIPINGHEAVY DUTY ASPHALT PAVING

– 

CONCRETE SIDEWALK - ONSITECURB & GUTTER

ACCESSIBLE PARKING LAYOUT

90° STRIPING

6' PARKING BUMPERACCESSIBLE SYMBOL

AutoCAD SHX Text
EXISTING SIDEWALK

AutoCAD SHX Text
EXISTING PAVEMENT

AutoCAD SHX Text
10-5-16

AutoCAD SHX Text
56'

AutoCAD SHX Text
12'

AutoCAD SHX Text
NOTES: 1.	SEE SITE PLAN FOR COMPLETE SEE SITE PLAN FOR COMPLETE LAYOUT. 2.	THESE DETAILS ARE FOR REFERENCETHESE DETAILS ARE FOR REFERENCEAND DIMENSION CONTROL ONLY. 3.	ALL DIMENSIONS ARE TO C/L OF ALL DIMENSIONS ARE TO C/L OF STRIPE UNLESS OTHERWISE INDICATED.

AutoCAD SHX Text
NTS

AutoCAD SHX Text
NTS

AutoCAD SHX Text
6" AGGREGATE BASE COURSE

AutoCAD SHX Text
5" ASPHALT CONCRETE SURFACE

AutoCAD SHX Text
PREPARED SUBGRADE (95% COMPACTION)

AutoCAD SHX Text
NOTES: ASPHALT CONCRETE: THE ASPHALT CEMENT BINDER CONFORM TO UTAH DEPARTMENT OF TRANSPORTATION 2012 STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION SPECIFICATION SECTION 02745 FOR PG 58-34, PERFORMANCE GRADED ASPHALT BINDER WITH A MIX WITH AGGREGATE MEETING THE GRADATION REQUIREMENTS FOR ½-INCH DENSE AS PRESENTED IN SECTION 02741. AGGREGATE BASE COURSE: AGGREGATE BASE COURSE CONFORM TO GRADATION SPECIFICATIONS PRESENTED IN WEBER COUNTY PUBLIC WORKS STANDARD AND TECHNICAL SPECIFICATIONS (AUGUST 1982) SECTION 1.3.02 BASE COURSE (3/4 INCH GRADATION).  COMPACTION – ASPHALT AND BASE COURSE: ALL SUBBASE AND BASE COURSE MATERIALS SHOULD BE ASPHALT AND BASE COURSE: ALL SUBBASE AND BASE COURSE MATERIALS SHOULD BE COMPACTED TO AT LEAST 95 PERCENT OF THE MAXIMUM DRY DENSITY DETERMINED IN ACCORDANCE WITH ASTM D 1557. ALL BASE COURSES BE PROOFROLLED WITH A LOADED DUMP TRUCK PRIOR TO PLACING THE FOLLOWING LIFT OF MATERIAL. ASPHALT SHALL BE COMPACTED TO 92 TO 97 PERCENT OF THE RICE (THEORETICAL MAXIMUM) DENSITY. 

AutoCAD SHX Text
NOTES: 1.	ALL PAVING SHALL BE COMPLETED PER THE GEOTECHNICAL REPORT ALL PAVING SHALL BE COMPLETED PER THE GEOTECHNICAL REPORT BY TERRACON CONSULTANTS DATED JUNE 21, 2016 2.	ALL SITE PREPARATION SHALL BE PER SECTION 4.2 OF THE ALL SITE PREPARATION SHALL BE PER SECTION 4.2 OF THE GEOTECHNICAL REPORT BY TERRACON CONSULTANTS DATED JUNE 21, 2016 

AutoCAD SHX Text
A 

AutoCAD SHX Text
A 

AutoCAD SHX Text
B 

AutoCAD SHX Text
B 

AutoCAD SHX Text
4"

AutoCAD SHX Text
NTS

AutoCAD SHX Text
1/4" THICKNESS PREMOLDED EXPANSION JOINT FILLER SPACED @ 35' O.C. MAX. EXTEND JOINT FILLER FULL DEPTH OF SIDEWALK

AutoCAD SHX Text
5.0'

AutoCAD SHX Text
5.0'

AutoCAD SHX Text
5.0'

AutoCAD SHX Text
5.0'

AutoCAD SHX Text
5.0'

AutoCAD SHX Text
5.0'

AutoCAD SHX Text
5.0'

AutoCAD SHX Text
4" (TYP)

AutoCAD SHX Text
2" (TYP)

AutoCAD SHX Text
SEE SITE PLAN

AutoCAD SHX Text
SLOPE 1/4" /FT. MAX.

AutoCAD SHX Text
1/2"R (TYP)

AutoCAD SHX Text
(TYP) 2"2"

AutoCAD SHX Text
6"

AutoCAD SHX Text
TYP

AutoCAD SHX Text
PC CONCRETE

AutoCAD SHX Text
4" AGGREGATE BASE COURSE COMPACTED TO 95% MAX. DENSITY (TYP)

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
WHERE REQUIRED REINFORCEMENT

AutoCAD SHX Text
WILL BE No. 3 BARS 24" O.C.

AutoCAD SHX Text
EACH WAY MAX. SPACING, OR

AutoCAD SHX Text
6 x 6 - W1.4 X W1.4 WWF

AutoCAD SHX Text
SECTION A-A

AutoCAD SHX Text
SECTION B-B

AutoCAD SHX Text
PLAN VIEW

AutoCAD SHX Text
1/2" RADIUS TOOLED JOINT OR 1" DEEP SAWED JOINT (TYP.)

AutoCAD SHX Text
NOTE: PROVIDE 1/2" EXPANSION JOINT BETWEEN SIDEWALK AND ALL FIXED OBJECTS INCLUDING CURBS

AutoCAD SHX Text
(TYP)

AutoCAD SHX Text
4" AGGREGATE BASE COURSE COMPACTED TO 95% MAX. DENSITY (TYP)

AutoCAD SHX Text
FACE OF CURB

AutoCAD SHX Text
BACK OF CURB

AutoCAD SHX Text
BACK OF CURB

AutoCAD SHX Text
FACE OF CURB

AutoCAD SHX Text
4" AGGREGATE BASE COURSE COMPACTED TO 95% MAX. DENSITY

AutoCAD SHX Text
ASPHALTIC CONCRETE PAVING SEE PAVING DETAILS FOR PAVEMENT SECTIONS, SUBBASE, SUBGRADE AND COMPACTION REQUIREMENTS.

AutoCAD SHX Text
ASPHALTIC CONCRETE PAVING SEE PAVING DETAILS FOR PAVEMENT SECTIONS, SUBBASE, SUBGRADE AND COMPACTION REQUIREMENTS.

AutoCAD SHX Text
NTS

AutoCAD SHX Text
CONTRACTOR TO PROVIDE PRIME COAT AND TACK COAT TO FACE OF CURB WHERE CURB CONTACTS ASPHALT.

AutoCAD SHX Text
CONTRACTOR TO PROVIDE PRIME COAT AND TACK COAT TO FACE OF CURB WHERE CURB CONTACTS ASPHALT.

AutoCAD SHX Text
4" AGGREGATE BASE COURSE COMPACTED TO 95% MAX. DENSITY

AutoCAD SHX Text
CATCH CURB AND GUTTER

AutoCAD SHX Text
SPILL CURB AND GUTTER

AutoCAD SHX Text
1" RADIUS

AutoCAD SHX Text
1" RADIUS

AutoCAD SHX Text
NOTE: PROVIDE 1/2" EXPANSION JOINT BETWEEN CURB AND ALL FIXED OBJECTS INCLUDING SIDEWALKS.  EXPANSION JOINTS (15-FT O.C.) AND SCRIBED JOINTS SHALL BE PER SECTION 1.4.05(B) OF WEBER COUNTY PUBLIC WORKS STANDARDS AND TECHNICAL SPECIFICATIONS (AUGUST 1982).

AutoCAD SHX Text
MATCH PAVEMENT SLOPE, MAINTAIN REQUIRED ADA SLOPES AS NECESSARY

AutoCAD SHX Text
MATCH PAVEMENT SLOPE, MAINTAIN REQUIRED ADA SLOPES AS NECESSARY

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
1" = 10'

AutoCAD SHX Text
VARIES (SEE HC-01)

AutoCAD SHX Text
NTS

AutoCAD SHX Text
6'-0"

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
10"

AutoCAD SHX Text
10"

AutoCAD SHX Text
4'-4"

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
2'-0"

AutoCAD SHX Text
8 1/2"

AutoCAD SHX Text
1"

AutoCAD SHX Text
1"

AutoCAD SHX Text
4"

AutoCAD SHX Text
3 1/2"

AutoCAD SHX Text
5"

AutoCAD SHX Text
5"

AutoCAD SHX Text
3/4" CHAMFER (TYP.)

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
%%UELEVATION

AutoCAD SHX Text
%%UCROSS-SECTION

AutoCAD SHX Text
%%UISOMETRIC VIEW

AutoCAD SHX Text
GENERAL NOTES 1.	CONCRETE FOR WHEEL STOP: MINIMUM 3,000 PSI IN 28 DAYS  CONCRETE FOR WHEEL STOP: MINIMUM 3,000 PSI IN 28 DAYS  2.	REINFORCING STEEL: PER ASTM A615, GRADE 60  REINFORCING STEEL: PER ASTM A615, GRADE 60  3.	ATTACHMENT PINS SHALL HAVE 7 INCH EMBEDMENT.ATTACHMENT PINS SHALL HAVE 7 INCH EMBEDMENT.

AutoCAD SHX Text
ATTACHMENT PIN #4 X 12" LONG GRADE 60 REBAR (TYP.)

AutoCAD SHX Text
MINIMUM #3 GRADE 60 REINFORCING BARS

AutoCAD SHX Text
NTS

AutoCAD SHX Text
NTS



WINCO FOODS
25,020 SQ. FT.
FFE: 4278.80

RU
LO

N 
W

HI
TE

 B
OU

LE
VA

RD

LEGEND

GRADING NOTES:

W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

SEC. 36, T. 7 N., R. 2 W.

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

CALL BEFORE YOU DIG

BENCHMARK:

BASIS OF BEARING:
”

CG-01

OVERALL
GRADING PLAN

SCALE IN FEET
0 30 60

AutoCAD SHX Text
M

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
EXISTING COUNTY STORMWATER FACILITY

AutoCAD SHX Text
DETENTION BASIN BOTTOM EL:4273.10

AutoCAD SHX Text
RIDGE

AutoCAD SHX Text
RIDGE

AutoCAD SHX Text
RIDGE

AutoCAD SHX Text
LP

AutoCAD SHX Text
EXISTING MAJOR CONTOUR EXISTING MINOR CONTOUR PROPOSED MAJOR CONTOUR PROPOSED MINOR CONTOUR GRADE BREAK SPOT ELEVATION LOW POINT HIGH POINT TOP BACK OF CURB TOP OF WALL SLOPE LABEL EDGE OF PAVEMENT

AutoCAD SHX Text
XX

AutoCAD SHX Text
XX

AutoCAD SHX Text
XX

AutoCAD SHX Text
XX

AutoCAD SHX Text
XXX.XX

AutoCAD SHX Text
1.	SEE "SD" SHEETS FOR STORM WATER INLET, AND PIPING. SEE "SD" SHEETS FOR STORM WATER INLET, AND PIPING. 2.	CONTRACTOR SHALL ENSURE THERE IS POSITIVE CONTRACTOR SHALL ENSURE THERE IS POSITIVE DRAINAGE AWAY FROM BUILDING AT ALL TIMES. 3.	EXISTING CONTOURS ARE BASED ON SURVEY BY DOMINION EXISTING CONTOURS ARE BASED ON SURVEY BY DOMINION ENGINEERING ASSOCIATES, L.C.   4.	SPOT ELEVATIONS REPRESENT FINISHED GRADE AT FLOW SPOT ELEVATIONS REPRESENT FINISHED GRADE AT FLOW LINE UNLESS OTHERWISE NOTED. 5.	ALL LANDSCAPE AREAS SHALL BE STABILIZED. ALL LANDSCAPE AREAS SHALL BE STABILIZED. 6.	ALL SITE PREPARATION SHALL BE PER SECTION 4.2 OF ALL SITE PREPARATION SHALL BE PER SECTION 4.2 OF THE GEOTECHNICAL REPORT BY TERRACON CONSULTANTS DATED JUNE 21, 2016 

AutoCAD SHX Text
TBC

AutoCAD SHX Text
0.00%

AutoCAD SHX Text
TW

AutoCAD SHX Text
HP

AutoCAD SHX Text
THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING BLUE STAKES OF UTAH 811 OR 1-800-662-4111 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

AutoCAD SHX Text
WEBER COUNTY BM WC-115 M,  ELEVATION: 4265.07 (NAVD 88)

AutoCAD SHX Text
THE BASIS OF BEARING FOR THIS SURVEY IS SOUTH 89°18'48” WEST ALONG THE NORTH LINE OF SAID  WEST ALONG THE NORTH LINE OF SAID SECTION 36.

AutoCAD SHX Text
10-5-16



WINCO FOODS
25,020 SQ. FT.
FFE: 4278.80

RU
LO

N 
W

HI
TE

 B
OU

LE
VA

RD

LEGEND

GRADING NOTES:

W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

SEC. 36, T. 7 N., R. 2 W.

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

CALL BEFORE YOU DIG

BENCHMARK:

BASIS OF BEARING:
”

CG-02

GRADING PLAN

SCALE IN FEET
0 20 40

AutoCAD SHX Text
M

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
DETENTION BASIN BOTTOM EL:4273.10

AutoCAD SHX Text
LP

AutoCAD SHX Text
EXISTING MAJOR CONTOUR EXISTING MINOR CONTOUR PROPOSED MAJOR CONTOUR PROPOSED MINOR CONTOUR GRADE BREAK SPOT ELEVATION LOW POINT HIGH POINT TOP BACK OF CURB TOP OF WALL SLOPE LABEL EDGE OF PAVEMENT

AutoCAD SHX Text
XX

AutoCAD SHX Text
XX

AutoCAD SHX Text
XX

AutoCAD SHX Text
XX

AutoCAD SHX Text
XXX.XX

AutoCAD SHX Text
1.	SEE "SD" SHEETS FOR STORM WATER INLET, AND PIPING. SEE "SD" SHEETS FOR STORM WATER INLET, AND PIPING. 2.	CONTRACTOR SHALL ENSURE THERE IS POSITIVE CONTRACTOR SHALL ENSURE THERE IS POSITIVE DRAINAGE AWAY FROM BUILDING AT ALL TIMES. 3.	EXISTING CONTOURS ARE BASED ON SURVEY BY DOMINION EXISTING CONTOURS ARE BASED ON SURVEY BY DOMINION ENGINEERING ASSOCIATES, L.C.   4.	SPOT ELEVATIONS REPRESENT FINISHED GRADE AT FLOW SPOT ELEVATIONS REPRESENT FINISHED GRADE AT FLOW LINE UNLESS OTHERWISE NOTED. 5.	ALL LANDSCAPE AREAS SHALL BE STABILIZED. ALL LANDSCAPE AREAS SHALL BE STABILIZED. 6.	ALL SITE PREPARATION SHALL BE PER SECTION 4.2 OF ALL SITE PREPARATION SHALL BE PER SECTION 4.2 OF THE GEOTECHNICAL REPORT BY TERRACON CONSULTANTS DATED JUNE 21, 2016 

AutoCAD SHX Text
TBC

AutoCAD SHX Text
0.00%

AutoCAD SHX Text
TW

AutoCAD SHX Text
HP

AutoCAD SHX Text
THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING BLUE STAKES OF UTAH 811 OR 1-800-662-4111 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

AutoCAD SHX Text
WEBER COUNTY BM WC-115 M,  ELEVATION: 4265.07 (NAVD 88)

AutoCAD SHX Text
THE BASIS OF BEARING FOR THIS SURVEY IS SOUTH 89°18'48” WEST ALONG THE NORTH LINE OF SAID  WEST ALONG THE NORTH LINE OF SAID SECTION 36.

AutoCAD SHX Text
10-5-16



WINCO FOODS
25,020 SQ. FT.
FFE: 4278.80

RU
LO

N 
W

HI
TE

 B
OU

LE
VA

RD

LEGEND

W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

SEC. 36, T. 7 N., R. 2 W.

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

CALL BEFORE YOU DIG

BENCHMARK:

BASIS OF BEARING:
”

MU-01

MASTER
UTILITY PLAN

SCALE IN FEET
0 30 60

GENERAL NOTES:

POWER

PHONE

GAS

CABLE

COMM.

LINE TYPE SCHEDULE

AutoCAD SHX Text
M

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
F

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
G.M.

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
E.M.

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
PROPOSED STORM LINE EXISTING STORM DRAIN LINE EXISTING SANITARY SEWER LINE EXISTING WATER LINE EXISTING FIBER OPTICS LINE EXISTING GAS LINE

AutoCAD SHX Text
THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING BLUE STAKES OF UTAH 811 OR 1-800-662-4111 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

AutoCAD SHX Text
WEBER COUNTY BM WC-115 M,  ELEVATION: 4265.07 (NAVD 88)

AutoCAD SHX Text
THE BASIS OF BEARING FOR THIS SURVEY IS SOUTH 89°18'48” WEST ALONG THE NORTH LINE OF SAID  WEST ALONG THE NORTH LINE OF SAID SECTION 36.

AutoCAD SHX Text
10-5-16

AutoCAD SHX Text
1.	UTILITIES SHOWN ARE FOR REFERENCE ONLY. CONTRACTOR SHALL COORDINATE WITH UTILITIES SHOWN ARE FOR REFERENCE ONLY. CONTRACTOR SHALL COORDINATE WITH UTILITY PROVIDERS (POWER, PHONE, GAS, CABLE, AND COMM.) ON LOCATION. CONTRACTOR SHALL REVIEW LOCATION WITH UTILITY PROVIDER AND ADJUST UTILITY LOCATION TO AVOID CONFLICTS W/ON-SITE UTILITIES. 2.	SEE SD3 FOR DRY UTILITIES. SEE SD3 FOR DRY UTILITIES. 3.	SEE ALTA FOR EASMENTS.SEE ALTA FOR EASMENTS.



WINCO FOODS
25,020 SQ. FT.
FFE: 4278.80

RU
LO

N 
W

HI
TE

 B
OU

LE
VA

RD

LEGEND

W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

SEC. 36, T. 7 N., R. 2 W.

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

CALL BEFORE YOU DIG

BENCHMARK:

BASIS OF BEARING:
”

SD-01

STORM
DRAINAGE

PLAN

SCALE IN FEET
0 30 60

NOTES:

AutoCAD SHX Text
M

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
F

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
G.M.

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
E.M.

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
6" 

AutoCAD SHX Text
2" 

AutoCAD SHX Text
8" 

AutoCAD SHX Text
8" 

AutoCAD SHX Text
8" 

AutoCAD SHX Text
8" 

AutoCAD SHX Text
12" 

AutoCAD SHX Text
2" 

AutoCAD SHX Text
PROPOSED STORM  LINE, REINFORCED CONCRETE PIPE ASTM C-76, CLASS III EXISTING STORM LINE EXISTING WATER LINE EXISTING SANITARY SEWER LINE EXISTING FIBER OPTICS LINE EXISTING BURIED POWER LINE EXISTING TELEPHONE LINE EXISTING GAS LINE EXISTING IRRIGATION LINE 3'X3' PRECAST CONCRETE DRAINAGE BOX PER UDOT STD. DWG NO. CB12 WITH GRATE AND FRAME DEEP QUARRY SPALLS PAD. TOP OF QUARRY SPALLS TO MATCH FINISHED GRADE ELEVATION

AutoCAD SHX Text
THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING BLUE STAKES OF UTAH 811 OR 1-800-662-4111 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

AutoCAD SHX Text
WEBER COUNTY BM WC-115 M,  ELEVATION: 4265.07 (NAVD 88)

AutoCAD SHX Text
THE BASIS OF BEARING FOR THIS SURVEY IS SOUTH 89°18'48” WEST ALONG THE NORTH LINE OF SAID  WEST ALONG THE NORTH LINE OF SAID SECTION 36.

AutoCAD SHX Text
10-5-16

AutoCAD SHX Text
A-A

AutoCAD SHX Text
SD-02

AutoCAD SHX Text
A-A

AutoCAD SHX Text
SD-02

AutoCAD SHX Text
1.	CONTRACTOR SHALL FIELD VERIFY LOCATION DEPTH AND SIZE CONTRACTOR SHALL FIELD VERIFY LOCATION DEPTH AND SIZE OF EXISTING UTILITY CROSSINGS PRIOR TO CONSTRUCTION. CONTRACTOR SHALL PROVIDE ENGINEER UTILITY INFORMATION.



STORM PROFILE 1

SECTION A-A

W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

CALL BEFORE YOU DIG

BENCHMARK:

BASIS OF BEARING:
”

SD-02

STORM
DRAINAGE
PROFILES

SCALE IN FEET
0 20 40

H

SCALE IN FEET
0 2 4

V

GENERAL NOTES:

AutoCAD SHX Text
BOTTOM EL: 4273.10

AutoCAD SHX Text
3:1

AutoCAD SHX Text
3:1

AutoCAD SHX Text
BOTTOM EL:4273.10

AutoCAD SHX Text
3:1

AutoCAD SHX Text
3:1

AutoCAD SHX Text
THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY ALL UTILITY LOCATIONS PRIOR TO CONSTRUCTION BY CALLING BLUE STAKES OF UTAH 811 OR 1-800-662-4111 A MINIMUM OF 48 HOURS PRIOR TO ANY EXCAVATION.

AutoCAD SHX Text
WEBER COUNTY BM WC-115 M,  ELEVATION: 4265.07 (NAVD 88)

AutoCAD SHX Text
THE BASIS OF BEARING FOR THIS SURVEY IS SOUTH 89°18'48” WEST ALONG THE NORTH LINE OF SAID  WEST ALONG THE NORTH LINE OF SAID SECTION 36.

AutoCAD SHX Text
10-5-16

AutoCAD SHX Text
1.	ALL SIDE SLOPES OF DETENTION BASIN SHALL BE PROTECTED WITH FILTER BLANKET ALL SIDE SLOPES OF DETENTION BASIN SHALL BE PROTECTED WITH FILTER BLANKET TENSAR ROLL MAX SCI50BN INSTALLED PER MANUFACTURES RECOMMENDATION



W
IN

C
O

 #
8
0
 C

R
O

S
S

 D
O

C
K

SCJ PROJECT NO.

DRAWN

CHECKED

SUBMITTAL DATES

OTB DATE

REVISIONS

SHEET TITLE

SHEET

1832.04

2
4
2
3
 N

. 
R

U
L

O
N

 W
H

IT
E

 B
L

V
D

O
G

D
E

N
, 
U

T
A

H

STAMP

B. JOHNSON

87
30

 T
A

LL
O

N
 L

A
N

E 
N

E,
 S

U
IT

E 
20

0,
  L

A
CE

Y,
 W

A
SH

IN
G

TO
N

 9
85

16
P:

 3
60

-3
52

-1
46

5 
   

F:
 3

60
-3

52
-1

50
9

SC
JA

LL
IA

N
CE

.C
O

M

Brandon L. Johnson
No. 8864026-2202

RE
GE

ST
ER

ED

  PROFESS IONAL  ENGINEER

STATE  OF  UTAH

SD-03

STORM
DRAINAGE

DETAILS

AutoCAD SHX Text
10-5-16




	Sheets and Views
	1 CV-01
	2 GN-01
	3 EX-01
	4 EX-02
	5 EX-03
	6 EC-01
	7 EC-02
	8 EC-03
	9 DM-01
	10 SP-01
	11 HC-01
	12 HC-02
	13 CG-01
	14 CG-02
	15 MU-01
	16 SD-01
	17 SD-02
	18 SD-03
	19 SD2.1


