
 
 
The following is a formal response to the Plan Review Comments completed by Jason vonWeller (Code), Daniel Mooney 
(Structural), and checked by DeAnn Wilde.  
August 22, 2017. (Received August 23, 2017) 
 

 
CLARIFICATIONS:  
 

1. Square Footage Summary: 
 

Lower Level Floor Plan: 1007 sq ft 
Upper Level Floor Plan: 685 sq ft  
 
See sheet A200 for Livable (Net) Square Footages. 

 

2. Venting for Range: 
 
As per comments for previous units see attached venting and makeup air specifications/cut sheets for use 

with the Verona Model VCLFSGE365SS range: 
- 36” Wolf Pro Wall Hood - 24” Depth. 
- Wolf 808331 Inline Blower (600CFM). 
- Broane MD8T 8” Makeup Air Kit.  

 
 

CODE REVIEW COMMENTS:  

A1.  See Geotechnical Report prepared by IGES Geotechnical Engineers. 

A2.  
 

A. See revised Keynote 1 on Sheet 2.0. See ‘Rockery Construction Guidelines’ prepared by IGES 
Geotechnical Engineers. 

 
A3. See sheet A200 with exterior wall assemblies noted. 
 
 
A4. See sheet A101 for removal of reference to 2015 IBC. 
 
A5. 
 

A. Ramp is connected to building with a bolted connection to knife plate which is attached to steel 
columns. See detail 12/S4.1 for more information.  

 
A6. 

A. See sheet A200 for window tags on floor plans.  See A900 for callouts indicating emergency 
escape operators. 

B. See A900 for window schedule, and locations of tempered glazing. 
C. Window #5 is covered with an ‘operable wood screen’. See keynote 13 on A301 and plan details 4 

and 5 on A500 for further information. 
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ELECTRICAL REVIEW COMMENTS: 
 
E1. See Electrical Response. 
 
 

ENERGY REVIEW COMMENTS: 
 
N1. See revised square footage on REScheck submittal dated 08/25/2017. Please note this is the gross 

square footage as required by REScheck. 
 
N2. See revised REScheck submittal dated 08/25/2017. 
 
N3. See sheet A900 Notes 1-7 for U-factors and Note 21 for testing and labelling. 
 
N4. See Sheet A001 for note of postage of permanent certificate. 
 

 
STRUCTURAL REVIEW COMMENTS: 
 
S1.  See Structural Response. 
 
 

END OF RESPONSE 



36"  PRO WALL HOOD -  24"  DEPTH  

PW3624 1 8

FEATURES

Heavy-duty stainless steel construction

Handfinished with hemmed edges and welded seams

Bright halogen lighting

Infinite speed blower control

Heat sentry for safety

Recessed controls for sleeker look

Blower required (internal, in-line or remote blowers available)

Transition with backdraft minimizes backward flow of cold air

Rigorously tested in our U.S. manufacturing facilities for decades of use

Exceptional 24/7 support from our Customer Care team in Madison

ACCESSORIES

1100 CFM Inline Blower

1200 CFM Internal Blower

1200 CFM Remote Blower

1500 CFM Remote Blower

300 CFM Internal Blower

450 CFM Internal Blower

600 CFM Inline Blower

600 CFM Internal Blower

600 CFM Remote Blower

900 CFM Internal Blower

900 CFM Remote Blower

38" high stainless steel backsplash with or without warming racks

6", 12", 18", 24" and 30" high stainless steel duct covers

Horizontal discharge kit

Make-up air damper

Recirculating kit and filter for non-ducted applications (internal blower)

Accessories available through an authorized Sub-Zero dealer.
For local dealer information, visit subzero-wolf.com/locator.

BLOWER OPT IONS

•  300 CFM Internal

•  450 CFM Internal

•  600 CFM Internal

•  900 CFM Internal

•  1200 CFM Internal

•  600 CFM Inline

•  1100 CFM Inline

•  600 CFM Remote

•  900 CFM Remote

•  1200 CFM Remote

•  1500 CFM Remote

http://www.subzero-wolf.com/locator


36"  PRO WALL HOOD -  24"  DEPTH  

PRODUCT SPECIF ICATIONS

Model PW362418

Dimensions 36"W x 18"H x 24"D

Weight 78 lbs

Electrical Supply 110/120 VAC, 60 Hz

Electrical Service 15 amp dedicated circuit

Discharge Location Vertical or Horizontal

Discharge Dimensions 10" Round

Bottom of Hood to
Countertop

30" to 36"

NOTE:

Dimensions in parenthesis are in millimeters unless
otherwise specified

DIMENSIONS



PART NO. 808331
600 CFM INLINE BLOWER

This blower is designed for smooth, quiet and efficient operation with Wolf Ventilation Hoods, keeping the kitchen free
of smoke, grease and odors. It mounts outside of the hood, within the run of ducting. 

RESOURCES

 Support Article: 600 CFM Inline Blower - 808331

MODELS COMPATIBLE WITH THIS ACCESSORY

M O D E L P R O D U C T  N A M E

DD30 30" Downdraft Ventilation

DD30 30" Downdraft Ventilation

 BACK

http://ca.subzero-wolf.com/en/assistance/answers/600-cfm-inline-blower---808331
http://ca.subzero-wolf.com/en/assistance/answers/600-cfm-inline-blower---808331
http://ca.subzero-wolf.com/en/wolf/range-hood/30-inch-downdraft-ventilation
http://ca.subzero-wolf.com/en/wolf/range-hood/30-inch-downdraft-ventilation


M O D E L P R O D U C T  N A M E

PW302418 30" Pro Wall Hood - 24" Depth

PW302718 30" Pro Wall Hood - 27" Depth

PW302718 30" Pro Wall Hood - 27" Depth

PW362210 36" Low Profile Wall Hood

PW362418 36" Pro Wall Hood - 24" Depth

PW362418 36" Pro Wall Hood - 24" Depth

PW362718 36" Pro Wall Hood - 27" Depth

PW362718 36" Pro Wall Hood - 27" Depth

PW422210 42" Low Profile Wall Hood

PW422418 42" Pro Wall Hood - 24" Depth

PW422418 42" Pro Wall Hood - 24" Depth

PW422718 42" Pro Wall Hood - 27" Depth

PW422718 42" Pro Wall Hood - 27" Depth

PW482210 48" Low Profile Wall Hood

PW482418 48" Pro Wall Hood - 24" Depth

PW482418 48" Pro Wall Hood - 24" Depth

PW482718 48" Pro Wall Hood - 27" Depth

http://ca.subzero-wolf.com/en/wolf/range-hood/30-inch-pro-wall-hood-24-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/30-inch-pro-wall-hood-27-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/30-inch-pro-wall-hood-27-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/36-inch-low-profile-wall-hood
http://ca.subzero-wolf.com/en/wolf/range-hood/36-inch-pro-wall-hood-24-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/36-inch-pro-wall-hood-24-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/36-inch-pro-wall-hood-27-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/36-inch-pro-wall-hood-27-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/42-inch-low-profile-wall-hood
http://ca.subzero-wolf.com/en/wolf/range-hood/42-inch-pro-wall-hood-24-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/42-inch-pro-wall-hood-24-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/42-inch-pro-wall-hood-27-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/42-inch-pro-wall-hood-27-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/48-inch-low-profile-wall-hood
http://ca.subzero-wolf.com/en/wolf/range-hood/48-inch-pro-wall-hood-24-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/48-inch-pro-wall-hood-24-inch-depth
http://ca.subzero-wolf.com/en/wolf/range-hood/48-inch-pro-wall-hood-27-inch-depth


SPECIFICATION SHEET

Broan-NuTone LLC    Hartford, Wisconsin    www.broan.com    800-558-1711

 REFERENCE QTY. REMARKS Project

    Location

    Architect

    Engineer

    Contractor

    Submitted by  Date

AUTOMATIC
MAKE-UP AIR
DAMPER

51F 99044541D

Model MD6T
Model SMD6

Model MD8T
Model SMD8

Relay
 SMD6 & SMD8 

only

Transformer
Included with all 

models

Model MD10T

Broan's Automatic Make-up Air Damper provides 
interlocked damper operation so outside air 
is only allowed to enter the house when a 
connected fan or hood is operating.

Model MD6T (for 6" round duct)
Model MD8T (for 8" round duct)
Model MD10T (for 10" round duct)
• 24 Volt, 60 Hz AC motor
• Normally closed damper
• Automatically opens when exhaust fans are activated
• Foam seals minimize air leakage
• 24 gauge galvanized steel construction
• Damper adjustment screw for balancing adjustments
• Compatible with select Broan and BEST range hoods
• Use with Fresh Air Inlet Model 641FA for 6" dampers, 

Fresh Air Inlet Model 643FA for 8" dampers or Fresh Air 
Inlet Model 610FA for 10" dampers (sold separately)

• Includes 24 Volt 20VA transformer

Model SMD6 (for 6" round duct)
Model SMD8 (for 8" round duct)
• Same features as Model MD6T and Model MD8T 

except includes  relay

• Compatible with Broan fans and BEST range hoods 

equipped with  devices

• Requires no special wiring to range hoods or fan 

enabled with . Communicates over existing 
power lines 

•  relay fits single-gang box



  

   
 

 
 
 
 

 

S A L T  L A K E    S T .  G E O R G E  

BNA Consulting 

635 South State Street 

Salt Lake City, Utah 84111 

P 801.532.2196 

F 801.532.2305 

www.bnaconsulting.com 

Memorandum 

To: Dave Grandstaff 

 Salmon Electric 

 

CC:  

  

 

From: Calvin De St. Jeor 

Date: August 23, 2017 

Re: Powder Mountain 1500 plus Cabin - County Review Response 

E1. Sheet E302: 

A. Have added dimension to all floor box next to the walls, to show that they will be 
installed within 18” of the walls. 

B. Have added combo smoke/carbon monoxide as needed. 

C. Have added combo smoke/carbon monoxide as needed. 

D. Added a General Sheet note addressing the required tamper-resistant devices. 
















































































