
Page 1 of 4 
 

Synopsis 

Application Information 
Application Request: Consideration and action on a request for design review approval for the Eden Maverik 

Remodel.  The project is located at approximately 5100 E 2500 N, Eden. 
Type of Decision:  Administrative 
Agenda Date: August 7, 2018 
Applicant: Maverik Inc 
File Number: DR# 2018-04 

Property Information 
Approximate Address: 5100 E 2500 N, Eden 
Project Area: 1.33 Acres 
Zoning: Commercial Valley (CV-2) Zone 
Existing Land Use: Commercial 
Proposed Land Use: Commercial 
Parcel ID: 22-046-0083 
Township, Range, Section: Township 7 North, Range 1 East, Section 34 

Adjacent Land Use 
North: Commercial  South: Commercial 
East: Agricultural West:  Commercial 

Staff Information 
Report Presenter: Steve Burton 
 sburton@co.weber.ut.us 
 801-399-8766 
Report Reviewer: RK 

Applicable Ordinances 

 Weber County LUC Title 104, Chapter 21 - Commercial Valley (CV-2) Zone 
 Weber County LUC Title 108, Chapter 1 - Design Review 
 Weber County LUC Title 108, Chapter 2 - Ogden Valley Architectural, Landscape and Screening Design Standards 
 Weber County LUC Title 108, Chapter 8 - Parking and Loading Space, Vehicle Traffic and Access Regulations 
 Weber County LUC Title 108, Chapter 16 - Ogden Valley Outdoor Lighting 
 Weber County LUC Title 110, Chapter 2 - Ogden Valley Signs 

Summary and Background  

The applicant is requesting design review approval of the Eden Maverik remodel located at approximately 5100 E 2500 N, 
Eden. The remodel requires that the entire site be brought into compliance with the Weber County Land Use Code, 
including the Ogden Valley Architectural, Landscape and Screening Design Standards, as well as the Ogden Valley Outdoor 
Lighting Standards. With the recommended conditions, the proposal is in compliance with the applicable chapters of the 
land use code. The following is a brief analysis of the review of this proposal.  

Analysis  

Design Review: The CV-2 Zone requires a design review (as outlined in LUC §108-1) to ensure that the general design, 
layout, and appearance of commercial sites and buildings is orderly and harmonious with the surrounding neighborhood.  
Due to the size of the project area the application is being considered by the Ogden Valley Planning Commission, as 
required by LUC §108-2-3.  

As part of a design review, the Planning Commission shall consider applicable codes and impose conditions that mitigate 
deficiencies if necessary.  Consideration is given to the following:   

 Traffic safety and traffic congestion: 

 
Staff Report to the Ogden Valley Planning Commission 

Weber County Planning Division 
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o The proposal includes 16 parking spaces, meeting the parking space requirement for a retail 
store (one space per 200 square feet of floor space in building). The remodel will not change 
Maverik's existing access along S.R. 158. The proposal meets the landscaping requirement of 15 
feet in between parking areas and the property line. Traffic safety concerns and congestion are 
not anticipated.    

 Outdoor advertising: 

o The project will include two monument signs (see Exhibit C). The monument signs will be 8' in 
height by 10'-5 1/2" in length. The base of the signs will be a steel structure with stone on all 
sides. The proposed monument signs are required to comply with the Ogden Valley Outdoor 
Lighting requirements and cannot be internally illuminated.  

o The project will also include two wall signs (Exhibit C). The base of the wall signs will be black 
steel with a powder coated finish and the lettering will be red. The proposed wall signs meet the 
size requirement of five percent of the square footage of the front of the building. The lettering 
on the wall signs is proposed to be illuminated from the rear of the lettering to create a halo 
effect. The proposed illumination is permitted, provided that the following requirements are 
met: 

  1. It shall not exceed six inches beyond the sign area; 

  2. It shall be shielded so as not to project light onto any other surface.  

No direct artificial light, as defined in section 101-1-7, shall be projected from the sign area or beyond 
the sign area, including by means of diffusion or refraction through a translucent or transparent surface.  

 Landscaping: 

o The proposed landscaping plan indicates that the project will provide the 20% landscaping 
requirement as outlined in LUC§ 108-2-5. The proposed landscaping will include turf grass and 
gravel mulch with shrubs as well as deciduous and evergreen trees. The landscaping plan also 
shows that the required 15' planting strips are being provided in between driving areas and the 
property line. The planting strips will include berming with shrubs, perennials, and 2" caliper 
trees. 8' planting strips are also being provided along the rear and side lot lines as required by 
the land use code.  As required by LUC §108-2-6(b)(3), the total combined height of earthen 
berms and plant materials within the 15' planting strip, excluding trees, shall not exceed 48 
inches. 

o All landscaping must be escrowed for or installed prior to issuance of a certificate of occupancy 
for the new building.  

 Building and site layout: 

o The site plan indicates that the building and other structures will be in compliance with the 
required CV-2 yard setbacks listed below: 

  Front: 20 ft 

  Side: None, except 10 ft where a building is adjacent to a forest, agricultural, or residential 
  zone boundary 

  Side facing street on corner lot: 20 ft unless the complete street requirements are met 

  Rear: None, except 10 ft where a building is adjacent to a forest, agricultural, or residential 
  zone boundary 

The applicant has provided building elevations showing the color and materials that will make up the 
building (Exhibit E). The exterior will be made up of tan and brown hardiboard and a stone wainscot.  

The awning of the building will be a classic green that is common in the area. The color of the gas canopies 
will be cream to match the building. LUC §108-2-4 states that external surfaces shall be predominately 
natural, muted earth tones.  

https://library.municode.com/ut/weber_county/codes/code_of_ordinances?nodeId=PTIILAUSCO_TIT101GEPR_S101-1-7DE
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The trash enclosure is proposed to be screened on three sides by split faced CMU, which will be colored 
similar to the main building. The trash enclosure will have solid metal doors which shall be non-reflective 
and painted to match the building.  

As part of the improvements, the applicant is required to construct a 10' wide bike path along the street 
frontage (see Exhibit B). The applicant has agreed to provide a pathway connection across Highway 162 
and S.R. 158, as shown on the site plan, and as approved by Weber County and UDOT.  

The applicant has also agreed to install a 36" 2 rail fence along the street frontage, as shown on the site 
plan.  

 Utility easements, drainage, and other engineering questions: 

o The proposal must meet all review agency requirements, including the requirements outlined in 
reviews from the Engineering Division, Fire District, and the Weber Morgan Health Department.  

 Prior development concept plan approvals associated with any rezoning agreement, planned commercial or 
manufacturing rezoning, or planned residential unit development approval: 

o The property is not associated with a development agreement.  

Conformance to the General Plan 
 

The proposal conforms to the Ogden Valley General Plan by ensuring that new commercial development remain within 
existing commercial areas (see 2016 Ogden Valley General Plan, 5. Commercial Development, Commercial Locations).  

Staff Recommendation 
The Planning Division recommends approval of file# DR 2018-04, subject to all review agency requirements and the 
following conditions: 

1. All outdoor lighting including signage lighting must be in compliance with the Ogden Valley Outdoor Lighting 
Standards as described in Title 108, Chapter 16 of the Weber County Land Use Code. The applicant will be required 
to demonstrate compliance prior to issuance of a certificate of occupancy for the proposed structures.  

2. Construction of the pathway and the continuation of the pathway shall be completed as shown on the site plan 
and as approved by Weber County and UDOT.   

3. As required by LUC §108-2-6(b)(3), the total combined height of earthen berms and plant materials within the 15' 
planting strip, excluding trees, shall not exceed 48 inches. This standard will require that the applicant maintain the 
landscaping on a regular basis to ensure that landscaping within the 15' strips remains under 48 inches.  

4. The trash enclosure must be non reflective and must match the color of the building.  
5. All windows and metal must be non reflective, as required by LUC §108-2-4. 
6. The landscaping must be installed or escrowed for prior to issuance of a certificate of occupancy for the new 

building.  
 
 The recommendation is based on the following findings: 

1. With the recommended conditions, the proposed project complies with applicable County codes. 
2. With the recommended conditions, the proposed project conforms to the Ogden Valley General Plan. 
3. With the recommended conditions, the proposed project will not negatively affect public health, safety, or 

welfare. 
4. With the recommended conditions, the proposed project will not deteriorate the environment of the general area 

so as to negatively impact surrounding properties and uses. 

Exhibits 
A. Construction plans 
B. Site Plan 
C. Signage Plan (Not yet approved)
D. Landscaping plan 
E. Building Elevations (Not yet approved)
F. Lighting Plan (Not yet approved)
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& Associates, Inc.
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General Notes: 1.	ALL CONSTRUCTION MUST STRICTLY FOLLOW THE STANDARDS AND SPECIFICATIONS SET FORTH BY: ALL CONSTRUCTION MUST STRICTLY FOLLOW THE STANDARDS AND SPECIFICATIONS SET FORTH BY: GOVERNING UTILITY MUNICIPALITY, GOVERNING CITY OR COUNTY (IF UN-INCORPORATETED), INDIVIDUAL PRODUCT MANUFACTURERS, AMERICAN PUBLIC WORKS ASSOCIATION (APWA), AND THE DESIGN ENGINEER. THE ORDER LISTED ABOVE IS ARRANGED BY SENIORITY. IF A CONSTRUCTION PRACTICE IS NOT SPECIFIED BY ANY OF THE LISTED SOURCES, CONTRACTOR MUST CONTACT DESIGN ENGINEER FOR DIRECTION. 2.	CONTRACTOR TO STRICTLY FOLLOW GEOTECHNICAL RECOMMENDATIONS FOR THIS PROJECT. ALL GRADING CONTRACTOR TO STRICTLY FOLLOW GEOTECHNICAL RECOMMENDATIONS FOR THIS PROJECT. ALL GRADING INCLUDING BUT NOT LIMITED TO CUT, FILL, COMPACTION, ASPHALT SECTION, SUBBASE, TRENCH EXCAVATLON/BACKFILL, SITE GRUBBING, RETAINING WALLS AND FOOTINGS MUST BE COORDINATED DIRECTLY WITH THE PROJECT GEOTECHNICAL ENGINEER. 3.	TRAFFIC CONTROL, STRIPING &' SIGNAGE TO CONFORM TO CURRENT GOVERNING AGENCIES TRAFFIC CONTROL, STRIPING &' SIGNAGE TO CONFORM TO CURRENT GOVERNING AGENCIES TRANSPORTATION ENGINEER'S MANUAL AND MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES. 4.	ANY AREA OUTSIDE THE LIMIT OF WORK THAT IS DISTURBED SHALL BE RESTORED TO ITS ORIGINAL ANY AREA OUTSIDE THE LIMIT OF WORK THAT IS DISTURBED SHALL BE RESTORED TO ITS ORIGINAL CONDITION AT NO COST TO OWNER. 5.	CONSULT ALL OF THE DRAWINGS AND SPECIFICATIONS FOR COORDINATION REQUIREMENTS BEFORE CONSULT ALL OF THE DRAWINGS AND SPECIFICATIONS FOR COORDINATION REQUIREMENTS BEFORE COMMENCING CONSTRUCTION. 6.	AT ALL LOCATIONS WHERE EXISTING PAVEMENT ABUTS NEW CONSTRUCTION, THE EDGE OF THE EXISTING AT ALL LOCATIONS WHERE EXISTING PAVEMENT ABUTS NEW CONSTRUCTION, THE EDGE OF THE EXISTING PAVEMENT SHALL BE SAWCUT TO A CLEAN, SMOOTH EDGE. 7.	ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH THE MOST RECENT, ADOPTED ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH THE MOST RECENT, ADOPTED EDITION OF ADA ACCESSIBILITY GUIDELINES. 8.	PRIOR TO STARTING CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAKING SURE THAT PRIOR TO STARTING CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAKING SURE THAT ALL REQUIRED PERMITS AND APPROVALS HAVE BEEN OBTAINED. NO CONSTRUCTION OR FABRICATION SHALL BEGIN UNTIL THE CONTRACTOR HAS RECEIVED THOROUGHLY REVIEWED PLANS AND OTHER DOCUMENTS APPROVED BY ALL OF THE PERMITTING AUTHORITIES. 9.	CONTRACTOR IS RESPONSIBLE FOR SCHEDULING AND NOTIFYING ENGINEER OR INSPECTING AUTHORITY 48 CONTRACTOR IS RESPONSIBLE FOR SCHEDULING AND NOTIFYING ENGINEER OR INSPECTING AUTHORITY 48 HOURS IN ADVANCE OF COVERING UP ANY PHASE OF CONSTRUCTION REQUIRING OBSERVATION. 10.	ANY WORK IN THE PUBLIC RIGHT-OF-WAY WILL REQUIRE PERMITS FROM THE APPROPRIATE CITY, ANY WORK IN THE PUBLIC RIGHT-OF-WAY WILL REQUIRE PERMITS FROM THE APPROPRIATE CITY, COUNTY OR STATE AGENCY CONTROLLING THE ROAD, INCLUDING OBTAINING REQUIRED INSPECTIONS. 11.	ALL DIMENSIONS, GRADES & UTILITY DESIGNS SHOWN ON THE PLANS SHALL BE VERIFIED BY THE ALL DIMENSIONS, GRADES & UTILITY DESIGNS SHOWN ON THE PLANS SHALL BE VERIFIED BY THE CONTRACTOR PRIOR TO CONSTRUCTION. CONTRACTOR SHALL NOTIFY ENGINEER OF ANY DISCREPANCIES PRIOR TO PROCEEDING WITH CONSTRUCTION FOR NECESSARY PLAN OR GRADE CHANGES. 12.	CONTRACTOR MUST VERIFY ALL EXISTING CONDITIONS BEFORE BIDDING AND BRING UP ANY QUESTIONS CONTRACTOR MUST VERIFY ALL EXISTING CONDITIONS BEFORE BIDDING AND BRING UP ANY QUESTIONS BEFOREHAND. 13.	SITE GRADING SHALL BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS AND THE SITE GRADING SHALL BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS AND THE RECOMMENDATIONS SET FORTH BY THE GEOTECHNICAL ENGINEER. 14.	CATCH SLOPES SHALL BE GRADED AS SPECIFIED ON GRADING PLANS. CATCH SLOPES SHALL BE GRADED AS SPECIFIED ON GRADING PLANS. 15.	CONTRACTOR SHALL BE RESPONSIBLE FOR ALL FLAGGING, CAUTION SIGNS, LIGHTS, BARRICADES, CONTRACTOR SHALL BE RESPONSIBLE FOR ALL FLAGGING, CAUTION SIGNS, LIGHTS, BARRICADES, FLAGMEN, AND ALL OTHER DEVICES NECESSARY FOR PUBLIC SAFETY. 16.	CONTRACTOR SHALL, AT THE TIME OF BIDDING AND THROUGHOUT THE PERIOD OF THE CONTRACT, BE CONTRACTOR SHALL, AT THE TIME OF BIDDING AND THROUGHOUT THE PERIOD OF THE CONTRACT, BE LICENSED IN THE STATE WHERE THE PROJECT IS LOCATED AND SHALL BE BONDABLE FOR AN AMOUNT EQUAL TO OR GREATER THAN THE AMOUNT BID AND TO DO THE TYPE OF WORK CONTEMPLATED IN THE PLANS AND SPECIFICATIONS. CONTRACTOR SHALL BE SKILLED AND REGULARLY ENGAGED IN THE GENERAL CLASS AND TYPE OF WORK CALLED FOR IN THE PLANS AND SPECIFICATIONS. 17.	CONTRACTOR SHALL INSPECT THE SITE OF THE WORK PRIOR TO BIDDING TO SATISFY HIMSELF BY CONTRACTOR SHALL INSPECT THE SITE OF THE WORK PRIOR TO BIDDING TO SATISFY HIMSELF BY PERSONAL EXAMINATION OR BY SUCH OTHER MEANS AS HE MAY PREFER OF THE LOCATIONS OF THE PROPOSED WORK AND OF THE ACTUAL CONDITIONS OF AND AT THE SITE OF WORK. IF, DURING THE COURSE OF HIS EXAMINATION, A BIDDER FINDS FACTS OR CONDITIONS WHICH APPEAR TO HIM TO BE IN CONFLICT WITH THE LETTER OR SPIRIT OF THE PROJECT PLANS AND SPECIFICATIONS, HE SHALL CONTACT THE ENGINEER FOR ADDITIONAL INFORMATION AND EXPLANATION BEFORE SUBMITTING HIS BID. SUBMISSION OF A BID BY THE CONTRACTOR SHALL CONSTITUTE ACKNOWLEDGMENT THAT, IF AWARDED THE CONTRACT, HE HAS RELIED AND IS RELYING ON HIS OWN EXAMINATION OF (1) THE SITE OF THE WORK, (2) ACCESS TO THE SITE, AND (3) ALL OTHER DATA AND MATTERS REQUISITE TO THE FULFILLMENT OF THE WORK AND ON HIS OWN KNOWLEDGE OF EXISTING FACILITIES ON AND IN THE VICINITY OF THE SITE OF THE WORK TO BE CONSTRUCTED UNDER THIS CONTRACT. THE INFORMATION PROVIDED BY THE ENGINEER IS NOT INTENDED TO BE A SUBSTITUTE FOR, OR A SUPPLEMENT TO, THE INDEPENDENT VERIFICATION BY THE CONTRACTOR TO THE EXTENT SUCH INDEPENDENT INVESTIGATION OF SITE CONDITIONS IS DEEMED NECESSARY OR DESIRABLE BY THE CONTRACTOR. CONTRACTOR SHALL ACKNOWLEDGE THAT HE HAS NOT RELIED SOLELY UPON OWNER- OR ENGINEER-FURNISHED INFORMATION REGARDING SITE CONDITIONS IN PREPARING AND SUBMITTING HIS BID. 18.	CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE ALL WATER, POWER, SANITARY FACILITIES AND CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE ALL WATER, POWER, SANITARY FACILITIES AND TELEPHONE SERVICES AS REQUIRED FOR THE CONTRACTOR'S USE DURING CONSTRUCTION. 19.	CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY FIELD CHANGES MADE WITHOUT PRIOR WRITTEN CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY FIELD CHANGES MADE WITHOUT PRIOR WRITTEN AUTHORIZATION FROM THE OWNER, ENGINEER, AND/OR GOVERNING AGENCIES. 20.	CONTRACTOR SHALL EXERCISE DUE CAUTION AND SHALL CAREFULLY PRESERVE BENCH MARKS, CONTROL CONTRACTOR SHALL EXERCISE DUE CAUTION AND SHALL CAREFULLY PRESERVE BENCH MARKS, CONTROL POINTS, REFERENCE POINTS AND ALL SURVEY STAKES, AND SHALL BEAR ALL EXPENSES FOR REPLACEMENT AND/OR ERRORS CAUSED BY THEIR UNNECESSARY LOSS OR DISTURBANCE. 21.	CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOBSITE CONDITIONS DURING CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOBSITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY. THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS. THE CONTRACTOR SHALL DEFEND, INDEMNIFY AND HOLD THE OWNER AND ENGINEER HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER OR THE ENGINEER. 22.	CONTRACTOR SHALL BE RESPONSIBLE FOR ADEQUATELY SCHEDULING INSPECTION AND TESTING OF ALL CONTRACTOR SHALL BE RESPONSIBLE FOR ADEQUATELY SCHEDULING INSPECTION AND TESTING OF ALL FACILITIES CONSTRUCTED UNDER THIS CONTRACT. ALL TESTING SHALL CONFORM TO THE REGULATORY AGENCY'S STANDARD SPECIFICATIONS. ALL TESTING AND INSPECTION SHALL BE PAID FOR BY THE OWNER; ALL RE-TESTING AND/OR RE-INSPECTION SHALL BE PAID FOR BY THE CONTRACTOR. 23.	IF EXISTING IMPROVEMENTS NEED TO BE DISTURBED AND/OR REMOVED FOR THE PROPER PLACEMENT IF EXISTING IMPROVEMENTS NEED TO BE DISTURBED AND/OR REMOVED FOR THE PROPER PLACEMENT OF IMPROVEMENTS TO BE CONSTRUCTED BY THESE PLANS, THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING EXISTING IMPROVEMENTS FROM DAMAGE. COST OF REPLACING OR REPAIRING EXISTING IMPROVEMENTS SHALL BE INCLUDED IN THE UNIT PRICE BID FOR ITEMS REQUIRING REMOVAL AND/OR REPLACEMENT. THERE WILL BE NO EXTRA COST DUE TO THE CONTRACTOR FOR REPLACING OR REPAIRING EXISTING IMPROVEMENTS. 24.	WHENEVER EXISTING FACILITIES ARE REMOVED, DAMAGED, BROKEN, OR CUT IN THE INSTALLATION OF THE WHENEVER EXISTING FACILITIES ARE REMOVED, DAMAGED, BROKEN, OR CUT IN THE INSTALLATION OF THE WORK COVERED BY THESE PLANS OR SPECIFICATIONS, SAID FACILITIES SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE WITH MATERIALS EQUAL TO OR BETTER THAN THE MATERIALS USED IN THE ORIGINAL EXISTING FACILITIES. THE FINISHED PRODUCT SHALL BE SUBJECT TO THE APPROVAL OF THE OWNER, THE ENGINEER, AND THE RESPECTIVE REGULATORY AGENCY. 25.	CONTRACTOR SHALL MAINTAIN A NEATLY MARKED SET OF FULL-SIZE AS-BUILT RECORD DRAWINGS CONTRACTOR SHALL MAINTAIN A NEATLY MARKED SET OF FULL-SIZE AS-BUILT RECORD DRAWINGS SHOWING THE FINAL LOCATION AND LAYOUT OF ALL STRUCTURES AND OTHER FACILITIES. AS-BUILT RECORD DRAWINGS SHALL REFLECT CHANGE ORDERS, ACCOMMODATIONS, AND ADJUSTMENTS TO ALL IMPROVEMENTS CONSTRUCTED. WHERE NECESSARY, SUPPLEMENTAL DRAWINGS SHALL BE PREPARED AND SUBMITTED BY THE CONTRACTOR. PRIOR TO ACCEPTANCE OF THE PROJECT, THE CONTRACTOR SHALL DELIVER TO THE ENGINEER ONE SET OF NEATLY MARKED AS-BUILT RECORD DRAWINGS SHOWING THE INFORMATION REQUIRED ABOVE. AS-BUILT RECORD DRAWINGS SHALL BE REVIEWED AND THE COMPLETE AS-BUILT RECORD DRAWING SET SHALL BE CURRENT WITH ALL CHANGES AND DEVIATIONS REDLINED AS A PRECONDITION TO THE FINAL PROGRESS PAYMENT APPROVAL AND/OR FINAL ACCEPTANCE. 26.	WHERE THE PLANS OR SPECIFICATIONS DESCRIBE PORTIONS OF THE WORK IN GENERAL TERMS BUT NOT WHERE THE PLANS OR SPECIFICATIONS DESCRIBE PORTIONS OF THE WORK IN GENERAL TERMS BUT NOT IN COMPLETE DETAIL, IT IS UNDERSTOOD THAT ONLY THE BEST GENERAL PRACTICE IS TO PREVAIL AND THAT ONLY MATERIALS AND WORKMANSHIP OF THE HIGHEST QUALITY ARE TO BE USED. 27.	CONTRACTOR SHALL BE SKILLED AND REGULARLY ENGAGED IN THE GENERAL CLASS AND TYPE OF WORK CONTRACTOR SHALL BE SKILLED AND REGULARLY ENGAGED IN THE GENERAL CLASS AND TYPE OF WORK CALLED FOR IN THE PROJECT PLANS AND SPECIFICATIONS. THEREFORE, THE OWNER IS RELYING UPON THE EXPERIENCE AND EXPERTISE OF THE CONTRACTOR. PRICES PROVIDED WITHIN THE CONTRACT DOCUMENTS SHALL INCLUDE ALL LABOR AND MATERIALS NECESSARY AND PROPER FOR THE WORK CONTEMPLATED AND THAT THE WORK BE COMPLETED IN ACCORDANCE WITH THE TRUE INTENT AND PURPOSE OF THESE PLANS AND SPECIFICATIONS. THE CONTRACTOR SHALL BE COMPETENT, KNOWLEDGEABLE AND HAVE SPECIAL SKILLS IN THE NATURE, EXTENT AND INHERENT CONDITIONS OF THE WORK TO BE PERFORMED. CONTRACTOR SHALL ALSO ACKNOWLEDGE THAT THERE ARE CERTAIN PECULIAR AND INHERENT CONDITIONS EXISTENT IN THE CONSTRUCTION OF THE PARTICULAR FACILITIES WHICH MAY CREATE, DURING THE CONSTRUCTION PROGRAM, UNUSUAL OR UNSAFE CONDITIONS HAZARDOUS TO PERSONS, PROPERTY AND THE ENVIRONMENT. CONTRACTOR SHALL BE AWARE OF SUCH PECULIAR RISKS AND HAVE THE SKILL AND EXPERIENCE TO FORESEE AND TO ADOPT PROTECTIVE MEASURES TO ADEQUATELY AND SAFELY PERFORM THE CONSTRUCTION WORK WITH RESPECT TO SUCH HAZARDS. 28.	CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL OF ALL STRIPING AND/OR PAVEMENT MARKINGS CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL OF ALL STRIPING AND/OR PAVEMENT MARKINGS NECESSARY TO TIE EXISTING STRIPING INTO FUTURE STRIPING. METHOD OF REMOVAL SHALL BE BY GRINDING OR SANDBLASTING. 29.	CONTRACTOR SHALL PROVIDE ALL SHORING, BRACING, SLOPING OR OTHER PROVISIONS NECESSARY TO CONTRACTOR SHALL PROVIDE ALL SHORING, BRACING, SLOPING OR OTHER PROVISIONS NECESSARY TO PROTECT WORKMEN FOR ALL AREAS TO BE EXCAVATED TO A DEPTH OF 4 FEET OR MORE. FOR EXCAVATIONS 4 FEET OR MORE. FOR EXCAVATIONS OR MORE. FOR EXCAVATIONS 4 FEET OR MORE IN DEPTH, THE CONTRACTOR SHALL COMPLY WITH LOCAL, STATE AND NATIONAL SAFETY FEET OR MORE IN DEPTH, THE CONTRACTOR SHALL COMPLY WITH LOCAL, STATE AND NATIONAL SAFETY CODES, ORDINANCES. OR REQUIREMENTS FOR EXCAVATION AND TRENCHES. 30.	ALL EXISTING GATES AND FENCES TO REMAIN UNLESS OTHERWISE NOTED ON PLANS. PROTECT ALL GATES ALL EXISTING GATES AND FENCES TO REMAIN UNLESS OTHERWISE NOTED ON PLANS. PROTECT ALL GATES AND FENCES FROM DAMAGE
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Utility Notes: 1.	CONTRACTOR SHALL COORDINATE LOCATION OF NEW "DRY UTILITIES" WITH THE APPROPRIATE UTILITY CONTRACTOR SHALL COORDINATE LOCATION OF NEW "DRY UTILITIES" WITH THE APPROPRIATE UTILITY COMPANY, INCLUDING BUT NOT LIMITED TO: TELEPHONE SERVICE, GAS SERVICE, CABLE, POWER, INTERNET. 2.	EXISTING UTILITIES HAVE BEEN SHOWN ON THE PLANS USING A COMBINATION OF ON-SITE SURVEYS (BY EXISTING UTILITIES HAVE BEEN SHOWN ON THE PLANS USING A COMBINATION OF ON-SITE SURVEYS (BY OTHERS). PRIOR TO COMMENCING ANY WORK, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO HAVE EACH UTILITY COMPANY LOCATE IN THE FIELD, THEIR MAIN AND SERVICE LINES 48 HOURS IN ADVANCE OF PERFORMING ANY EXCAVATION WORK. THE CONTRACTOR SHALL RECORD THE BLUE STAKES ORDER NUMBER AND FURNISH ORDER NUMBER TO OWNER AND ENGINEER PRIOR TO ANY EXCAVATION. IT WILL BE THE CONTRACTOR'S SOLE RESPONSIBILITY TO DIRECTLY CONTACT ANY OTHER UTILITY COMPANIES THAT ARE NOT MEMBERS OF BLUE STAKES. IT SHALL BE THE CONTRACTOR'S SOLE RESPONSIBILITY TO PROTECT ALL EXISTING UTILITIES SO THAT NO DAMAGE RESULTS TO THEM DURING THE PERFORMANCE OF THIS CONTRACT. ANY REPAIRS  NECESSARY TO DAMAGED UTILITIES SHALL BE PAID FOR BY THE CONTRACTOR. THE CONTRACTOR SHALL BE REQUIRED TO COOPERATE WITH OTHER CONTRACTORS AND UTILITY COMPANIES INSTALLING NEW  STRUCTURES, UTILITIES AND SERVICE TO THE PROJECT. 3.	CONTRACTOR SHALL POT HOLE ALL UTILITIES TO DETERMINE IF CONFLICTS EXIST PRIOR TO BEGINNING CONTRACTOR SHALL POT HOLE ALL UTILITIES TO DETERMINE IF CONFLICTS EXIST PRIOR TO BEGINNING ANY EXCAVATION. NOTIFY ENGINEER OF ANY CONFLICTS. CONTRACTOR SHALL VERIFY LOCATION AND INVERTS OF EXISTING UTILITIES TO WHICH NEW UTILITIES WILL BE CONNECTED. PRIOR TO COMMENCING ANY EXCAVATION WORK THE CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES IN ACCORDANCE WITH THE REQUIRED PROCEDURES. 4.	CARE SHOULD BE TAKEN IN ALL EXCAVATIONS DUE TO POSSIBLE EXISTENCE OF UNRECORDED UTILITY CARE SHOULD BE TAKEN IN ALL EXCAVATIONS DUE TO POSSIBLE EXISTENCE OF UNRECORDED UTILITY LINES. EXCAVATION REQUIRED WITHIN PROXIMITY OF EXISTING UTILITY LINES SHALL BE DONE BY HAND. CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING UTILITY LINES OR STRUCTURES INCURRED DURING CONSTRUCTION OPERATIONS AT HIS EXPENSE. 5.	ALL VALVES AND MANHOLE COVERS SHALL BE RAISED OR LOWERED TO MEET FINISHED GRADE. ALL VALVES AND MANHOLE COVERS SHALL BE RAISED OR LOWERED TO MEET FINISHED GRADE. 6.	CONTRACTOR SHALL CUT PIPES OFF FLUSH WITH THE INSIDE WALL OF THE BOX OR MANHOLE. CONTRACTOR SHALL CUT PIPES OFF FLUSH WITH THE INSIDE WALL OF THE BOX OR MANHOLE. 7.	CONTRACTOR SHALL GROUT AT CONNECTION OF PIPE TO BOX WITH NON-SHRINKING GROUT, INCLUDING CONTRACTOR SHALL GROUT AT CONNECTION OF PIPE TO BOX WITH NON-SHRINKING GROUT, INCLUDING PIPE VOIDS LEFT BY CUTTING PROCESS, TO A SMOOTH FINISH. 8.	CONTRACTOR SHALL GROUT WITH NON-SHRINK GROUT BETWEEN GRADE RINGS AND BETWEEN BOTTOM OF CONTRACTOR SHALL GROUT WITH NON-SHRINK GROUT BETWEEN GRADE RINGS AND BETWEEN BOTTOM OF INLET LID FRAME AND TOP OF CONCRETE BOX 9.	SILT AND DEBRIS IS TO BE CLEANED OUT OF ALL STORM DRAIN BOXES. CATCH BASINS ARE TO BE SILT AND DEBRIS IS TO BE CLEANED OUT OF ALL STORM DRAIN BOXES. CATCH BASINS ARE TO BE MAINTAINED IN A CLEANED CONDITION AS NEEDED UNTIL AFTER THE FINAL BOND RELEASE INSPECTION. 10.	CONTRACTOR SHALL CLEAN ASPHALT, TAR OR OTHER ADHESIVES OFF OF ALL MANHOLE LIDS AND INLET CONTRACTOR SHALL CLEAN ASPHALT, TAR OR OTHER ADHESIVES OFF OF ALL MANHOLE LIDS AND INLET GRATES TO ALLOW ACCESS. 11.	EACH TRENCH SHALL BE EXCAVATED SO THAT THE PIPE CAN BE LAID TO THE ALIGNMENT AND GRADE EACH TRENCH SHALL BE EXCAVATED SO THAT THE PIPE CAN BE LAID TO THE ALIGNMENT AND GRADE AS REQUIRED. THE TRENCH WALL SHALL BE SO BRACED THAT THE WORKMEN MAY WORK SAFELY AND EFFICIENTLY. ALL TRENCHES SHALL BE DRAINED SO THE PIPE LAYING MAY TAKE PLACE IN DE-WATERED CONDITIONS. 12.	CONTRACTOR SHALL PROVIDE AND MAINTAIN AT ALL TIMES AMPLE MEANS AND DEVICES WITH WHICH TO CONTRACTOR SHALL PROVIDE AND MAINTAIN AT ALL TIMES AMPLE MEANS AND DEVICES WITH WHICH TO REMOVE PROMPTLY AND TO PROPERLY DISPOSE OF ALL WATER ENTERING THE TRENCH EXCAVATION. 13.	MAINTAIN A MINIMUM 18" VERTICAL SEPARATION DISTANCE BETWEEN ALL UTILITY CROSSINGS. MAINTAIN A MINIMUM 18" VERTICAL SEPARATION DISTANCE BETWEEN ALL UTILITY CROSSINGS. 14.	CONTRACTOR SHALL START INSTALLATION AT LOW POINT OF ALL NEW GRAVITY UTILITY LINES. CONTRACTOR SHALL START INSTALLATION AT LOW POINT OF ALL NEW GRAVITY UTILITY LINES. 15.	ALL BOLTED FITTINGS MUST BE GREASED AND WRAPPED. ALL BOLTED FITTINGS MUST BE GREASED AND WRAPPED. 16.	UNLESS SPECIFICALLY NOTED OTHERWISE, MAINTAIN AT LEAST 2 FEET OF COVER OVER ALL STORM DRAIN UNLESS SPECIFICALLY NOTED OTHERWISE, MAINTAIN AT LEAST 2 FEET OF COVER OVER ALL STORM DRAIN LINES AT ALL TIMES (INCLUDING DURING CONSTRUCTION). 17.	ALL WATER LINES SHALL BE INSTALLED A MINIMUM OF 60" BELOW FINISHED GRADE.  ALL WATER LINES SHALL BE INSTALLED A MINIMUM OF 60" BELOW FINISHED GRADE.  18.	ALL SEWER LINES AND SEWER SERVICES SHALL HAVE A MINIMUM SEPARATION OF 10 FEET, PIPE EDGE ALL SEWER LINES AND SEWER SERVICES SHALL HAVE A MINIMUM SEPARATION OF 10 FEET, PIPE EDGE TO PIPE EDGE, FROM THE WATER LINES. IF A 10 FOOT SEPARATION CAN NOT BE MAINTAINED, THE SEWER LINE AND WATER LINE SHALL BE LAID IN SEPARATE TRENCHES AND THE BOTTOM OF THE WATER LINE SHALL BE AT LEAST 18" ABOVE THE TOP OF THE SEWER LINE. 19.	CONTRACTOR SHALL INSTALL THRUST BLOCKING AT ALL WATERLINE ANGLE POINTS AND TEES. CONTRACTOR SHALL INSTALL THRUST BLOCKING AT ALL WATERLINE ANGLE POINTS AND TEES. 20.	ALL UNDERGROUND UTILITIES SHALL BE IN PLACE PRIOR TO INSTALLATION OF CURB, GUTTER, SIDEWALK ALL UNDERGROUND UTILITIES SHALL BE IN PLACE PRIOR TO INSTALLATION OF CURB, GUTTER, SIDEWALK AND STREET PAVING. 21.	CONTRACTOR SHALL INSTALL MAGNETIC LOCATING TAPE CONTINUOUSLY OVER ALL NONMETALLIC PIPE.CONTRACTOR SHALL INSTALL MAGNETIC LOCATING TAPE CONTINUOUSLY OVER ALL NONMETALLIC PIPE.
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Erosion Control General Notes: THE CONTRACTOR TO USE BEST MANAGEMENT PRACTICES FOR PROVIDING EROSION CONTROL FOR CONSTRUCTION OF THIS PROJECT. ALL MATERIAL AND WORKMANSHIP SHALL CONFORM TO GOVERNING AGENCIES ORDINANCES AND ALL WORK SHALL BE SUBJECT TO INSPECTION BY THE COUNTIES. ALSO, INSPECTORS WILL HAVE THE RIGHT TO CHANGE THE FACILITIES AS NEEDED. CONTRACTOR SHALL KEEP THE SITE WATERED TO CONTROL DUST. CONTRACTOR TO LOCATE A NEARBY HYDRANT FOR USE AND TO INSTALL TEMPORARY METER. CONSTRUCTION WATER COST TO BE INCLUDED IN BID. WHEN GRADING OPERATIONS ARE COMPLETED AND THE DISTURBED GROUND IS LEFT “OPEN” FOR 14 DAYS OR MORE, THE AREA SHALL BE FURROWED PARALLEL “OPEN” FOR 14 DAYS OR MORE, THE AREA SHALL BE FURROWED PARALLEL OPEN” FOR 14 DAYS OR MORE, THE AREA SHALL BE FURROWED PARALLEL ” FOR 14 DAYS OR MORE, THE AREA SHALL BE FURROWED PARALLEL  FOR 14 DAYS OR MORE, THE AREA SHALL BE FURROWED PARALLEL TO THE CONTOURS. THE CONTRACTOR SHALL MODIFY EROSION CONTROL MEASURES TO ACCOMMODATE PROJECT PLANNING. ALL ACCESS TO PROPERTY WILL BE FROM PUBLIC RIGHT-OF-WAYS. THE CONTRACTOR IS REQUIRED BY STATE AND FEDERAL REGULATIONS TO PREPARE A STORM WATER POLLUTION PREVENTION PLAN AND FILE A "NOTICE OF INTENT" WITH THE GOVERNING AGENCIES.
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Maintenance: ALL BEST MANAGEMENT PRACTICES (BMP'S) SHOWN ON THIS PLAN MUST BE MAINTAINED AT ALL TIMES UNTIL PROJECT CLOSE-OUT. THE CONTRACTOR'S RESPONSIBILITY SHALL INCLUDE MAKING BI-WEEKLY CHECKS ON ALL EROSION CONTROL MEASURES TO DETERMINE IF REPAIR OR SEDIMENT REMOVAL IS NECESSARY. CHECKS SHALL BE DOCUMENTED AND COPIES OF THE INSPECTIONS KEPT ON SITE. SEDIMENT DEPOSITS SHOULD BE REMOVED AFTER EACH RAINFALL. THEY MUST BE REMOVED WHEN THE LEVEL OF DEPOSITION REACHES APPROXIMATELY ONE-HALF THE HEIGHT OF BARRIER. SEDIMENT TRACKED ONTO PAVED ROADS MUST BE CLEANED UP AS SOON AS PRACTICAL, BUT IN NO CASE LATER THAN THE END OF THE NORMAL WORK DA Y. THE CLEAN UP WILL INCLUDE SWEEPING OF THE TRACKED MATERIAL, PICKING IT UP, AND DEPOSITING IT TO A CONTAINED AREA. EXPOSED SLOPES: ANY EXPOSED SLOPE THAT WILL REMAIN UNTOUCHED FOR LONGER THAN 14 DAYS MUST BE STABILIZED BY ONE OR MORE OF THE FOLLOWING METHODS: A) Spraying DISTURBED AREAS WITH A TACKIFIER VIA HYDROSEED B) TRACKING STRAW PERPENDICULAR TO SLOPES C) INSTALLING A LIGHT-WEIGHT, TEMPORARY EROSION CONTROL BLANKET
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UDOT Notes: 1.	UDOT RESERVES THE RIGHT, AT ITS OPTION, TO INSTALL A RAISED MEDIAN ISLAND OR RESTRICT THE UDOT RESERVES THE RIGHT, AT ITS OPTION, TO INSTALL A RAISED MEDIAN ISLAND OR RESTRICT THE ACCESS TO A RIGHT-IN OR RIGHTOUT AT ANY TIME. 2.	WORK ON THE UDOT RIGHT-OF-WAY IS SEASONALLY RESTRICTED FROM OCTOBER 15 TO APRIL 15. WORK ON THE UDOT RIGHT-OF-WAY IS SEASONALLY RESTRICTED FROM OCTOBER 15 TO APRIL 15. 3.	ROW WORK: WORK IS NOT ALLOWED ON THE RIGHT-OF-WAY DURING THE AM/PM PEAK TRAFFIC ROW WORK: WORK IS NOT ALLOWED ON THE RIGHT-OF-WAY DURING THE AM/PM PEAK TRAFFIC HOURS (6:00 – 9:00 AM AND 3:30 - 6:00 PM). ADDITIONAL WORK RESTRICTIONS OR MODIFICATIONS MAY 9:00 AM AND 3:30 - 6:00 PM). ADDITIONAL WORK RESTRICTIONS OR MODIFICATIONS MAY BE IMPOSED AT THE TIME OF THE ENCROACHMENT PERMIT. 4.	REPLACE ALL PAVEMENT MARKINGS IN KIND (TAPE WITH TAPE AND PAINT WITH PAINT). INSTALL ALL REPLACE ALL PAVEMENT MARKINGS IN KIND (TAPE WITH TAPE AND PAINT WITH PAINT). INSTALL ALL PAINT LINES WITH PERMANENT PAINT APPLICATION PER UDOT SPECIFICATION 02765. PAINT MUST HAVE AT LEAST 6 MONTHS LIFE AS DETERMINED BY UDOT’S PERMITS OFFICER. S PERMITS OFFICER. 5.	ALL NEW PAVEMENT WORDS, ARROWS AND SYMBOLS MARKING WITHIN THE RIGHT-OF-WAY SHALL BE ALL NEW PAVEMENT WORDS, ARROWS AND SYMBOLS MARKING WITHIN THE RIGHT-OF-WAY SHALL BE PRE-FORMED THERMO PLASTIC. ALL LETTERS, ARROWS, AND SYMBOLS SHALL CONFORM WITH THE “STANDARD ALPHABET FOR HIGHWAY SIGNS AND PAVEMENT MARKINGS” ADOPTED BY THE FEDERAL STANDARD ALPHABET FOR HIGHWAY SIGNS AND PAVEMENT MARKINGS” ADOPTED BY THE FEDERAL ADOPTED BY THE FEDERAL HIGHWAY ADMINISTRATION. 6.	ALL SIGNS INSTALLED ON THE UDOT RIGHT-OF-WAY MUST BE HIGH INTENSITY GRADE (TYPE IX ALL SIGNS INSTALLED ON THE UDOT RIGHT-OF-WAY MUST BE HIGH INTENSITY GRADE (TYPE IX SHEETING) WITH A B3 SLIP BASE. INSTALL ALL SIGNS PER UDOT SN SERIES STANDARD DRAWINGS. 7.	BEFORE COMMENCING WORK ON THE STATE HIGHWAY, THE GENERAL CONTRACTOR IS REQUIRED TO BEFORE COMMENCING WORK ON THE STATE HIGHWAY, THE GENERAL CONTRACTOR IS REQUIRED TO OBTAIN AN ENCROACHMENT PERMIT FROM THE APPLICABLE REGION’S PERMITS OFFICE BEFORE WORKING S PERMITS OFFICE BEFORE WORKING WITHIN THE STATE RIGHT-OF-WAY. 8.	NO ROAD CUTS ALLOWED ON THIS JOB. NO ROAD CUTS ALLOWED ON THIS JOB. 9.	FOR ALL UTILITY TAPS (ROAD CUTS), USE FLOWABLE FILL PER UDOT’S CURRENT MIX FOR ALL UTILITY TAPS (ROAD CUTS), USE FLOWABLE FILL PER UDOT’S CURRENT MIX S CURRENT MIX DESIGN (50-150 PSI) UDOT SPEC. 03575. 10.	ALL UTILITIES WITHIN THE PAVED SURFACE MUST BE BORED. ALL UTILITIES WITHIN THE PAVED SURFACE MUST BE BORED. 11.	FOR EXCAVATIONS OUTSIDE OF THE ROADWAY, BACK FILL WITH UDOT APPROVED GRANULAR BORROW AND FOR EXCAVATIONS OUTSIDE OF THE ROADWAY, BACK FILL WITH UDOT APPROVED GRANULAR BORROW AND ROAD BASE. COMPACTION PER UDOT SPEC. 2056 AND 2721. 12.	OWNER, DEVELOPER, AND/OR THE CONTRACTOR IS REQUIRED TO HIRE AN INDEPENDENT COMPANY FOR OWNER, DEVELOPER, AND/OR THE CONTRACTOR IS REQUIRED TO HIRE AN INDEPENDENT COMPANY FOR ALL TESTING WITHIN THE UDOT RIGHT-OF-WAY. 13.	OWNER, DEVELOPER, AND THE CONTRACTOR ARE RESPONSIBLE FOR ANY DAMAGE TO THE UDOT OWNER, DEVELOPER, AND THE CONTRACTOR ARE RESPONSIBLE FOR ANY DAMAGE TO THE UDOT RIGHT-OF-WAY THAT MAY BE DIRECTLY OR INDIRECTLY CAUSED BY THE DEVELOPMENT ACTIVITY. 14.	TRAFFIC SIGNAL INSTALLATION OR MODIFICATION REQUIRES A SEPARATE WARRANTY BOND ONCE THE TRAFFIC SIGNAL INSTALLATION OR MODIFICATION REQUIRES A SEPARATE WARRANTY BOND ONCE THE WORK HAS BEEN COMPLETED AND ACCEPTED. THE PERMITTEE IS RESPONSIBLE FOR HIRING AN INDEPENDENT INSPECTION COMPANY TO PERFORM INSPECTION SERVICES FOR ALL SIGNAL WORK COMPLETED. FOR A LIST OF THE UDOT APPROVED CONTRACTORS AND CONSULTANTS CONTACT THE APPROPRIATE REGIONS TRAFFIC SIGNALS ENGINEER. 15.	PARTIAL CONCRETE PANEL REPLACEMENT IS NOT ALLOWED. WHEN PANELS ARE REMOVED, THE ENTIRE PARTIAL CONCRETE PANEL REPLACEMENT IS NOT ALLOWED. WHEN PANELS ARE REMOVED, THE ENTIRE PANEL IS REQUIRED TO BE REPLACED PER UDOT STANDARDS, SPECIFICATIONS, AND STANDARD DRAWINGS. 16.	DOUBLE SAW CUT THE CONCRETE TO PREVENT THE SPALLING OF OTHER CONCRETE PANELS AND TO DOUBLE SAW CUT THE CONCRETE TO PREVENT THE SPALLING OF OTHER CONCRETE PANELS AND TO AVOID OVER CUTS. OVER CUTS AND SPALLS WILL REQUIRE FULL PANEL REPLACEMENT. 17.	ALL ABOVE GROUND FEATURES INCLUDING UTILITIES (POLES, FIRE HYDRANTS, BOXES, ETC.) MUST BE ALL ABOVE GROUND FEATURES INCLUDING UTILITIES (POLES, FIRE HYDRANTS, BOXES, ETC.) MUST BE RELOCATED OUT OF THE AASHTO CLEAR ZONE OR A MINIMUM OF 18" BEHIND CURB.
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partial sets of Bidding Documents by
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No. Date Description

Reeve
& Associates, Inc.

PROJECT NUMBER: 5799-230
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BMP, INC.

53 MT. ARCHER ROAD, LYME, CT. 06371

(800) 504-8008 FAX: (860)434-3195

18F SNOUT OIL

& DEBRIS STOP

09/14/99 NONE

18F

US PATENT #6126817ADDITIONAL PATENTS PENDING

FOAM GASKET W/

PSA BACKING

(TRIM TO LENGTH)

MOUNTING

FLANGE

DETAIL B

GASKET

COMPRESSED

BETWEEN HOOD

AND STRUCTURE

(SEE DETAIL B)

INSTALLATION NOTE:

POSITION HOOD SUCH THAT

BOTTOM FLANGE IS  A

DISTANCE OF 1/2 OUTLET

PIPE DIAMETER (MIN.)

BELOW THE PIPE INVERT.

MINIMUM DISTANCE FOR

PIPES < 12" I.D. IS 6".

STAINLESS

BOLT

ANCHOR

SHIELD

EXPANSION CONE

(NARROW END OUT)

DRILLED

HOLE

DETAIL A

ANCHOR  W/ BOLT

(SEE DETAIL A)

1/2 D

NOTES:

1.  ALL HOODS AND TRAPS FOR CATCH BASINS AND WATER QUALITY STRUCTURES SHALL BE

     AS MANUFACTURED BY:

     BEST MANAGEMENT PRODUCTS, INC.

     53 MT. ARCHER RD.

     LYME, CT 06371

     (860) 434-0277, (860) 434-3195 FAX

     TOLL FREE: (800) 504-8008 OR (888) 354-7585

     WEB SITE:  www.bestmp.com

     OR PRE-APPROVED EQUAL

2.  ALL HOODS SHALL BE CONSTRUCTED OF A GLASS REINFORCED RESIN COMPOSITE WITH

     ISO GEL COAT EXTERIOR FINISH WITH A MINIMUM 0.125" LAMINATE THICKNESS.

3.  ALL HOODS SHALL BE EQUIPPED WITH A WATERTIGHT ACCESS PORT, A MOUNTING FLANGE,

     AND AN ANTI-SIPHON VENT AS DRAWN. (SEE CONFIGURATION DETAIL)

4.  THE SIZE AND POSITION OF THE HOOD SHALL BE DETERMINED BY OUTLET PIPE SIZE AS

     PER MANUFACTURER'S RECOMMENDATION.

5.  THE BOTTOM OF THE HOOD SHALL EXTEND DOWNWARD A DISTANCE EQUAL TO 1/2 THE

     OUTLET PIPE DIAMETER WITH A MINIMUM DISTANCE OF 6" FOR PIPES <12" I.D.

6.  THE ANTI-SIPHON VENT SHALL EXTEND ABOVE HOOD BY MINIMUM OF 3" AND A MAXIMUM OF

     24" ACCORDING TO STRUCTURE CONFIGURATION.

7.  THE SURFACE OF THE STRUCTURE WHERE THE HOOD IS MOUNTED SHALL BE FINISHED

     SMOOTH AND FREE OF LOOSE MATERIAL.

8.  THE HOOD SHALL BE SECURELY ATTACHED TO STRUCTURE WALL WITH  3/8' STAINLESS

     STEEL BOLTS AND OIL-RESISTANT GASKET AS SUPPLIED BY MANUFACTURER. (SEE

     INSTALLATION DETAIL)

9.  INSTALLATION INSTRUCTIONS SHALL BE FURNISHED WITH MANUFACTURER SUPPLIED

INSTALLATION KIT.

     INSTALLATION KIT SHALL INCLUDE:

     A.  INSTALLATION INSTRUCTIONS

     B.  PVC ANTI-SIPHON VENT PIPE AND ADAPTER

     C.  OIL-RESISTANT CRUSHED CELL FOAM GASKET WITH PSA BACKING

     D.  3/8" STAINLESS STEEL BOLTS

     E.  ANCHOR SHIELDS

*NOTE-  SUMP DEPTH  OF 36" MIN. FOR < OR= 12" DIAM.

 OUTLET.  FOR OUTLETS >OR= 15", DEPTH = 2.5-3X DIAM.

36" MIN.

ECCENTRIC
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STORMTECH CHAMBERS

MANHOLE OR BOX WITH

OVERFLOW WEIR

STORMTECH

ISOLATOR ROW

STORMTECH

PREFABRICATED

END CAPS

FOR STORMTECH INFORMATION

CALL 1-888-892-2694

PLACE MINIMUM 12.5' OF AASHTO M288

CLASS 1 WOVEN GEOTEXTILE OVER

BEDDING STONE FOR SCOUR PROTECTION

AT ALL CHAMBER INLET ROWS

* NOTE: CHAMBER SYSTEM DESIGN MUST BE IN

ACCORDANCE WITH STORMTECH DESIGN MANUAL

Detention  Retention  Recharge

SM
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Scale:
Date:

STORMTECH LLC CONCEPTUAL PLAN DISCLAIMER

NTS
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ISOLATOR ROW MANIFOLD DETAIL

* NOTE: CHAMBER SYSTEM DESIGN MUST BE IN

ACCORDANCE WITH STORMTECH DESIGN MANUAL
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STORMTECH ISOLATOR ROW PROFILE 

WOVEN GEOTEXTILE THAT MEETS

ADS 9530TK GEOTEXTILE OR EQUAL,

BETWEEN FOUNDATION STONE AND CHAMBERS

SC-740--5'-6' WIDE STRIP

STORMTECH ENDCAP

COVER ENTIRE ROW WITH

ADS 601 GEOTEXTILE OR EQUAL

SC-740---8' WIDE STRIP

INSPECTION PORT

BY DESIGN ENGINEER

CATCH BASIN

OR

MANHOLE

* NOTE: CHAMBER SYSTEM DESIGN MUST BE IN

ACCORDANCE WITH STORMTECH DESIGN MANUAL

Detention  Retention  Recharge

SM

Sheet           Of

Chece

ACAD N

Da :

Scale:

Date:

STORMTECH LLC CONCEPTUAL PLAN DISCLAIMER

NTS

 

STORMTECH GENERAL NOTES

STORMTECH LLC ("STORMTECH") REQUIRES INSTALLING

CONTRACTORS TO USE AND UNDERSTAND STORMTECH'S

LATEST INSTALLATION INSTRUCTIONS PRIOR TO BEGINNING

SYSTEM INSTALLATION.

OUR TECHNICAL SERVICES DEPARTMENT OFFERS

INSTALLATION CONSULTATIONS TO INSTALLING

CONTRACTORS.  CONTACT OUR TECHNICAL SERVICES

REPRESENTATIVE AT LEAST 30 DAYS PRIOR TO SYSTEM

INSTALLATION TO ARRANGE A PRE-INSTALLATION

CONSULTATION.  OUR REPRESENTATIVES CAN THEN

ANSWER QUESTIONS OR ADDRESS COMMENTS ON THE

STORMTECH CHAMBER SYSTEM AND INFORM THE

INSTALLING CONTRACTOR OF THE MINIMUM INSTALLATION

REQUIREMENTS BEFORE BEGINNING THE SYSTEM'S

CONSTRUCTION.  CALL 1-888-892-2694 TO SPEAK TO A

TECHNICAL SERVICE REPRESENTATIVE OR VISIT

WWW.STORMTECH.COM TO RECEIVE A COPY OF OUR

INSTALLATION INSTRUCTIONS.

STORMTECH'S REQUIREMENTS FOR SYSTEMS WITH

PAVEMENT DESIGN (ASPHALT, CONCRETE PAVERS, ETC.):

MINIMUM COVER IS 18 INCHES NOT INCLUDING PAVEMENT;

MAXIMUM COVER IS 96 INCHES INCLUDING PAVEMENT.  FOR

INSTALLATIONS THAT DO NOT INCLUDE PAVEMENT, WHERE

RUTTING FROM VEHICLES MAY OCCUR, MINIMUM REQUIRED

COVER IS 24 INCHES, MAXIMUM COVER IS 96 INCHES.

THE CONTRACTOR MUST REPORT ANY DISCREPANCIES

WITH CHAMBER FOUNDATION MATERIALS BEARING

CAPACITIES TO THE DESIGN ENGINEER.

AASHTO M288 CLASS 2 NON-WOVEN GEOTEXTILE (FILTER

FABRIC) MUST BE USED AS INDICATED IN THE PROJECT

PLANS.

STONE PLACEMENT BETWEEN CHAMBERS ROWS AND

AROUND PERIMETER MUST FOLLOW INSTRUCTIONS AS

INDICATED IN THE MOST CURRENT VERSION OF

STORMTECH'S INSTALLATION INSTRUCTIONS.

BACKFILLING OVER THE CHAMBERS MUST FOLLOW

REQUIREMENTS AS INDICATED IN THE MOST CURRENT

VERSION OF STORMTECH'S INSTALLATION INSTRUCTIONS.

THE CONTRACTOR MUST REFER TO STORMTECH'S

INSTALLATION INSTRUCTIONS FOR A TABLE OF

ACCEPTABLE VEHICLE LOADS AT VARIOUS DEPTHS OF

COVER.  THIS INFORMATION IS ALSO AVAILABLE AT

STORMTECH'S WEBSITE:  WWW.STORMTECH.COM.  THE

CONTRACTOR IS RESPONSIBLE FOR PREVENTING

VEHICLES THAT EXCEED STORMTECH'S REQUIREMENTS

FROM TRAVELING ACROSS OR PARKING OVER THE

STORMWATER SYSTEM.  TEMPORARY FENCING, WARNING

TAPE AND APPROPRIATELY LOCATED SIGNS ARE

COMMONLY USED TO PREVENT UNAUTHORIZED VEHICLES

FROM ENTERING SENSITIVE CONSTRUCTION AREAS.

THE CONTRACTOR MUST APPLY EROSION AND SEDIMENT

CONTROL MEASURES TO PROTECT THE STORMWATER

SYSTEM DURING ALL PHASES OF SITE CONSTRUCTION PER

LOCAL CODES AND DESIGN ENGINEER'S SPECIFICATIONS.

STORMTECH PRODUCT WARRANTY IS LIMITED.  SEE

CURRENT PRODUCT WARRANTY FOR DETAILS.  TO

ACQUIRE A COPY CALL STORMTECH AT 1-888-892-2694 OR

VISIT WWW.STORMTECH.COM.

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

STORMTECH GENERAL NOTES

* NOTE: CHAMBER SYSTEM DESIGN MUST BE IN

ACCORDANCE WITH STORMTECH DESIGN MANUAL
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STORMTECH SC-740 CROSS SECTION

*SEE STORMTECH DESIGN MANUAL

FOR STORMTECH INFORMATION

CALL 1-888-892-2694

MIN.

GRANULAR WELL GRADED SOIL/AGGREGATE MIXTURES,

<35% FINES.  COMPACT IN 6 IN LIFTS TO 95% PROCTOR DENSITY.

SEE THE TABLE OF ACCEPTABLE FILL MATERIALS .

¾ - 2 INCH CLEAN,

CRUSHED, ANGULAR STONE

SC-740 END CAP

DEPTH OF STONE

TO BE 18"

FOR UNPAVED INSTALLATION WHERE

RUTTING FROM VEHICLES MAY OCCUR,

INCREASE COVER TO 24 INCHES

PAVEMENT

MIN.

DESIGN ENGINEER IS RESPONSIBLE FOR

ENSURING THE REQUIRED BEARING

CAPACITY OF SUBGRADE SOILS*

THE INSTALLED CHAMBER SYSTEM SHALL PROVIDE

THE LOAD FACTORS SPECIFIED IN THE AASHTO LRFD

BRIDGE DESIGN SPECIFICATIONS SECTION 12.12 FOR

EARTH AND LIVE LOADS, WITH CONSIDERATION FOR

IMPACT AND MULTIPLE VEHICLE PRESENCES.

SC-740 CHAMBER

CHAMBERS SHALL MEET ASTM F 2418-05 "STANDARD

SPECIFICATION FOR POLYPROPYLENE (PP) CORRUGATED

WALL STORMWATER COLLECTION CHAMBERS".

THIS CROSS SECTION DETAILS THE REQUIREMENTS

NECESSARY TO SATISFY THE LOAD FACTORS SPECIFIED IN THE

AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS SECTION 12.12

FOR EARTH AND LIVE LOADS USING STORMTECH CHAMBERS

Sheet           Of
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Date:
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STORMTECH LLC CONCEPTUAL PLAN DISCLAIMER

* NOTE: CHAMBER SYSTEM DESIGN MUST BE IN

ACCORDANCE WITH STORMTECH DESIGN MANUAL

STUBS AT TOP OF END

CAP FOR PARTS NUMBERS

ENDING WITH "T"

STUBS AT BOTTOM OF END

CAP FOR PARTS NUMBERS

ENDING WITH "B"

         FOR THE SC740EPE24B THE 24"

STUB LIES BELOW THE BOTTOM OF THE

END CAP APPROXIMATELY 1.75".

BACKFILL MATERIAL SHOULD BE

REMOVED FROM BELOW THE N-12 STUB

SO THAT THE FITTING SETS LEVEL.

NOTE:  ALL DIMENSIONS ARE NOMINAL

*

NOMINAL CHAMBER SPECIFICATIONS

SIZE (W x H x INSTALLED LENGTH)   -

CHAMBER STORAGE   -

MINIMUM INSTALLED STORAGE   -

WEIGHT   -

51.0" x 30.0" x 85.4"

45.9 CUBIC FEET

74.9 CUBIC FEET

75 LBS.

ACCEPTS 4" SCH 40 PIPE

FOR INSPECTION PORT

*

PART # CHAMBER PIPE SIZE A B C

SC740EPE06T SC-740 6 in (150 mm) 10.90 in (277 mm) 18.50 in (470 mm) N/A

SC740EPE06B

6 in (150 mm) 10.90 in (277 mm)

N/A

0.50 in (13 mm)

SC740EPE12T

12 in (300 mm) 14.70 in (373 mm) 12.50 in (318 mm)

N/A

SC740EPE12B

12 in (300 mm) 14.70 in (373 mm)

N/A

1.20 in (30 mm)

SC740EPE15T

15 in (375 mm) 18.40 in (467 mm) 9.00 in (229 mm)

N/A

SC740EPE15B

15 in (375 mm) 18.40 in (467 mm)

N/A

1.30 in (33 mm)

SC740EPE18T

18 in  (450 mm) 19.70 in (500 mm) 5.00 in (127 mm)

N/A

SC740EPE18B

18 in (450 mm) 19.70 in (500 mm)

N/A

1.60 in (41 mm)

SC740EPE24B

24 in (600 mm) 18.50 in (470 mm)

N/A

0.10 in (3 mm)

SC-740

SC-740

SC-740

SC-740

SC-740

SC-740

SC-740

SC-740

SC-740

SC-740

SC-740

SC-740

SC740EPE08T

SC740EPE08B

SC740EPE10T

SC740EPE10B

ALL STUBS, EXCEPT FOR THE SC740EPE24B

ARE PLACED AT BOTTOM OF END CAP SUCH

THAT THE OUTSIDE DIAMETER OF THE STUB IS

FLUSH WITH THE BOTTOM OF THE END CAP.

FOR ADDITIONAL INFORMATION CONTACT

STORMTECH AT 1-888-892-2694.

8 in (200 mm)

8 in (200 mm)

10 in (250 mm)

10 in (250 mm)

N/A

0.60 in (15 mm)

16.50 in (419 mm)

N/A

14.50 in (368 mm)

N/A

N/A

0.70 in (18 mm)

12.20 in (310 mm)

12.20 in (310 mm)

13.40 in (340 mm)

13.40 in (340 mm)

OVERLAP NEXT CHAMBER HERE

(OVER "SMALL" CORRUGATION)

CREST 14 PL VALLEY 13 PL

BUILD ROW IN

THIS DIRECTION

START END

ADS 601 GEOTEXTILE

OR EQUAL

MIN.

PAVEMENT

NTS
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NOTE:

Bid documents should not be separated

or issued as partial sets to

subcontractors. Bidders are responsible

for all portions of the documents that

pertain to work covered by sub-bids.

Bidder assumes full responsibility for

error or misinterpretations resulting from

partial sets of Bidding Documents by

itself or any sub-bidder.

Conflicting information or errors found in

the construction documents should be

brought to the attention of the architect

immediatly. In the event of a conflict in

the drawings, bidder should not assume

the least expensive option will meet the

project requirements.
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for all portions of the documents that
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1.	Describe all BMP's to protect storm water inlets:  Describe all BMP's to protect storm water inlets:  All storm water inlets to be protected by straw wattle barriers, or gravel bags (see detail). 2.	Describe BMP's to eliminate/reduce contamination of storm water from: Describe BMP's to eliminate/reduce contamination of storm water from: a.	Equipment / building / concrete wash areas:  Equipment / building / concrete wash areas:  To be performed in designated areas only and surrounded with silt fence barriers. b.	Soil contaminated by soil amendments:  Soil contaminated by soil amendments:  If any contaminates are found or generated, contact environmental engineer and contacts listed. c.	Areas of contaminated soil: Areas of contaminated soil: If any contaminates are found or generated, contact environmental engineer and contacts listed. d.	Fueling area: Fueling area: To be performed in designated areas only and surrounded with silt fence. a.	Vehicle maintenance areas: Vehicle maintenance areas: To be performed in designated areas only and surrounded with silt fence. b.	Vehicle parking areas: Vehicle parking areas: To be performed in designated areas only and surrounded with silt fence. c.	Equipment storage areas: Equipment storage areas: To be performed in designated areas only and surrounded with silt fence. d.	Materials storage areas: Materials storage areas: To be performed in designated areas only and surrounded with silt fence. e.	Waste containment areas: Waste containment areas: To be performed in designated areas only and surrounded with silt fence. f.	Service areas: Service areas: To be performed in designated areas only and surrounded with silt fence. 3.	Construction Vehicles and Equipment: Construction Vehicles and Equipment: a.	Maintenance Maintenance - 	Maintain all construction equipment to prevent oil or other fluid leaks. Maintain all construction equipment to prevent oil or other fluid leaks. - 	Keep vehicles and equipment clean, prevent excessive build-up of oil and grease. Keep vehicles and equipment clean, prevent excessive build-up of oil and grease. - 	Regularly inspect on-site vehicles and equipment for leaks, and repair immediately. Regularly inspect on-site vehicles and equipment for leaks, and repair immediately. - 	Check incoming vehicles and equipment (including delivery trucks, and employee and subcontractor vehicles) 		Check incoming vehicles and equipment (including delivery trucks, and employee and subcontractor vehicles) 		for leaking oil and fluids. Do not allow leaking vehicles or equipment on-site. - 	Segregate and recycle wastes, such as greases, used oil or oil filters, antifreeze, cleaning solutions, 			Segregate and recycle wastes, such as greases, used oil or oil filters, antifreeze, cleaning solutions, 			automotive batteries, hydraulic, and transmission fluids. b.	Fueling Fueling - 	If fueling must occur on-site, use designated areas away from drainage. If fueling must occur on-site, use designated areas away from drainage. - 	Locate on-site fuel storage tanks within a bermed area designed to hold the tank volume. Locate on-site fuel storage tanks within a bermed area designed to hold the tank volume. - 	Cover retention area with an impervious material and install in in a manner to ensure that any spills will be 	Cover retention area with an impervious material and install in in a manner to ensure that any spills will be 	contained in the retention area. To catch spills or leaks when removing or changing fluids. - 	Use drip pans for any oil or fluid changes. Use drip pans for any oil or fluid changes. c.	Washing Washing - 	Use as little water as possible to avoid installing erosion and sediment controls for the wash area. Use as little water as possible to avoid installing erosion and sediment controls for the wash area. - 	If washing must occur on-site, use designated, bermed wash areas to prevent waste water discharge into 		If washing must occur on-site, use designated, bermed wash areas to prevent waste water discharge into 		storm water, creaks, rivers, and other water bodies. - 	Use phosphate-free, biodegradable soaps. Use phosphate-free, biodegradable soaps. - 	Do not permit steam cleaning on-site. Do not permit steam cleaning on-site. 5.	Spill Prevention and Control Spill Prevention and Control a.	Minor Spills: Minor Spills: Minor spills are those which are likely to be controlled by on-site personnel.  After contacting local emergency 		response agencies, the following actions should occur upon discovery of a minor spill: - 	Contain the spread of the spill. Contain the spread of the spill. - 	If the spill occurs on paved or impermeable surfaces, clean up using "dry" methods (i.e. absorbent 			If the spill occurs on paved or impermeable surfaces, clean up using "dry" methods (i.e. absorbent 			materials, cat litter, and / or rags). - 	If the spill occurs in dirt areas, immediately contain the spill by constructing an earth dike. Dig up property 	If the spill occurs in dirt areas, immediately contain the spill by constructing an earth dike. Dig up property 	dispose of contaminated soil. - 	If the spill occurs during rain, cover the impacted area to avoid runoff. If the spill occurs during rain, cover the impacted area to avoid runoff. - 	Record all steps taken to report and contain spill. Record all steps taken to report and contain spill. b.	Major Spills: Major Spills: On-site personnel should not attempt to control major spills until the appropriate and qualified emergency 			response staff have arrived at the site. For spills of federal reportable quantities, also notify the National 			Response Center at (800) 424-8802.  A written report should be sent to all notified authorities. Failure to report 	major spills can result in significant fines and penalties. 6.		Post Roadway / Utility Construction Post Roadway / Utility Construction a.	Maintain good housekeeping practices. Maintain good housekeeping practices. b.	Enclose or cover building material storage areas. Enclose or cover building material storage areas. c.	Properly store materials such as paints and solvents. Properly store materials such as paints and solvents. d.	Store dry and wet materials under cover, away from drainage areas. Store dry and wet materials under cover, away from drainage areas. e.	Avoid mixing excess amounts of fresh concrete or cement on-site. Avoid mixing excess amounts of fresh concrete or cement on-site. f.	Perform washout of concrete trucks offsite or in designated areas only. Perform washout of concrete trucks offsite or in designated areas only. g.	Do not wash out concrete trucks into storm drains, open ditches, streets or streams. Do not wash out concrete trucks into storm drains, open ditches, streets or streams. h.	Do not place material or debris into streams, gutters or catch basins that stop or reduce the flow of runoff 		Do not place material or debris into streams, gutters or catch basins that stop or reduce the flow of runoff 		water. i.	All public streets and storm drain facilities shall be maintained free of building materials, mud and debris All public streets and storm drain facilities shall be maintained free of building materials, mud and debris  			caused by grading or construction operations.  Roads will be swept within 1000' of construction entrance daily, caused by grading or construction operations.  Roads will be swept within 1000' of construction entrance daily, if necessary. j.	Install straw wattle around all inlets contained within the development and all others that receive runoff from the Install straw wattle around all inlets contained within the development and all others that receive runoff from the development. 7.	Erosion Control Plan Notes Erosion Control Plan Notes a.	The contractor will designate an emergency contact that can be reached 24 hours a day 7 days a week. The contractor will designate an emergency contact that can be reached 24 hours a day 7 days a week. b.	A stand-by crew for emergency work shall be available at all times during potential rain or snow runoff events.	  A stand-by crew for emergency work shall be available at all times during potential rain or snow runoff events.	  Necessary materials shall be available on site and stockpiled at convenient locations to facilitate rapid construction of emergency devices when rain or runoff is eminent. c.	Erosion control devices shown on the plans and approved for the project may not be removed without approval of the Erosion control devices shown on the plans and approved for the project may not be removed without approval of the engineer of record.  If devices are removed, no work may continue that have the potential of erosion without consulting the engineer of record.  If deemed necessary erosion control should be reestablished before this work begins. d.	Graded areas adjacent to fill slopes located at the site perimeter must drain away from the top of the slope at the Graded areas adjacent to fill slopes located at the site perimeter must drain away from the top of the slope at the conclusion of each working day.  this should be confirmed by survey or other means acceptable to the engineer of record. e.	All silt and debris shall be removed from all devices within 24 hours after each rain or runoff event. All silt and debris shall be removed from all devices within 24 hours after each rain or runoff event. f.	Except as otherwise approved by the inspector, all removable protective devices shown shall be in place at the end of Except as otherwise approved by the inspector, all removable protective devices shown shall be in place at the end of each working day and through weekends until removal of the system is approved. g.	All loose soil and debris, which may create a potential hazard to offsite property, shall be removed from the site as All loose soil and debris, which may create a potential hazard to offsite property, shall be removed from the site as directed by the Engineer of record of the governing agency. h.	The placement of additional devices to reduce erosion damage within the site is left to the discretion of the Engineer of The placement of additional devices to reduce erosion damage within the site is left to the discretion of the Engineer of record. i.	Desilting basins may not be removed or made inoperable without the approval of the engineer of record and the Desilting basins may not be removed or made inoperable without the approval of the engineer of record and the governing agency. j.	Erosion control devices will be modified as need as the project progresses, and plans of these changes submitted for Erosion control devices will be modified as need as the project progresses, and plans of these changes submitted for approval by the engineer of record and the governing agency. 8.	Conduct a minimum of one inspection of the erosion and sediment controls every two weeks. Maintain documentation on site.Conduct a minimum of one inspection of the erosion and sediment controls every two weeks. Maintain documentation on site.
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pertain to work covered by sub-bids.
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partial sets of Bidding Documents by
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the drawings, bidder should not assume

the least expensive option will meet the

project requirements.
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or issued as partial sets to

subcontractors. Bidders are responsible

for all portions of the documents that

pertain to work covered by sub-bids.

Bidder assumes full responsibility for

error or misinterpretations resulting from

partial sets of Bidding Documents by

itself or any sub-bidder.

Conflicting information or errors found in

the construction documents should be

brought to the attention of the architect

immediatly. In the event of a conflict in

the drawings, bidder should not assume

the least expensive option will meet the

project requirements.

5
1

0
0

 
E

A
S

T
 
&

 
2

5
0

0
 
N

O
R

T
H

E
D

E
N

,
 
U

T
A

H

APR. 13, 2018

No. Date Description

Reeve
& Associates, Inc.

PROJECT NUMBER: 5799-230

DRAWN BY: RWH

ENGINEER: JNR

AutoCAD SHX Text
RAINBIRD      ESP 12 LXME:120 VAC      INDOOR/OUTDOOR MOUNT BASE CONTROLLER.  

AutoCAD SHX Text
RAINBIRD          MODEL 44LRC         1" QUICK COUPLING VALVE

AutoCAD SHX Text
Q.C.

AutoCAD SHX Text
WILKENS     MODEL 375 OR EQUAL       BACKFLOW PREVENTION, SIZE AS PER CITY/COUNTY REGULATIONS.

AutoCAD SHX Text
A

AutoCAD SHX Text
SIZE

AutoCAD SHX Text
GPM 

AutoCAD SHX Text
VALVE NO & CONTROLLER

AutoCAD SHX Text
                                       VALVE ID BOX

AutoCAD SHX Text
                                     SLEEVING - SCHEDULE 40 PVC, 2 SIZES GREATER THAN INTERIOR PIPE

AutoCAD SHX Text
                                     GATE VALVE - SIZE PER PIPE - PLACE SLEEVE OVER VALVE

AutoCAD SHX Text
RAINBIRD          PEB SERIES           PRESSURE REGULATING PLASTIC VALVE

AutoCAD SHX Text
1 EMITTER/1 GAL. PLANT, 2 EMITTERS/5 GAL. PLANT.

AutoCAD SHX Text
RAINBIRD           XB-T-20-PC         XERIBUG THREADED DRIP EMITTERS, 2 GAL/HOUR

AutoCAD SHX Text
SYMBOL  MANUFACTURER   CATALOG NUMBER   DESCRIPTION

AutoCAD SHX Text
NOTE:  USE EXISTING SPRINKLERS IN TURF AREA, IF POSSIBLE, OTHERWISE USE NEW DESIGN.

AutoCAD SHX Text
IRRIGATION ZONES

AutoCAD SHX Text
3/4" (0-10 gpm), 1" (10-16 gpm), 1 1/4" (16-26 gpm),

AutoCAD SHX Text
1 1/2" (26-35 gpm) , 2" (35-55 gpm)

AutoCAD SHX Text
XCZ-100-PRB-COM       COMMERCIAL CONTROL ZONE KIT DRIP VALVE

AutoCAD SHX Text
RAINBIRD

AutoCAD SHX Text
RAINBIRD          RWS-B-C-1401        ROOT WATERING SERIES, 0.25 GPM, 2 EMITTERS/TREE

AutoCAD SHX Text
1-1/2" MAINLINE - SCHEDULE 40 PVC

AutoCAD SHX Text
TURF LATERAL LINE - CLASS 200 PVC, SIZED AS FOLLOWS

AutoCAD SHX Text
RAINBIRD     5004-PL-SAM-MPR-25      BODY AND RAIN CURTAIN ROTOR NOZZLE UNIT, 25'R

AutoCAD SHX Text
SLEEVING USED WHENEVER IRRIGATION IS PLACED UNDER PAVED AREAS.

AutoCAD SHX Text
NOTE:  USE STRONG BOX SBBC 30 AL ALUMINUM BOX TO ENCLOSE BACKFLOW PREVENTER.

AutoCAD SHX Text
NOTE:  WATER UDOT SEED MIX BY HAND UNTIL ESTABLISHED.

AutoCAD SHX Text
DRIP LATERAL LINE - POLY PIPE MAY BE USED

AutoCAD SHX Text
Irrigation Schedule

AutoCAD SHX Text
USE EXISTING SPRINKLERS IN TURF AREA, IF POSSIBLE.

AutoCAD SHX Text
NOTE:  USE WR2-RC WIRELESS RAIN/FREEZE SENSOR.

AutoCAD SHX Text
8"

AutoCAD SHX Text
10"

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
LATERAL LINE

AutoCAD SHX Text
MAIN LINE

AutoCAD SHX Text
2" MIN. SAND OR ROCK

AutoCAD SHX Text
FREE SOIL AROUND PIPE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
TRENCH SECTION

AutoCAD SHX Text
1/2" SCH. 40 PVC ADAPTER (gray)

AutoCAD SHX Text
USE BARBED FITTING

AutoCAD SHX Text
POLYETHYLENE PIPE

AutoCAD SHX Text
LINEAR LOW DENSITY

AutoCAD SHX Text
14" LONG MINIMUM

AutoCAD SHX Text
24" LONG MAXIMUM

AutoCAD SHX Text
PVC OR POLY LATERAL LINE

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
2"

AutoCAD SHX Text
12"

AutoCAD SHX Text
INSERT FITTING

AutoCAD SHX Text
 ELL BARBED

AutoCAD SHX Text
MULCH LAYER

AutoCAD SHX Text
TOPSOIL

AutoCAD SHX Text
TO ATTACH TO PIPE.

AutoCAD SHX Text
DRIP EMITTER W/ FIPT BASE

AutoCAD SHX Text
INSTALL EMITTERS JUST ABOVE FINAL

AutoCAD SHX Text
GRADE FOR EASY VISUAL INSPECTION.

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
DRIP EMITTER

AutoCAD SHX Text
POP-UP SPRAY SPRINKLER:

AutoCAD SHX Text
 RAIN BIRD RD-04

AutoCAD SHX Text
FINISH GRADE/TOP OF MULCH

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
PVC SCH 40 TEE OR ELL

AutoCAD SHX Text
PVC LATERAL PIPE

AutoCAD SHX Text
 RAIN BIRD MODEL SA 6050

AutoCAD SHX Text
SWING ASSEMBLY:

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
  RAIN BIRD

AutoCAD SHX Text
ROTOR POP-UP SPRINKLER:

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
  5004-PL-FC/PC

AutoCAD SHX Text
PRE-FABRICATED SWING JOINT:

AutoCAD SHX Text
  RAIN BIRD TSJ-075-PRS

AutoCAD SHX Text
PVC SCH 40 TEE OR ELL

AutoCAD SHX Text
LATERAL PIPE

AutoCAD SHX Text
  WITH 45 PSI PRESSURE REGULATOR

AutoCAD SHX Text
5

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
R

AutoCAD SHX Text
5

AutoCAD SHX Text
  RAIN BIRD PESB-PRS-D

AutoCAD SHX Text
  WIRE, COILED

AutoCAD SHX Text
ID TAG: RAIN BIRD VID SERIES

AutoCAD SHX Text
VALVE BOX WITH COVER:

AutoCAD SHX Text
WATERPROOF CONNECTION

AutoCAD SHX Text
  RAIN BIRD SPLICE-1 (1 OF 2)

AutoCAD SHX Text
FINISH GRADE/TOP OF MULCH

AutoCAD SHX Text
PVC SCH 40 ELL

AutoCAD SHX Text
PVC SCH 80 NIPPLE (CLOSE)

AutoCAD SHX Text
PVC SCH 80 NIPPLE

AutoCAD SHX Text
  (LENGTH AS REQUIRED)

AutoCAD SHX Text
PVC MAINLINE PIPE

AutoCAD SHX Text
PVC SCH 40 TEE OR ELL

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
BRICK (1 OF 4)

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
4

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
10

AutoCAD SHX Text
9

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
11

AutoCAD SHX Text
16

AutoCAD SHX Text
  LENGTH, HIDDEN) AND

AutoCAD SHX Text
16

AutoCAD SHX Text
  RAIN BIRD PESB

AutoCAD SHX Text
  WITH NP-HAN

AutoCAD SHX Text
30-INCH LINEAR LENGTH OF

AutoCAD SHX Text
REMOTE CONTROL VALVE:

AutoCAD SHX Text
  RAIN BIRD VB-STD

AutoCAD SHX Text
SCH 80 NIPPLE (2-INCH

AutoCAD SHX Text
  SCH 40 ELL

AutoCAD SHX Text
PVC SCH 40 MALE ADAPTER

AutoCAD SHX Text
PVC LATERAL PIPE

AutoCAD SHX Text
3.0-INCH MINIMUM DEPTH OF

AutoCAD SHX Text
  3/4-INCH WASHED GRAVEL

AutoCAD SHX Text
3" MIN.

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
16

AutoCAD SHX Text
17

AutoCAD SHX Text
6

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
11

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
16

AutoCAD SHX Text
15

AutoCAD SHX Text
17

AutoCAD SHX Text
FINISH GRADE/TOP OF MULCH VALVE BOX WITH COVER:    RAIN BIRD VB-STD  30-INCH LINEAR LENGTH OF WIRE, COILED  WATERPROOF CONNECTION:    RAIN BIRD DB SERIES 1-INCH BALL VALVE (INCLUDED IN XCZ-PRB-100-COM KIT)  ID TAG REMOTE CONTROL VALVE:    RAIN BIRD PESB (INCLUCED IN XCZ-PRB-100-COM KIT) PRESSURE REGULATING QUICK   CHECK BASKET FILTER:   RAIN BIRD PRB-QKCHK-100   (INCLUDED IN XCZ-PRB-100-COM KIT) PVC SCH 40 FEMALE ADAPTOR LATERAL PIPE PVC SCH 80 NIPPLE (LENGTH AS REQUIRED)  PVC SCH 40 ELL PVC SCH 80 NIPPLE (2-INCH LENGTH, HIDDEN) AND PVC SCH 40 ELL  PVC SCH 40 TEE OR ELL  MAINLINE PIPE 3-INCH MINIMUM DEPTH OF 3/4-INCH WASHED GRAVEL  PVC SCH 80 NIPPLE, CLOSE (INCLUDED IN XCZ-PRB-100-COM KIT)

AutoCAD SHX Text
FURNISH FITTINGS AND PIPING NOMINALLY SIZED IDENTICAL TO

AutoCAD SHX Text
  RAIN BIRD MODEL 44LRC

AutoCAD SHX Text
3-INCH MINIMUM DEPTH OF

AutoCAD SHX Text
  (LENGTH AS REQUIRED)

AutoCAD SHX Text
   3/4-INCH WASHED GRAVEL

AutoCAD SHX Text
PVC SCH 80 NIPPLE

AutoCAD SHX Text
BRICK (1 OF 2)

AutoCAD SHX Text
QUICK-COUPLING VALVE:

AutoCAD SHX Text
2" x 2" REDWOOD STAKE WITH

AutoCAD SHX Text
PVC SCH 40 ELL

AutoCAD SHX Text
PVC SCH 40 STREET ELL

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
11

AutoCAD SHX Text
7

AutoCAD SHX Text
10

AutoCAD SHX Text
9

AutoCAD SHX Text
8

AutoCAD SHX Text
7

AutoCAD SHX Text
5

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
6

AutoCAD SHX Text
VALVE BOX WITH COVER:

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
7

AutoCAD SHX Text
FINISH GRADE/TOP OF MULCH

AutoCAD SHX Text
  RAIN BIRD VB-6RND

AutoCAD SHX Text
PVC SCH 40 TEE OR ELL

AutoCAD SHX Text
PVC MAINLINE PIPE

AutoCAD SHX Text
  STAINLESS STEEL GEAR

AutoCAD SHX Text
  CLAMPS OR EQUIVALENT

AutoCAD SHX Text
  SUPPORT SYSTEM

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
  NOMINAL QUICK COUPLING VALVE INLET SIZE.

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
FINISH GRADE/TOP OF MULCH ROOT WATERING SERIES:   RAIN BIRD RWS SERIES    (1 OF 2 SHOWN, MORE POSSIBLE) SWING ASSEMBLY (INCLUDED)   (1 OF 2 SHOWN, MORE POSSIBLE) 1/2-INCH MALE NPT INLET (INCLUDED)   (1 OF 2 SHOWN, MORE POSSIBLE) PVC SCH 40 TEE OR EL   (1 OF 2 SHOWN, MORE POSSIBLE) PVC OR POLYETHYLENE LATERAL PIPE OPTIONAL RWS SAND SOCK (RWS-SOCK) FOR SANDY SOILS  (1 OF 2 SHOWN, MORE POSSIBLE) PLANT ROOT BALL 

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
NOTES: 1. POSITION 2-3 UNITS (OR MORE) EVENLY SPACED AROUND PLANT. FOR NEW TREES PLACE NEAR ROOT BALL.  FOR EXISTING TREES PLACE HALF THE DISTANCE BETWEEN CANOPY EDGE AND TREE TRUNK. 2. INSTALL PRODUCT WITH TOP EVEN WITH GROUND SURFACE. 3. RWS SERIES AVAILABLE IN THE FOLLOWING MODELS: RWS (NO BUBBLER/EMITTER INCLUDED)				RWS-B-C-1401 (0.25 GPM, CHECK VALVE) RWS-B-C-1401 (0.25 GPM, CHECK VALVE) RWS-B-1401 (0.25 GPM)							RWS-B-X-1401 (0.25 GPM, 18" SWING ASSEMBLY) RWS-B-X-1401 (0.25 GPM, 18" SWING ASSEMBLY) RWS-B-C-1402 (0.5 GPM, CHECK VALVE)			RWS-B-1402 (0.5 GPM) RWS-B-1402 (0.5 GPM) RWS-B-C-1404 (1.0 GPM, CHECK VALVE)			RWS-B-C-1408 (2.0 GPM, CHECK VALVE) RWS-B-C-1408 (2.0 GPM, CHECK VALVE) 4. WHEN INSTALLING IN EXTREMELY HARD OR CLAY SOILS, ADD  " GRAVEL UNDER AND AROUND THE UNIT TO ALLOW FASTER WATER 34" GRAVEL UNDER AND AROUND THE UNIT TO ALLOW FASTER WATER INFILTRATION AND ROOT PENETRATION. 5. ONCE RWS HAS BEEN INSTALLED FILL THE BASKET WITH PEA GRAVEL BEFORE LOCKING LID.

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
6

AutoCAD SHX Text
WALL

AutoCAD SHX Text
IRRIGATION CONTROLLER:    RAIN BIRD ESP-LXME CONTROLLER IN PLASTIC CABINET WITH WALL MOUNT. INSTALL CONTROLLER AND CABINET ON WALL PER MANUFACTURER'S RECOMMENDATIONS.  JUNCTION BOX  1-INCH CONDUIT AND FITTINGS TO POWER SUPPLY  POWER SUPPLY WIRE 2-INCH CONDUIT AND FITTINGS FOR STATION WIRES  WIRES TO REMOTE CONTROL VALVES

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
5

AutoCAD SHX Text
NOTES: 1. ESP-LXME CONTROLLER IS AVAILABLE IN 8- OR 12-STATION BASE MODELS.  ADDITIONAL MODULES IN 4-, 8- AND 12-STATION VERSIONS MAY BE ADDED TO BRING THE CONTROLLER UP TO 48 STATIONS MAXIMUM.    2. FOR EASE OF INSTALLATION INTO A CONTROLLER WITH MORE THAN 24 STATIONS, INSTALL A JUNCTION BOX AT THE BASE OF CONTROLLER AND TRANSITION LARGER VALVE AND COMMON WIRES FROM FIELD TO 18 AWG MULTI CONDUCTOR WIRE TO BE USED IN CONTROLLER. 3. USE STEEL CONDUIT FOR ABOVE GRADE AND SCH 40 PVC CONDUIT FOR BELOW GRADE CONDITIONS. 3. PROVIDE PROPER GROUNDING COMPONENTS TO ACHIEVE GROUND RESISTANCE OF 10 OHMS OR LESS. 

AutoCAD SHX Text
OUTDOOR WALL

AutoCAD SHX Text
R

AutoCAD SHX Text
AIN

AutoCAD SHX Text
IRD

AutoCAD SHX Text
B

AutoCAD SHX Text
R

AutoCAD SHX Text
AIN

AutoCAD SHX Text
IRD

AutoCAD SHX Text
B

AutoCAD SHX Text
7

AutoCAD SHX Text
6

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
  RAIN BIRD ESP-4M

AutoCAD SHX Text
B

AutoCAD SHX Text
IRD

AutoCAD SHX Text
AIN

AutoCAD SHX Text
R

AutoCAD SHX Text
B

AutoCAD SHX Text
IRD

AutoCAD SHX Text
AIN

AutoCAD SHX Text
R

AutoCAD SHX Text
RAIN BIRD CONTROLLER:

AutoCAD SHX Text
1-INCH PVC SCH 40 CONDUIT

AutoCAD SHX Text
  AND FITTINGS FOR VALVE WIRES

AutoCAD SHX Text
JUNCTION BOX

AutoCAD SHX Text
1/2-INCH PVC SCH 40 CONDUIT

AutoCAD SHX Text
  TO POWER SUPPLY

AutoCAD SHX Text
+

AutoCAD SHX Text
-

AutoCAD SHX Text
3

AutoCAD SHX Text
RAIN BIRD WR2 WIRELESS SENSOR

AutoCAD SHX Text
  CONTROLLER INTERFACE

AutoCAD SHX Text
%%UWIRING DETAIL

AutoCAD SHX Text
%%USEE WIRING DETAIL

AutoCAD SHX Text
GREEN

AutoCAD SHX Text
OR 

AutoCAD SHX Text
WHITE

AutoCAD SHX Text
5

AutoCAD SHX Text
GROUND WIRE TO 

AutoCAD SHX Text
  GROUNDING GRID

AutoCAD SHX Text
NOTES: 1. FOR BEST PERFORMANCE, THE CONTROLLER INTERFACE SHOULD BE INSTALLED AT LEAST FIVE FEET ABOVE THE GROUND. 2. IT IS RECOMMENDED THAT THE CONTROLLER INTERFACE BE INSTALLED AWAY FROM SOURCES OF ELECTRICAL INTERFERENCE (SUCH AS TRANSFORMERS, GENERATORS, PUMPS, FANS, ELECTRICAL METER BOXES) AND METAL OBJECTS TO MAXIMIZE COMMUNICATION RANGE. 

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
4

AutoCAD SHX Text
4

AutoCAD SHX Text
CABLE HARNESS FOR CONTROLLER

AutoCAD SHX Text
  INTERFACE (30" MAXIMUM)

AutoCAD SHX Text
RED

AutoCAD SHX Text
OR 

AutoCAD SHX Text
BLACK

AutoCAD SHX Text
WIRES 

AutoCAD SHX Text
TO HERE

AutoCAD SHX Text
WIRES 

AutoCAD SHX Text
TO HERE

AutoCAD SHX Text
  OUTDOOR WALL MOUNT

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
POP-UP SPRAY HEAD

AutoCAD SHX Text
RD-04 WITH SWING PIPE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
ROTOR POP-UP HEAD

AutoCAD SHX Text
5004 PLUS

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
ELECTRIC REMOTE CONTROL VALVE

AutoCAD SHX Text
PEB OR PEB SERIES

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
CONTROL ZONE KIT DRIP VALVE

AutoCAD SHX Text
XCZ-PRB100-COM

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
QUICK COUPLING VALVE

AutoCAD SHX Text
MODEL 44RC SERIES

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
ESP-LXME CONTROLLER

AutoCAD SHX Text
IN PLASTIC CABINET

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
WIRELESS RAIN SENSOR

AutoCAD SHX Text
WR2 SERIES CONTROLLER INTERFACE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
RWS ROOT WATERING SYSTEM

AutoCAD SHX Text
INSTALLATION FOR TREES

AutoCAD SHX Text
FOR OUTSIDE MOUNT

AutoCAD SHX Text
-OUTDOOR

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
ALUMINUM SOLID PANEL TYPE ENCLOSURE

AutoCAD SHX Text
BRASS NIPPLE

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
SIDE VIEW

AutoCAD SHX Text
TOP VIEW

AutoCAD SHX Text
ALUMINUM BOX TYPE ENCLOSURE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
BACKFLOW PREVENTER WITH ALUMINUM ENCLOSURE

AutoCAD SHX Text
POURED CONCRETE BASE 6"MIN. THICKNESS. EXTEND 2" BEYOND OUTSIDE DIMENSIONS OF ENCLOSURE 

AutoCAD SHX Text
REDUCED PRESSURE BACKFLOW PREVENTER 

AutoCAD SHX Text
MANUAL DRAIN VALVE SEE DETAIL F/L501

AutoCAD SHX Text
REDUCED PRESSURE BACK FLOW PREVENTER. SEE IRRIGATION LEGEND

AutoCAD SHX Text
LOCKABLE DROP DOWN DOOR, PADLOCK 

AutoCAD SHX Text
ANCHOR BOLTS "L" STYLE

AutoCAD SHX Text
10" DIA. ROUND VALVE BOX

AutoCAD SHX Text
2" PVC SCH 40 PVC SLEEVE

AutoCAD SHX Text
DIELECTRIC UNION

AutoCAD SHX Text
GALVANIZED 90D ELL

AutoCAD SHX Text
LINE TO SYSTEM SCH. 40

AutoCAD SHX Text
GALVANIZED PIPE

AutoCAD SHX Text
COMPACTED AGGREGATE 4" THICK

AutoCAD SHX Text
COMPACTED OR UNDISTURBED SUB-GRADE

AutoCAD SHX Text
HINGE

AutoCAD SHX Text
POURED CONCRETE BASE

AutoCAD SHX Text
GALVANIZED NIPPLE

AutoCAD SHX Text
LINE FROM WATER SOURCE

AutoCAD SHX Text
GALVANIZED PIPE

AutoCAD SHX Text
LANDSCAPE SURFACING

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
WEED BARRIER LAP EDGES

AutoCAD SHX Text
6"MIN. GRAVEL

AutoCAD SHX Text
HINGE

AutoCAD SHX Text
LAND SURVEYORS * TRAFFIC ENGINEERS

AutoCAD SHX Text
LAND PLANNERS * CIVIL ENGINEERS

AutoCAD SHX Text
STRUCTURAL ENGINEERS * LANDSCAPE ARCHITECTS

AutoCAD SHX Text
5160 SOUTH 1500 WEST

AutoCAD SHX Text
RIVERDALE, UTAH 84405

AutoCAD SHX Text
TEL: (801) 621-3100

AutoCAD SHX Text
FAX: (801) 621-2666

AutoCAD SHX Text
www.reeve-assoc.com

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
375328

AutoCAD SHX Text
H

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
U

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
N

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
J. NATE REEVE

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
L

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
D

AutoCAD SHX Text
O

AutoCAD SHX Text
SPRINKLER NOTE All Plant Material shown on the drawing shall be serviced by an Automatic Underground Irrigation System.  The Contractor is to have a qualified Irrigation System specialist prepare a design for an Automatic Underground Irrigation System and submit drawings to the Engineer for approval at least 30 days prior to the system installation.  Underground Irrigation System Drawings shall be prepared on 24"x36" sheet, neatly drawn and very legible.  Drawings are to include head spacing, types of heads, piping with sizes, valves, fittings and all other items required for proper installation of the system. The Landscape Contractor shall be responsible for the installation of all irrigation sleeves prior to placement of hard improvements.  Coordinate with the General Contractor.  The Landscape Contractor is to provide an Irrigation System connection (meter and backflow preventer assembly) to the waterline, as applicable, within State and Local jurisdictional codes.  The Irrigation Contractor is responsible to coordinate this item with the Utility Contractor. The Irrigation Control Box shall be located at the direction of the Project Manager.

sburton
Text Box
Exhibit APage 23 of 23



C6

P
R

O
P

O
S

E
D

S
I
T

E
 
P

L
A

N

M
A

V
E

R
I
K

,
 
I
N

C
.
 
S

T
O

R
E

 
#

2
5

0

Copyright  2015 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.
C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343

PROJECT NUMBER

ISSUE DATE:

REVISIONS:

S
H

E
E

T
 
T

I
T

L
E

NOTE:

Bid documents should not be separated

or issued as partial sets to

subcontractors. Bidders are responsible

for all portions of the documents that

pertain to work covered by sub-bids.

Bidder assumes full responsibility for

error or misinterpretations resulting from

partial sets of Bidding Documents by

itself or any sub-bidder.

Conflicting information or errors found in

the construction documents should be

brought to the attention of the architect

immediatly. In the event of a conflict in

the drawings, bidder should not assume

the least expensive option will meet the

project requirements.

5
1

0
0

 
E

A
S

T
 
&

 
2

5
0

0
 
N

O
R

T
H

E
D

E
N

,
 
U

T
A

H

APR. 13, 2018

No. Date Description

Reeve
& Associates, Inc.

PROJECT NUMBER: 5799-230

DRAWN BY: RWH

ENGINEER: JNR

AutoCAD SHX Text
STOP

AutoCAD SHX Text
STOP

AutoCAD SHX Text
STOP

AutoCAD SHX Text
STOP

AutoCAD SHX Text
VAN

AutoCAD SHX Text
NORTH

AutoCAD SHX Text
Scale: 1" = 20'

AutoCAD SHX Text
20

AutoCAD SHX Text
0

AutoCAD SHX Text
20

AutoCAD SHX Text
40

AutoCAD SHX Text
60

AutoCAD SHX Text
LAND SURVEYORS * TRAFFIC ENGINEERS

AutoCAD SHX Text
LAND PLANNERS * CIVIL ENGINEERS

AutoCAD SHX Text
STRUCTURAL ENGINEERS * LANDSCAPE ARCHITECTS

AutoCAD SHX Text
5160 SOUTH 1500 WEST

AutoCAD SHX Text
RIVERDALE, UTAH 84405

AutoCAD SHX Text
TEL: (801) 621-3100

AutoCAD SHX Text
FAX: (801) 621-2666

AutoCAD SHX Text
www.reeve-assoc.com

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
375328

AutoCAD SHX Text
H

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
U

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
N

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
J. NATE REEVE

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
L

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
D

AutoCAD SHX Text
O

AutoCAD SHX Text
S.R. 158

AutoCAD SHX Text
Highway 162

AutoCAD SHX Text
TRANS

AutoCAD SHX Text
EX. FENCE

AutoCAD SHX Text
EX. ACCESS

AutoCAD SHX Text
SIGN

AutoCAD SHX Text
SIGN

AutoCAD SHX Text
SIGN

AutoCAD SHX Text
PP

AutoCAD SHX Text
TEL

AutoCAD SHX Text
TEL

AutoCAD SHX Text
EX. ACCESS

AutoCAD SHX Text
PP

AutoCAD SHX Text
TEL

AutoCAD SHX Text
TEL

AutoCAD SHX Text
TEL

AutoCAD SHX Text
TRANS

AutoCAD SHX Text
TRANS

AutoCAD SHX Text
EX. ACCESS

AutoCAD SHX Text
PWR

AutoCAD SHX Text
TEL

AutoCAD SHX Text
N40%%D03'45"W  101.32'

AutoCAD SHX Text
S88%%D30'52"W 112.41'

AutoCAD SHX Text
N01%%D31'30"W  228.76'

AutoCAD SHX Text
S09%%D24'33"E

AutoCAD SHX Text
17.88'

AutoCAD SHX Text
C2

AutoCAD SHX Text
C3

AutoCAD SHX Text
C1

AutoCAD SHX Text
#

AutoCAD SHX Text
RADIUS

AutoCAD SHX Text
ARC LENGTH

AutoCAD SHX Text
CHD LENGTH

AutoCAD SHX Text
TANGENT

AutoCAD SHX Text
CHD BEARING

AutoCAD SHX Text
DELTA

AutoCAD SHX Text
C1

AutoCAD SHX Text
1823.73'

AutoCAD SHX Text
307.73'

AutoCAD SHX Text
307.37'

AutoCAD SHX Text
154.23'

AutoCAD SHX Text
S52°32'05"E

AutoCAD SHX Text
9°40'05"

AutoCAD SHX Text
C2

AutoCAD SHX Text
73.40'

AutoCAD SHX Text
43.07'

AutoCAD SHX Text
42.46'

AutoCAD SHX Text
22.18'

AutoCAD SHX Text
S23°56'07"W

AutoCAD SHX Text
33°37'16"

AutoCAD SHX Text
C3

AutoCAD SHX Text
459.26'

AutoCAD SHX Text
200.12'

AutoCAD SHX Text
198.54'

AutoCAD SHX Text
101.68'

AutoCAD SHX Text
S22°04'22"W

AutoCAD SHX Text
24°58'00"

AutoCAD SHX Text
Curve Table

AutoCAD SHX Text
Elevation Datum

AutoCAD SHX Text
SITE BENCHMARK #2: BRASS CAP MONUMENT NORTHING = 22736.34 EASTING = 12676.29 ELEVATION = 4963.72'

AutoCAD SHX Text
Elevation Datum

AutoCAD SHX Text
SITE BENCHMARK #1: BRASS CAP MONUMENT NORTHING = 22717.10 EASTING = 15343.94 ELEVATION = 4978.61'

AutoCAD SHX Text
MAVERIK STORE 3,824 SF

AutoCAD SHX Text
PARKING

AutoCAD SHX Text
RESERVED

AutoCAD SHX Text
R7-8

AutoCAD SHX Text
R7-8P

AutoCAD SHX Text
ACCESSIBLE

AutoCAD SHX Text
VAN

AutoCAD SHX Text
NOTES: 1)	WHERE PARKING SPACES THAT ARE RESERVED WHERE PARKING SPACES THAT ARE RESERVED FOR PERSONS WITH DISABILITIES ARE DESIGNATED TO ACCOMMODATE WHEELCHAIR VANS, A "VAN ACCESSIBLE" (R7-8P) PLAQUE SHALL BE MOUNTED BELOW THE R7-8 SIGN. 2)	SIGNS SHALL BE MOUNTED A MINIMUM OF 60" SIGNS SHALL BE MOUNTED A MINIMUM OF 60" FROM BOTTOM OF SIGN TO TOP OF SIDEWALK. 3)	SIGNS TO MEET ALL STATE AND LOCAL SIGNS TO MEET ALL STATE AND LOCAL REGULATIONS.

AutoCAD SHX Text
MUTCD

AutoCAD SHX Text
MUTCD

AutoCAD SHX Text
PARKING

AutoCAD SHX Text
RESERVED

AutoCAD SHX Text
R7-8

AutoCAD SHX Text
MUTCD

AutoCAD SHX Text
ADA Parking Signage

AutoCAD SHX Text
%%UFuel Island Layout

AutoCAD SHX Text
SCALE: 1"=10'

AutoCAD SHX Text
Legend

AutoCAD SHX Text
= PROPOSED CONCRETE

AutoCAD SHX Text
= EXISTING ASPHALT PAVEMENT

AutoCAD SHX Text
= PROPOSED ASPHALT PAVEMENT

AutoCAD SHX Text
= PROPOSED CONCRETE PAVING

AutoCAD SHX Text
   OR ALTERNATE BID PAVING

AutoCAD SHX Text
= EXISTING CONCRETE PAVEMENT

AutoCAD SHX Text
= A.D.A. ROUTE - NOT TO EXCEED A

AutoCAD SHX Text
   RUNNING SLOPE GREATER THAN

AutoCAD SHX Text
= A.D.A. PARKING AREAS - NOT TO

AutoCAD SHX Text
= OUTFLOW CURB

AutoCAD SHX Text
   (SEE GRADING PLAN)

AutoCAD SHX Text
   5.0%%% OR CROSS SLOPE GREATER

AutoCAD SHX Text
   THAN 1.5%%%.

AutoCAD SHX Text
   EXCEED A SLOPE GREATER THAN

AutoCAD SHX Text
   1.5%%% IN ANY DIRECTION.

AutoCAD SHX Text
"HOOP" BOLLARD, SEE DETAIL 3/C9.1

AutoCAD SHX Text
PICNIC TABLE, SEE DETAIL 1/C9.1

AutoCAD SHX Text
XACTAIR AIR STATION SEE DETAIL 8/C9.1

AutoCAD SHX Text
BIKE RACK, SEE DETAIL 5/C9.1

AutoCAD SHX Text
BOLLARDS, TYP. SEE DETAILS 1/C9.1 & 2/C9.1

AutoCAD SHX Text
TRASH ENCLOSURE SEE DETAIL 5/C9.1

AutoCAD SHX Text
10

AutoCAD SHX Text
* DISPENSERS 1-14 TO BE

AutoCAD SHX Text
  MULTIPLE PRODUCT DISPENSERS (MPD)

AutoCAD SHX Text
* ALL FUEL DISPENSER ISLANDS TO BE

AutoCAD SHX Text
  EQUIPPED WITH A FIRE EXTINGUISHER

AutoCAD SHX Text
ADA ADJUSTABLE SIGNAGE SLEEVE IN BOLLARD

AutoCAD SHX Text
ADA RAMP W/ TRUNCATED DOMES

AutoCAD SHX Text
TRUNCATED DOMES

AutoCAD SHX Text
ADA DISPENSER 

AutoCAD SHX Text
FUEL ISLANDS & SHELTER

AutoCAD SHX Text
CHAMFER ALL CORNERS, TYP.

AutoCAD SHX Text
CURB & GUTTER SEE DETAIL 1/C9

AutoCAD SHX Text
OUTFLOW CURB & GUTTER SEE DETAIL 2/C9

AutoCAD SHX Text
ON-SITE PAVING SEE DETAIL 3/C9 OR 4/C9

AutoCAD SHX Text
CONCRETE WALKWAY SEE DETAIL 5/C9

AutoCAD SHX Text
CONCRETE PAD OVER UST SEE DETAIL 6/C9

AutoCAD SHX Text
CONCRETE PAD UNDER FUEL SHELTER SEE DETAIL 7/C9

AutoCAD SHX Text
CONCRETE PARKING STALL SEE DETAIL 8/C9

AutoCAD SHX Text
TRASH ENCLOSURE PAD SEE DETAIL 11/C9

AutoCAD SHX Text
PETROLEUM TRENCH CAP SEE DETAIL 12/C9

AutoCAD SHX Text
CONCRETE COLLAR SEE DETAIL 13/C9

AutoCAD SHX Text
UNDERGROUND STORAGE TANKS SEE DETAILS, C11

AutoCAD SHX Text
%%UCurb Transition

AutoCAD SHX Text
SCALE: NONE

AutoCAD SHX Text
6"

AutoCAD SHX Text
12"

AutoCAD SHX Text
S43%%D42'04"E  47.52'

AutoCAD SHX Text
N01%%D31'30"W  158.50'

AutoCAD SHX Text
R

AutoCAD SHX Text
Know

AutoCAD SHX Text
what's

AutoCAD SHX Text
below.

AutoCAD SHX Text
Call

AutoCAD SHX Text
before

AutoCAD SHX Text
you

AutoCAD SHX Text
dig.

AutoCAD SHX Text
PP

AutoCAD SHX Text
9

AutoCAD SHX Text
8

AutoCAD SHX Text
7

AutoCAD SHX Text
6

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
12

AutoCAD SHX Text
11

AutoCAD SHX Text
14

AutoCAD SHX Text
13

AutoCAD SHX Text
#1

AutoCAD SHX Text
25K UNLEADED

AutoCAD SHX Text
#2

AutoCAD SHX Text
25K DIESEL

AutoCAD SHX Text
#3

AutoCAD SHX Text
13K PREMIUM

AutoCAD SHX Text
12K ETHANOL FREE

AutoCAD SHX Text
#4

AutoCAD SHX Text
10' ASPHALT TRAIL

AutoCAD SHX Text
10' ASPHALT TRAIL

AutoCAD SHX Text
ADA RAMP W/ TRUNCATED DOMES

AutoCAD SHX Text
ADA RAMP W/ TRUNCATED DOMES

AutoCAD SHX Text
ADA RAMP W/ TRUNCATED DOMES

AutoCAD SHX Text
FUEL ISLANDS & SHELTER

AutoCAD SHX Text
CHAMFER ALL CORNERS, TYP.

AutoCAD SHX Text
CHAMFER ALL CORNERS, TYP.

AutoCAD SHX Text
CONCRETE PAD UNDER FUEL SHELTER SEE DETAIL 7/C9

AutoCAD SHX Text
"HOOP" BOLLARD, SEE DETAIL 3/C9.1

AutoCAD SHX Text
OUTFLOW CURB & GUTTER SEE DETAIL 2/C9

AutoCAD SHX Text
CURB & GUTTER SEE DETAIL 1/C9

AutoCAD SHX Text
1'-2.5' RETAINING WALL

AutoCAD SHX Text
10' ASPHALT TRAIL

AutoCAD SHX Text
R1839.2'

AutoCAD SHX Text
R1839.2'

AutoCAD SHX Text
R474.8'

AutoCAD SHX Text
CONCRETE COLLAR SEE DETAIL 13/C9

AutoCAD SHX Text
PETROLEUM TRENCH CAP SEE DETAIL 12/C9

AutoCAD SHX Text
NOTES: 1.	SEE ELECTRICAL PLANS FOR ALL LIGHT POLES & SEE ELECTRICAL PLANS FOR ALL LIGHT POLES & LIGHT POLE LOCATIONS. ALL LIGHT POLE BASES SHALL BE STRAIGHT AND PLASTERED SMOOTH. TOP OF LIGHT BASE SHALL BE 2'-6" ABOVE TOP OF CURB/SIDEWALK. BASES PROVIDED BY G.C., TYP. 2.	XACTAIR STATION ON 30"x36" CONCRETE PAD. XACTAIR STATION ON 30"x36" CONCRETE PAD. EQUIPMENT PROVIDED BY OWNER. G.C. TO PROVIDE ELECTRICAL SERVICE AND INSTALL AIR STATION EQUIPMENT. 3.	ALL UTILITY DIGGING OR OTHER EXCAVATION SHALL ALL UTILITY DIGGING OR OTHER EXCAVATION SHALL TAKE IN CONSIDERATION EXISTING SIDEWALKS, CURB & GUTTERS, AND OTHER STRUCTURES THAT MAY NEED TO BE REMOVED AND/OR REPLACED AS PART OF THE G.C. BID. 4.	ALL PARKING STALLS TO BE PAINTED WITH 4" ALL PARKING STALLS TO BE PAINTED WITH 4" YELLOW PAINT STRIPING.

AutoCAD SHX Text
CURB TRANSITION, SEE DETAIL THIS SHEET

AutoCAD SHX Text
CURB TRANSITION, SEE DETAIL THIS SHEET

AutoCAD SHX Text
CURB TRANSITION, SEE DETAIL THIS SHEET

AutoCAD SHX Text
CURB TRANSITION, SEE DETAIL THIS SHEET

AutoCAD SHX Text
LIGHT, TYP. SEE DETAIL 4/C9.2

AutoCAD SHX Text
RELOCATED POWER POLE

AutoCAD SHX Text
ADA RAMP W/ TRUNCATED DOMES

AutoCAD SHX Text
36" HIGH 2 RAIL WOODEN FENCE ALONG FRONTAGE

AutoCAD SHX Text
NEW MAVERIK MONUMENT SIGN

AutoCAD SHX Text
NEW MAVERIK MONUMENT SIGN

AutoCAD SHX Text
109.40'

AutoCAD SHX Text
2' WATERWAY SEE DETAIL 10/C9

AutoCAD SHX Text
%%USite Information

AutoCAD SHX Text
APN# 22-046-0085   5100 EAST 2500 NORTH 5100 EAST 2500 NORTH EDEN, WEBER COUNTY, UTAH

AutoCAD SHX Text
TOTAL PARCEL AREA........................114,143 s.f.

AutoCAD SHX Text
BUILDING AREA....................................3,824 s.f.   6.1%%%

AutoCAD SHX Text
HARD SURFACED AREA......................45,685 s.f.  73.1%%%

AutoCAD SHX Text
PROPERTY ZONE................................CV-2, AV-3

AutoCAD SHX Text
LANDSCAPE AREA...............................13,039 s.f.  20.8%%%

AutoCAD SHX Text
DRAINFIELD AREA...............................51,595 s.f.

AutoCAD SHX Text
PARKING STALLS REQUIRED................

AutoCAD SHX Text
PARKING STALLS PROVIDED................15 + 1 A.D.A.

AutoCAD SHX Text
BICYCLE STALLS PROVIDED..................3

AutoCAD SHX Text
MAVERIK PARCEL AREA......................62,548 s.f.

AutoCAD SHX Text
OUTFLOW CURB & GUTTER SEE DETAIL 2/C9

AutoCAD SHX Text
36" HIGH 2 RAIL WOODEN FENCE ALONG FRONTAGE

AutoCAD SHX Text
RELOCATED STOP SIGN

sburton
Text Box
Exhibit BPage 1 of 1



SITE PLAN

Sign Package for Maverik Eden, UT

Presented By

Salt Lake Region

Version:
DSGN #15466 R0 6-5-2018

Salt Lake Of�ce
1605 South Gramercy Road
Salt Lake City, UT 84104
801-487-8481

2

3

1-A
1-B

sburton
Text Box
Exhibit CPage 1 of 5



DESIGN

Approval

Maverik #250

Eden, UT

5100 E. 2500 N.

Orig: 6-6-2018

1605 South Gramercy Rd.
Salt Lake City, UT 84104

801.487.8481
www.yesco.com

© 2017 YESCO LLC. All right reserved

This drawing was created to assist you in 
visualizing our proposal. The original ideas 
herein are the property of YESCO LLC. 
Permission to copy or revise this drawing can 
only be obtained through a written agreement 
with YESCO.
The colors shown are only approximated on 
any computer monitor, inkjet or laser print. The 
�nal product may vary slightly in color from
your computer monitor or print.

This sign is installed in accordance with the 
requirements of Article 600 of the National 
Electrical Code and / or other applicable local 
codes. This includes proper grounding and 
bonding of the sign.

ART 1.0

Client Sign / Date

A/E Sign / Date

Landlord Sign / Date

Acct. Exec: Matt Wren

Designer: Cheryl Lewis

Revisions
No. Date / Description

1

orig.

2

3

OPY# 15466
JO #        R0

R0

3”

Cabinet sizes &
widths & retainer sizes 

to be veri�ed from SKYLINE
All remainder of sign 

to match.

1 D/F NON-ILLUMINATED MONUMENT SIGN

SCALE: 3/8" = 1'-0"

1.1 SIDE VIEW

2'-6"

6” or as req.

4'-9"
or as req.

6'-0"

1'6"

8'-0"

1'-10"1'-2"

8" 3'-5"

10'-0"
5'-6" 4'-6"

10'-5 1/2"

REVERSE VIEW - PROVIDED AFTER SKYLINE VERIFICATION

ET
H
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L
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UN

LE
AD

ED
D
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SE

L

Internally illuminated extruded 
aluminum cabinets painted black fox. 
1 5/8” retainers. 1 1/2” metal divider 
bars.
White polycarbonate faces w/ 1st 
surface vinyl.  
Bon�re: digitally printed graphics 
[color corrected].  NO illumination.

SCOPE OF WORK:

PERMITTING

FINAL ELECTRICAL
CONNECTION BY:

YESCO

MANUFACTURE & INSTALL TWO [2]  D/F NON ILLUMINATED 
MONUMENT SIGNS.
SPOT ILLUMINATE WITH LEDS IN CHANNEL ALONG TOP
W/ 1” SQ. TUBE (OR AS REQ.) PAINTED LIGHT GREY, SIZES & 
SPECS AS PER ESTIMATING & ENGINEERING  REQUIREMENTS.

Monument lighting shall be downward directed from the top of the sign, and oriented so as 
to illuminate only the sign area, as defined in section 101-1-7, excluding the supports. 

Exterior lighting of sign shall not exceed a ratio of 75 lumens per square foot of sign area. 

Direct or artificial light, as defined in section 101-1-7, shall not be projected from the sign 
area or beyond the sign area, including by means of diffusion or refraction through a 
translucent or transparent surface. It shall be shielded so as not to project light onto any 
other surface.

1

NOTE:  UNLESS OTHERWISE NOTED, THE COLORS DEPICTED ON 
THIS RENDERING MAY NOT MATCH ACTUAL COLORS ON 
FINISHED DISPLAY.  PLEASE REFER TO COLOR-CALLOUTS AND 
THEIR APPROPRIATE VENDOR  SPECIFIED SAMPLES FOR 
APPROVED COLOR SPECIFICATIONS

 PAINT
VINYL

PMS #348

DUPONT# K 9441

PMS #186

3M 3630-147 LT EUROPEAN BLUE

3M 3630-33 RED

 PAINT
VINYL

 PAINT
VINYL

2

PMS STANDARD BLACK
3M 3630-22

 PAINT
VINYL

COLOR KEY 

3M 3630-26 GREEN

4

3

1

PMS 427C LIGHT GREY
AVERY UC 900-811-T

 PAINT
VINYL5

PMS COOL GRAY 7C PAINT
VINYL6

SHERWIN WILLIAMS# 7020 “BLACK FOX” PAINT
VINYL7

SKYLINE scroll price changer cabinet 
with products to be white faces w/ 1st 
surface vinyl [see color key]. NO 
illumination. 

Steel structure with cement board, 3” 
cement mow pad, and painted 
aluminum cap [match building]. 
Contractor to do brickwork.

SIGN AREA: 60 SF

PRICE ON STREET SIDE

sburton
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DESIGN

Approval

Maverik 

Orig: 7-18-2018

1605 South Gramercy Rd.
Salt Lake City, UT 84104

801.487.8481
www.yesco.com

© 2017 YESCO LLC. All right reserved

This drawing was created to assist you in 
visualizing our proposal. The original ideas 
herein are the property of YESCO LLC. 
Permission to copy or revise this drawing can 
only be obtained through a written agreement 
with YESCO.
The colors shown are only approximated on 
any computer monitor, inkjet or laser print. The 
�nal product may vary slightly in color from
your computer monitor or print.

This sign is installed in accordance with the 
requirements of Article 600 of the National 
Electrical Code and / or other applicable local 
codes. This includes proper grounding and 
bonding of the sign.

ART 2.0

Client Sign / Date

A/E Sign / Date

Landlord Sign / Date

Acct. Exec:

Sign Type 
OPY#

JO #00000
scale: as noted

Matt Wren

Designer: Cheryl Lewis

Revisions
No. Date / Description

orig.

00.00.00001

2

3

4

5

6

1'
 - 

0"

10"

1' 
- 0

"

1' - 4"1' - 4"

6'
 - 

7"

16' - 4"

8' - 2"8' - 2"

10' - 10"

11
 7

/8
"

6 
1/

8"
6"

6'
 - 

1"
6"

2.1 SIDE VIEW

2.2 FRONT ELEVATION
SCALE : 1/4" = 1'-0"

2 CUSTOM HANGING CABINET

SCALE: 3/4" = 1'-0"

QTY: 1

ELEVATION: FRONT 

3'
-1

0 
1 /4

"
3'

-0
"

1'
-4

 1 /
8"

TBD 9'-0"

NOTE:
FIELD SURVEY REQUIRED PRIOR TO FABRICATION.

This design does not constitute production ready artwork and is to be used exclusively for proo�ng and review purposes only.  

SCOPE OF WORK:

 SIGN AREA: 34.711ft²PERMITTING

FINAL ELECTRICAL
CONNECTION BY:

NOT INCLUDED

MANUFACTURE & PROVIDE ONE [1] HANGING CABINET w/ 
CHANNEL LETTERS.
YESCO TO SHIP SIGN TO FREY-MOSS IN GEORGIA & THEY
WILL ATTACH THE SIGN CABINET TO THE MODULAR BLDG. 

Steel panel w/ powder coated �nish [see color 
key].

Routed out and backed up white arcylic w/ 1st 
surface translucent vinyl  [see color key]. Non- 
illuminated.

Channel letter.

Steel panel.

5” deep aluminum channel letter 
w/ Satin painted returns [see color 
key]. Red 3RK32 or 2283 acrylic 
faces. 1” painted trim cap 
[match returns]. Reverse Halo 
Illuminated. With 1" standoff from 
auminum panel.

FRON
TBA

CK

33

COLOR KEY - MAVERIK STANDARDS - NEW LOGO

PAINT
AVERY UC 900-811-T “PANTONE 427c”VINYL33 SHERWIN WILLIAMS TO MATCH “PMS 427c”

PAINT
3M 3630-33 “RED”VINYL22 PMS #186

NOTE: UNLESS OTHERWISE NOTED, THE COLORS DEPICTED ON THIS RENDERING MAY 
NOT MATCH ACTUAL COLORS ON FINISHED DISPLAY. PLEASE REFER TO COLOR-CALLOUTS 
AND THEIR APPROPRIATE VENDOR SPECIFIED SAMPLES FOR APPROVED COLOR 
SPECIFICATIONS

PAINT
3M 3630-22 “BLACK”VINYL11 SHERWIN WILLIAMS# 7020 “BLACK FOX”

Mounting hardward TBD.

Installation and attachment to be by others.

Exterior lighting of a sign shall be downward directed from the top of the sign, and oriented so as to illuminate only the sign area, as defined in section 101-1-7, excluding the supports. 
Exterior lighting of a sign shall not exceed a ratio of 75 lumens per square foot of sign area. This ratio shall be calculated by combining the total lumen output of each artificial light source divided by the square footage of the sign area

Matt Wren
Text Box
Maverik letters to be Halo Illuminated from rear of letter. No exterior illumination. 
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DESIGN

Approval

Maverik 

Orig: 7-18-2018

1605 South Gramercy Rd.
Salt Lake City, UT 84104

801.487.8481
www.yesco.com

© 2017 YESCO LLC. All right reserved

This drawing was created to assist you in 
visualizing our proposal. The original ideas 
herein are the property of YESCO LLC. 
Permission to copy or revise this drawing can 
only be obtained through a written agreement 
with YESCO.
The colors shown are only approximated on 
any computer monitor, inkjet or laser print. The 
�nal product may vary slightly in color from
your computer monitor or print.

This sign is installed in accordance with the 
requirements of Article 600 of the National 
Electrical Code and / or other applicable local 
codes. This includes proper grounding and 
bonding of the sign.

ART 3.0

Client Sign / Date

A/E Sign / Date

Landlord Sign / Date

Acct. Exec:

Sign Type 
OPY#

JO #00000
scale: as noted

Matt Wren

Designer:

Revisions
No. Date / Description

orig.

00.00.00001

2

3

4

5

6

10
"

10
"

10"

10"

1' - 0"1' - 0"

5'
 - 

5 
1/

8"

13' - 4 1/2"

"4/1 8 - '6"4/1 8 - '6

3.1 SIDE VIEW

3.2 SIDE ELEVATION
SCALE : 1/4" = 1'-0"

3 CHANNEL LETTERS ON PANEL
SCALE: 3/4" = 1'-0"

QTY: 1

ELEVATION: SIDE

5'-9"

1'
-1

1 
1 /2

"
10

 1 /
8"

NOTE:
REFER TO ENGINEERING FOR MOUNTING DETAILS

This design does not constitute production ready artwork and is to be used exclusively for proo�ng and review purposes only.  

SCOPE OF WORK:

 SIGN AREA: 11.259ft²PERMITTING

FINAL ELECTRICAL
CONNECTION BY:

NOT INCLUDED

MANUFACTURE & PROVIDE ONE [1]  SET OF LETTERS 
MOUNTED TO RACEWAY.
YESCO TO SHIP SIGN TO FREY-MOSS IN GEORGIA & THEY
WILL ATTACH THE SIGN CABINET TO THE MODULAR BLDG.  

COLOR KEY - MAVERIK STANDARDS - NEW LOGO

PAINT
AVERY UC 900-811-T “PANTONE 427c”VINYL33 SHERWIN WILLIAMS TO MATCH “PMS 427c”

PAINT
3M 3630-33 “RED”VINYL22 PMS #186

NOTE: UNLESS OTHERWISE NOTED, THE COLORS DEPICTED ON THIS RENDERING MAY 
NOT MATCH ACTUAL COLORS ON FINISHED DISPLAY. PLEASE REFER TO COLOR-CALLOUTS 
AND THEIR APPROPRIATE VENDOR SPECIFIED SAMPLES FOR APPROVED COLOR 
SPECIFICATIONS

PAINT
3M 3630-22 “BLACK”VINYL11 SHERWIN WILLIAMS# 7020 “BLACK FOX”

5” deep aluminum channel 
letter w/ Satin painted returns 
[see color key]. Red 3RK32 or 
2283 acrylic faces. 1” painted 
trim cap [match returns]. 
Reverse Halo Illuminated. With 
1" standoff from auminum 
panel.

NOTE:
FIELD SURVEY REQUIRED PRIOR TO FABRICATION.

Channel letter.

Steel panel.

FRON
TBA

CK

Matt Wren
Text Box
Maverik letters to be Halo Illuminated from rear of letter. No exterior illumination. 
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FINISH GRADE
100' - 0"

CANOPY ROOF
125' - 7"

T.O. CAP 1
104' - 0"

PARAPET
116' - 0"

UPPER PARAPET
117' - 6"

T.O. CAP 2
106' - 2"

FRONT SOFFIT
109' - 6 3/16"

22' - 4 7/8" 72' - 8 1/2" 10' - 7 3/4"

PR1.0
1 PERSPECTIVE

1/4" = 1'-0"PR1.0
2 FRONT ELEVATION

Copyright  2018 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343WWW.JZW-A.COM

MAVERIK
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or issued as partial sets to

subcontractors. Bidders are responsible

for all portions of the documents that

pertain to work covered by sub-bids.

Bidder assumes full responsibility for

error or misinterpretations resulting from

partial sets of Bidding Documents by

itself or any sub-bidder.

Conflicting information or errors found in

the construction documents should be

brought to the attention of the architect

immediatly. In the event of a conflict in

the drawings, bidder should not assume

the least expensive option will meet the

project requirements.
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PROJECT NUMBER: 5799-230

STRUCTURAL ENGINEERS * LANDSCAPE ARCHITECTS
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RIVERDALE, UTAH 84405

TEL: (801) 621-3100
FAX: (801) 621-2666

www.reeve-assoc.com

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
375328

AutoCAD SHX Text
H

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
U

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
N

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
J. NATE REEVE

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
L

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
D

AutoCAD SHX Text
O

AutoCAD SHX Text
Prunus padus

AutoCAD SHX Text
Mayday Tree

AutoCAD SHX Text
Gleditsia tria. iner. 'Imperial'

AutoCAD SHX Text
Imperial Honeylocust

AutoCAD SHX Text
Picea pungens 

AutoCAD SHX Text
Colorado Blue Spruce

AutoCAD SHX Text
Syringa reticulata 'Ivory Silk'

AutoCAD SHX Text
Ivory Silk Tree Lilac

AutoCAD SHX Text
Picnic Trellis

sburton
Text Box
Exhibit DPage 1 of 6



L1

L
A

N
D

S
C

A
P

E

P
L

A
N

M
A

V
E

R
I
K

,
 
I
N

C
.
 
S

T
O

R
E

 
#

2
5

0

Copyright  2015 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.
C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343

PROJECT NUMBER

ISSUE DATE:

REVISIONS:

S
H

E
E

T
 
T

I
T

L
E

NOTE:

Bid documents should not be separated

or issued as partial sets to

subcontractors. Bidders are responsible

for all portions of the documents that

pertain to work covered by sub-bids.

Bidder assumes full responsibility for

error or misinterpretations resulting from

partial sets of Bidding Documents by

itself or any sub-bidder.

Conflicting information or errors found in

the construction documents should be

brought to the attention of the architect

immediatly. In the event of a conflict in

the drawings, bidder should not assume

the least expensive option will meet the

project requirements.

5
1

0
0

 
E

A
S

T
 
&

 
2

5
0

0
 
N

O
R

T
H

E
D

E
N

,
 
U

T
A

H

APR. 13, 2018

No. Date Description

Reeve
& Associates, Inc.

PROJECT NUMBER: 5799-230

DRAWN BY: RWH

ENGINEER: JNR

AutoCAD SHX Text
VAN

AutoCAD SHX Text
Gravel Mulch

AutoCAD SHX Text
all beds, typical

AutoCAD SHX Text
Turf Grass

AutoCAD SHX Text
Gravel Mulch

AutoCAD SHX Text
all beds, typical

AutoCAD SHX Text
Gravel Mulch

AutoCAD SHX Text
all beds, typical

AutoCAD SHX Text
Mow Strip

AutoCAD SHX Text
Mow Strip

AutoCAD SHX Text
Mow Strip

AutoCAD SHX Text
UDOT Seed Mix

AutoCAD SHX Text
1' High Landscaped Berm

AutoCAD SHX Text
all beds, typical

AutoCAD SHX Text
1' High Landscaped Berm

AutoCAD SHX Text
all beds, typical

AutoCAD SHX Text
1' High Landscaped Berm

AutoCAD SHX Text
all beds, typical

AutoCAD SHX Text
NORTH

AutoCAD SHX Text
Scale: 1" = 20'

AutoCAD SHX Text
20

AutoCAD SHX Text
0

AutoCAD SHX Text
20

AutoCAD SHX Text
40

AutoCAD SHX Text
60

AutoCAD SHX Text
LAND SURVEYORS * TRAFFIC ENGINEERS

AutoCAD SHX Text
LAND PLANNERS * CIVIL ENGINEERS

AutoCAD SHX Text
STRUCTURAL ENGINEERS * LANDSCAPE ARCHITECTS

AutoCAD SHX Text
5160 SOUTH 1500 WEST

AutoCAD SHX Text
RIVERDALE, UTAH 84405

AutoCAD SHX Text
TEL: (801) 621-3100

AutoCAD SHX Text
FAX: (801) 621-2666

AutoCAD SHX Text
www.reeve-assoc.com

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
375328

AutoCAD SHX Text
H

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
U

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
N

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
J. NATE REEVE

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
L

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
D

AutoCAD SHX Text
O

AutoCAD SHX Text
S.R. 158

AutoCAD SHX Text
Highway 162

AutoCAD SHX Text
MAVERIK STORE 3,824 SF

AutoCAD SHX Text
36" High, 2-Rail Wood Fence W/ 6" Wide Concrete Mow Strip. Coordinate With Maverik & Architect.

AutoCAD SHX Text
10' Wide Asphalt Trail

AutoCAD SHX Text
10' Wide Asphalt Trail

AutoCAD SHX Text
36" High, 2-Rail Wood Fence W/ 6" Wide Concrete Mow Strip. Coordinate With Maverik & Architect.

AutoCAD SHX Text
Landscape damaged due to construction of asphalt path to be repaired

AutoCAD SHX Text
%%USite Information

AutoCAD SHX Text
APN# 22-046-0085   5100 EAST 2500 NORTH 5100 EAST 2500 NORTH EDEN, WEBER COUNTY, UTAH

AutoCAD SHX Text
TOTAL PARCEL AREA........................114,143 s.f.

AutoCAD SHX Text
BUILDING AREA....................................3,824 s.f.   6.1%%%

AutoCAD SHX Text
HARD SURFACED AREA......................45,685 s.f.  73.1%%%

AutoCAD SHX Text
PROPERTY ZONE................................CV-2, AV-3

AutoCAD SHX Text
LANDSCAPE AREA...............................13,039 s.f.  20.8%%%

AutoCAD SHX Text
DRAINFIELD AREA...............................51,595 s.f.

AutoCAD SHX Text
PARKING STALLS REQUIRED................

AutoCAD SHX Text
PARKING STALLS PROVIDED................15 + 1 A.D.A.

AutoCAD SHX Text
BICYCLE STALLS PROVIDED..................3

AutoCAD SHX Text
MAVERIK PARCEL AREA......................62,548 s.f.

sburton
Text Box
Exhibit DPage 2 of 6



L2

L
A

N
D

S
C

A
P

E

D
E

T
A

I
L

S

M
A

V
E

R
I
K

,
 
I
N

C
.
 
S

T
O

R
E

 
#

2
5

0

Copyright  2015 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.
C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343

PROJECT NUMBER

ISSUE DATE:

REVISIONS:

S
H

E
E

T
 
T

I
T

L
E

NOTE:

Bid documents should not be separated

or issued as partial sets to

subcontractors. Bidders are responsible

for all portions of the documents that

pertain to work covered by sub-bids.

Bidder assumes full responsibility for

error or misinterpretations resulting from

partial sets of Bidding Documents by

itself or any sub-bidder.

Conflicting information or errors found in

the construction documents should be

brought to the attention of the architect

immediatly. In the event of a conflict in

the drawings, bidder should not assume

the least expensive option will meet the

project requirements.

5
1

0
0

 
E

A
S

T
 
&

 
2

5
0

0
 
N

O
R

T
H

E
D

E
N

,
 
U

T
A

H

APR. 13, 2018

No. Date Description

Reeve
& Associates, Inc.

PROJECT NUMBER: 5799-230

DRAWN BY: RWH

ENGINEER: JNR

AutoCAD SHX Text
TREES

AutoCAD SHX Text
Quantity

AutoCAD SHX Text
Symbol

AutoCAD SHX Text
Scientific Name

AutoCAD SHX Text
Common Name

AutoCAD SHX Text
Size

AutoCAD SHX Text
Acer x freemanii 'Celzam'

AutoCAD SHX Text
Celebration Maple

AutoCAD SHX Text
2" cal.

AutoCAD SHX Text
Gleditsia tria. iner. 'Imperial'

AutoCAD SHX Text
Imperial Honeylocust

AutoCAD SHX Text
Euonymus alatas 'Compacta'

AutoCAD SHX Text
Dwarf Burning Bush

AutoCAD SHX Text
Potentilla frut. 'Gold Drop' or equal

AutoCAD SHX Text
Gold Drop Potentilla or equal

AutoCAD SHX Text
Pinus mugo 'Pumilio'

AutoCAD SHX Text
Dwarf Mugo Pine

AutoCAD SHX Text
SHRUBS

AutoCAD SHX Text
Quantity

AutoCAD SHX Text
Symbol

AutoCAD SHX Text
Scientific Name

AutoCAD SHX Text
Common Name

AutoCAD SHX Text
Size

AutoCAD SHX Text
2" cal.

AutoCAD SHX Text
5 gal.

AutoCAD SHX Text
5 gal.

AutoCAD SHX Text
5 gal.

AutoCAD SHX Text
PERENNIALS

AutoCAD SHX Text
1 gal.

AutoCAD SHX Text
Calamagrostis 'Karl Foerster'

AutoCAD SHX Text
Karl Foerster Grass

AutoCAD SHX Text
5 gal.

AutoCAD SHX Text
1 gal.

AutoCAD SHX Text
Quantity

AutoCAD SHX Text
Symbol

AutoCAD SHX Text
Scientific Name

AutoCAD SHX Text
Common Name

AutoCAD SHX Text
Size

AutoCAD SHX Text
Picea pungens 

AutoCAD SHX Text
Colorado Blue Spruce

AutoCAD SHX Text
6' B&B

AutoCAD SHX Text
Hemerocallis 'Stella de Oro'

AutoCAD SHX Text
Penstemon digitalis 'Husker Red'

AutoCAD SHX Text
Aubrieta deltoides (purple variety)

AutoCAD SHX Text
Stella de Oro Daylily

AutoCAD SHX Text
Purple Rock Cress

AutoCAD SHX Text
Husker Red Penstemon

AutoCAD SHX Text
1 gal.

AutoCAD SHX Text
2

AutoCAD SHX Text
10

AutoCAD SHX Text
1

AutoCAD SHX Text
41

AutoCAD SHX Text
22

AutoCAD SHX Text
14

AutoCAD SHX Text
19

AutoCAD SHX Text
52

AutoCAD SHX Text
32

AutoCAD SHX Text
37

AutoCAD SHX Text
Juniperus sabina 'Buffalo'

AutoCAD SHX Text
Buffalo Juniper

AutoCAD SHX Text
5 gal.

AutoCAD SHX Text
10

AutoCAD SHX Text
Plant Table

AutoCAD SHX Text
Turf Grass - To be sodded.

AutoCAD SHX Text
UDOT Seed Mix - To be hydroseeded.  See Sheet L3 for details.

AutoCAD SHX Text
Decorative Boulders

AutoCAD SHX Text
Berberis thun. atro. 'Nana'

AutoCAD SHX Text
Crimson Pygmy Barberry

AutoCAD SHX Text
5 gal.

AutoCAD SHX Text
36

AutoCAD SHX Text
Landscape Code and Calculations CODE: A 15' continuous landscape area shall be provided along front and side property lines adjacent to street R.O.W. planted per below. 1.	Trees shall be planted 50' on-center.  They may be clustered. Trees shall be planted 50' on-center.  They may be clustered. S.R.158 and S.R.162=397.50 LF+87.13 LF=484.63 LF total. 484.63 LF/50'=10 trees required/provided (clustered). 2.	Earthen berms shall be constructed along landscape area to provide Earthen berms shall be constructed along landscape area to provide screening of off-street parking.  Berm may be continuous or vary in height, with a maintained maximum height of 3' along 75% of area. 3.	In addition to trees, landscape area shall be planted with low shrubs, In addition to trees, landscape area shall be planted with low shrubs, ground covers or turf.  Maximum height of berm + plants shall be 4'.  Xeriscape is strongly encouraged, with a maximum of 50% turf on the total site. CODE: Parking areas shall be screened or buffered from view.  Side and rear screens or buffers, whether plants or non-living material, shall be a minimum of 6' in height.  The first 25', as measured from the street R.O.W., shall not exceed 4' in height. CODE: Parking areas within 12' of side or rear lot lines shall have a continuous, 8' wide, landscape area consisting of a deciduous and evergreen shrub border or hedge.  Combinations of shrubs and permanent fences may be considered.

AutoCAD SHX Text
A 3" layer of 2" minus, crushed gravel mulch over Dewitt Pro 5 Weed Barrier Cloth, or equal.

AutoCAD SHX Text
Syringa reticulata 'Ivory Silk'

AutoCAD SHX Text
Ivory Silk Tree Lilac

AutoCAD SHX Text
2" cal.

AutoCAD SHX Text
2

AutoCAD SHX Text
Spacing

AutoCAD SHX Text
Spacing

AutoCAD SHX Text
Spacing

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
Per Plan

AutoCAD SHX Text
CONIFEROUS TREE PLANTING

AutoCAD SHX Text
LOOSELY TIE TO ALLOW FOR

AutoCAD SHX Text
TREE MOVEMENT, BUT SECURED

AutoCAD SHX Text
FOR HIGH WIND CONDITIONS.

AutoCAD SHX Text
4' x 2" x 2" STAKE

AutoCAD SHX Text
(ONE EA. TREE)

AutoCAD SHX Text
%%UNOTE:

AutoCAD SHX Text
DIG HOLE THREE TIMES THE WIDTH AND AS DEEP 

AutoCAD SHX Text
AS ROOTBALL, EXCEPT WHERE NOTED.

AutoCAD SHX Text
FILL WITH 3" BARK/ROCK MULCH.  BRUSH

AutoCAD SHX Text
CONSTRUCT 4" EARTH BERM SAUCER.

AutoCAD SHX Text
REMOVE BURLAP/PACKAGING MAT.

AutoCAD SHX Text
PLANT TREES 2"-3" HIGHER THAN GRADE.

AutoCAD SHX Text
BACKFILL WITH NATIVE SOIL

AutoCAD SHX Text
2'-0" MIN.

AutoCAD SHX Text
MULCH AWAY FROM TRUNK.

AutoCAD SHX Text
AFTER ONE YEAR.

AutoCAD SHX Text
REMOVE STAKES

AutoCAD SHX Text
UNDISTURBED SOIL

AutoCAD SHX Text
AND GUY WIRE

AutoCAD SHX Text
REMOVE TIES AFTER ONE YEAR.

AutoCAD SHX Text
REMOVE SAUCER AFTER ONE YEAR.

AutoCAD SHX Text
DECIDUOUS TREE PLANTING

AutoCAD SHX Text
SCALE: NOT TO SCALE

AutoCAD SHX Text
PRUNE ALL DEAD AND

AutoCAD SHX Text
INJURED WOOD. DO NOT

AutoCAD SHX Text
CUT LEADER.

AutoCAD SHX Text
LOOSELY TIE TO ALLOW FOR TREE

AutoCAD SHX Text
MOVEMENT, BUT SECURED FOR

AutoCAD SHX Text
METAL T-POSTS, 2 PER

AutoCAD SHX Text
TREE.  REMOVE POSTS &

AutoCAD SHX Text
REMOVE BURLAP/PACKAGING

AutoCAD SHX Text
BACKFILL WITH NATIVE SOIL

AutoCAD SHX Text
AS ROOTBALL, EXCEPT WHERE NOTED.

AutoCAD SHX Text
DIG HOLE THREE TIMES THE WIDTH AND AS DEEP

AutoCAD SHX Text
%%UNOTE:

AutoCAD SHX Text
MAT.  PLANT TREES 2"-3"

AutoCAD SHX Text
BERM SAUCER.

AutoCAD SHX Text
CONSTRUCT 4" EARTH

AutoCAD SHX Text
2'-0" MIN.

AutoCAD SHX Text
5'-0" MIN.

AutoCAD SHX Text
4"

AutoCAD SHX Text
4" WELL

AutoCAD SHX Text
TIES AFTER ONE YEAR.

AutoCAD SHX Text
FILL WITH 3" BARK/ROCK MULCH.

AutoCAD SHX Text
HIGHER THAN GRADE.

AutoCAD SHX Text
UNDISTURBED SOIL

AutoCAD SHX Text
HIGH WIND CONDITIONS.

AutoCAD SHX Text
BRUSH AWAY FROM TRUNK.

AutoCAD SHX Text
REMOVE SAUCER AFTER ONE YEAR.

AutoCAD SHX Text
CONCRETE MOW STRIP

AutoCAD SHX Text
SCALE:  NOT TO SCALE

AutoCAD SHX Text
LAWN

AutoCAD SHX Text
CONCRETE MOW STRIP

AutoCAD SHX Text
RADIUS EDGES

AutoCAD SHX Text
WHERE OCCURS

AutoCAD SHX Text
COMPACTED SUBGRADE

AutoCAD SHX Text
1"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
SHRUB PLANTING

AutoCAD SHX Text
SCALE: NOT TO SCALE

AutoCAD SHX Text
BACKFILL WITH NATIVE SOIL.

AutoCAD SHX Text
PLANT SHRUBS 2"-3" HIGHER THAN GRADE.

AutoCAD SHX Text
REMOVE BURLAP/PACKAGING MAT.

AutoCAD SHX Text
         DIG HOLE THREE TIMES THE WIDTH AND AS DEEP 

AutoCAD SHX Text
%%UNOTE:

AutoCAD SHX Text
3" EARTH BERM SAUCER.

AutoCAD SHX Text
BRUSH AWAY FROM STEM

AutoCAD SHX Text
3" OF BARK/ROCK MULCH.

AutoCAD SHX Text
         AS ROOTBALL, EXCEPT WHERE NOTED.

AutoCAD SHX Text
UNDISTURBED SOIL

AutoCAD SHX Text
REMOVE AFTER ONE YEAR.

AutoCAD SHX Text
BARK/ROCK MULCH -

AutoCAD SHX Text
SCALE: NOT TO SCALE

AutoCAD SHX Text
LAND SURVEYORS * TRAFFIC ENGINEERS

AutoCAD SHX Text
LAND PLANNERS * CIVIL ENGINEERS

AutoCAD SHX Text
STRUCTURAL ENGINEERS * LANDSCAPE ARCHITECTS

AutoCAD SHX Text
5160 SOUTH 1500 WEST

AutoCAD SHX Text
RIVERDALE, UTAH 84405

AutoCAD SHX Text
TEL: (801) 621-3100

AutoCAD SHX Text
FAX: (801) 621-2666

AutoCAD SHX Text
www.reeve-assoc.com

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
375328

AutoCAD SHX Text
H

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
U

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
N

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
J. NATE REEVE

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
L

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
D

AutoCAD SHX Text
O

AutoCAD SHX Text
%%UGeneral Notes

AutoCAD SHX Text
A) The contractor shall verify the exact location of all existing

AutoCAD SHX Text
and proposed utilities, and all site conditions prior to

AutoCAD SHX Text
beginning construction.  The contractor shall coordinate his

AutoCAD SHX Text
work with the project manager and all other contractors

AutoCAD SHX Text
working on this site.

AutoCAD SHX Text
B) The finish grade of all planting area shall be smooth, even

AutoCAD SHX Text
and consistent, free of any humps, depressions or other

AutoCAD SHX Text
grading irregularities.  The finish grade of all landscape areas

AutoCAD SHX Text
shall be graded consistently 3/4" below the top of all

AutoCAD SHX Text
surrounding walks, curbs, etc.

AutoCAD SHX Text
C) The contractor shall stake the location of all plants for

AutoCAD SHX Text
approval prior to planting.  Trees shall be located equidistant

AutoCAD SHX Text
from all surrounding plant material.  Shrubs and ground

AutoCAD SHX Text
covers shall be triangular and equally spaced.

AutoCAD SHX Text
D) The plant materials list is provided as an indication of the

AutoCAD SHX Text
specific requirements of the plants specified, wherever in

AutoCAD SHX Text
conflict with the planting plan, the planting plan shall govern.

AutoCAD SHX Text
E) The contractor shall provide all materials, labor and

AutoCAD SHX Text
equipment required for the proper completion of all landscape

AutoCAD SHX Text
work as specified and shown on the drawings.

AutoCAD SHX Text
F) All plant materials shall be approved prior to planting.

AutoCAD SHX Text
The Owner/Landscape Architect has the right to reject any

AutoCAD SHX Text
and all plant material not conforming to the specifications.

AutoCAD SHX Text
The Owner/Landscape Architect decision will be final.

AutoCAD SHX Text
G) The contractor shall keep the premises, storage areas and

AutoCAD SHX Text
paving areas neat and orderly at all times.  Remove trash,

AutoCAD SHX Text
sweep, clean, hose, etc. daily.

AutoCAD SHX Text
H) The contractor shall plant all plants per the planting

AutoCAD SHX Text
details, stake/guy as shown.  Top of root balls shall be

AutoCAD SHX Text
planted flush with grade.

AutoCAD SHX Text
I) The contractor shall not impede drainage in any way.  The

AutoCAD SHX Text
contractor shall always maintain positive drainage away from

AutoCAD SHX Text
the building, walls, etc.

AutoCAD SHX Text
J) The contractor shall maintain all work until ALL work is

AutoCAD SHX Text
complete and accepted by the Owner.  In addition, the

AutoCAD SHX Text
contractor shall maintain and guarantee all work for a period

AutoCAD SHX Text
of THIRTY DAYS from the date of final acceptance by the

AutoCAD SHX Text
Owner.  Maintenance shall include mowing, weeding, fertilizing,

AutoCAD SHX Text
cleaning, insecticides, herbicides, etc.

AutoCAD SHX Text
K) Maverik Corporation shall be responsible for landscape

AutoCAD SHX Text
maintenance beyond construction period.

sburton
Text Box
Exhibit DPage 3 of 6



L3

L
A

N
D

S
C

A
P

E

D
E

T
A

I
L

S

U
D

O
T

 
S

E
E

D

M
I
X

M
A

V
E

R
I
K

,
 
I
N

C
.
 
S

T
O

R
E

 
#

2
5

0

Copyright  2015 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.
C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343

PROJECT NUMBER

ISSUE DATE:

REVISIONS:

S
H

E
E

T
 
T

I
T

L
E

NOTE:

Bid documents should not be separated

or issued as partial sets to

subcontractors. Bidders are responsible

for all portions of the documents that

pertain to work covered by sub-bids.

Bidder assumes full responsibility for

error or misinterpretations resulting from

partial sets of Bidding Documents by

itself or any sub-bidder.

Conflicting information or errors found in

the construction documents should be

brought to the attention of the architect

immediatly. In the event of a conflict in

the drawings, bidder should not assume

the least expensive option will meet the

project requirements.

5
1

0
0

 
E

A
S

T
 
&

 
2

5
0

0
 
N

O
R

T
H

E
D

E
N

,
 
U

T
A

H

APR. 13, 2018

No. Date Description

Reeve
& Associates, Inc.

PROJECT NUMBER: 5799-230

DRAWN BY: RWH

ENGINEER: JNR

AutoCAD SHX Text
LAND SURVEYORS * TRAFFIC ENGINEERS

AutoCAD SHX Text
LAND PLANNERS * CIVIL ENGINEERS

AutoCAD SHX Text
STRUCTURAL ENGINEERS * LANDSCAPE ARCHITECTS

AutoCAD SHX Text
5160 SOUTH 1500 WEST

AutoCAD SHX Text
RIVERDALE, UTAH 84405

AutoCAD SHX Text
TEL: (801) 621-3100

AutoCAD SHX Text
FAX: (801) 621-2666

AutoCAD SHX Text
www.reeve-assoc.com

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
375328

AutoCAD SHX Text
H

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
U

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
N

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
J. NATE REEVE

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
L

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
D

AutoCAD SHX Text
O

sburton
Text Box
Exhibit DPage 4 of 6



L4

I
R

R
I
G

A
T

I
O

N

P
L

A
N

M
A

V
E

R
I
K

,
 
I
N

C
.
 
S

T
O

R
E

 
#

2
5

0

Copyright  2015 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.
C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343

PROJECT NUMBER

ISSUE DATE:

REVISIONS:

S
H

E
E

T
 
T

I
T

L
E

NOTE:

Bid documents should not be separated

or issued as partial sets to

subcontractors. Bidders are responsible

for all portions of the documents that

pertain to work covered by sub-bids.

Bidder assumes full responsibility for

error or misinterpretations resulting from

partial sets of Bidding Documents by

itself or any sub-bidder.

Conflicting information or errors found in

the construction documents should be

brought to the attention of the architect

immediatly. In the event of a conflict in

the drawings, bidder should not assume

the least expensive option will meet the

project requirements.

5
1

0
0

 
E

A
S

T
 
&

 
2

5
0

0
 
N

O
R

T
H

E
D

E
N

,
 
U

T
A

H

APR. 13, 2018

No. Date Description

Reeve
& Associates, Inc.

PROJECT NUMBER: 5799-230

DRAWN BY: RWH

ENGINEER: JNR

AutoCAD SHX Text
Locate Controller

AutoCAD SHX Text
per Project Manager.

AutoCAD SHX Text
Use WR2-RC Wireless

AutoCAD SHX Text
Rain/Freeze Sensor.

AutoCAD SHX Text
Typical drip 

AutoCAD SHX Text
A

AutoCAD SHX Text
Q.C.

AutoCAD SHX Text
D1

AutoCAD SHX Text
1"

AutoCAD SHX Text
4.3

AutoCAD SHX Text
T1

AutoCAD SHX Text
1"

AutoCAD SHX Text
25

AutoCAD SHX Text
T2

AutoCAD SHX Text
1"

AutoCAD SHX Text
23

AutoCAD SHX Text
D1

AutoCAD SHX Text
D1

AutoCAD SHX Text
D2

AutoCAD SHX Text
D2

AutoCAD SHX Text
1"

AutoCAD SHX Text
5.9

AutoCAD SHX Text
Quick 

AutoCAD SHX Text
Coupler

AutoCAD SHX Text
1.5" Mainline

AutoCAD SHX Text
D3

AutoCAD SHX Text
1"

AutoCAD SHX Text
4.9

AutoCAD SHX Text
T1

AutoCAD SHX Text
T2

AutoCAD SHX Text
Gravel Mulch

AutoCAD SHX Text
Septic System

AutoCAD SHX Text
D1

AutoCAD SHX Text
emitter layout

AutoCAD SHX Text
Water UDOT Seed Mix by hand,

AutoCAD SHX Text
until established.

AutoCAD SHX Text
Water Meter

AutoCAD SHX Text
Q.C.

AutoCAD SHX Text
Quick 

AutoCAD SHX Text
Coupler

AutoCAD SHX Text
VAN

AutoCAD SHX Text
D2

AutoCAD SHX Text
D3

AutoCAD SHX Text
D2

AutoCAD SHX Text
D2

AutoCAD SHX Text
PSI shall be verified on site

AutoCAD SHX Text
by landscape contractor.

AutoCAD SHX Text
Backflow Preventer

AutoCAD SHX Text
Enclose with aluminum 

AutoCAD SHX Text
Strong Box SBBC-30-AL.

AutoCAD SHX Text
Connect to Waterline

AutoCAD SHX Text
NORTH

AutoCAD SHX Text
Scale: 1" = 20'

AutoCAD SHX Text
20

AutoCAD SHX Text
0

AutoCAD SHX Text
20

AutoCAD SHX Text
40

AutoCAD SHX Text
60

AutoCAD SHX Text
LAND SURVEYORS * TRAFFIC ENGINEERS

AutoCAD SHX Text
LAND PLANNERS * CIVIL ENGINEERS

AutoCAD SHX Text
STRUCTURAL ENGINEERS * LANDSCAPE ARCHITECTS

AutoCAD SHX Text
5160 SOUTH 1500 WEST

AutoCAD SHX Text
RIVERDALE, UTAH 84405

AutoCAD SHX Text
TEL: (801) 621-3100

AutoCAD SHX Text
FAX: (801) 621-2666

AutoCAD SHX Text
www.reeve-assoc.com

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
375328

AutoCAD SHX Text
H

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
U

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
N

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
J. NATE REEVE

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
L

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
D

AutoCAD SHX Text
O

AutoCAD SHX Text
S.R. 158

AutoCAD SHX Text
Highway 162

AutoCAD SHX Text
MAVERIK STORE 3,824 SF

sburton
Text Box
Exhibit DPage 5 of 6



1 2 3 4

VT = VALVE TEST

VT MV COM

5 6 7 8 9 10 11 12 AUX

2
4
 
V

A
C

G
N

D

S
E

N

WR2WIRELESS SENSOR

C
O

M

2
4

 
V

A
C

G
N

D

S
E

N

C
O

M

L5

I
R

R
I
G

A
T

I
O

N

D
E

T
A

I
L

S

M
A

V
E

R
I
K

,
 
I
N

C
.
 
S

T
O

R
E

 
#

2
5

0

Copyright  2015 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.
C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343

PROJECT NUMBER

ISSUE DATE:

REVISIONS:

S
H

E
E

T
 
T

I
T

L
E

NOTE:

Bid documents should not be separated

or issued as partial sets to

subcontractors. Bidders are responsible

for all portions of the documents that

pertain to work covered by sub-bids.

Bidder assumes full responsibility for

error or misinterpretations resulting from

partial sets of Bidding Documents by

itself or any sub-bidder.

Conflicting information or errors found in

the construction documents should be

brought to the attention of the architect

immediatly. In the event of a conflict in

the drawings, bidder should not assume

the least expensive option will meet the

project requirements.

5
1

0
0

 
E

A
S

T
 
&

 
2

5
0

0
 
N

O
R

T
H

E
D

E
N

,
 
U

T
A

H

APR. 13, 2018

No. Date Description

Reeve
& Associates, Inc.

PROJECT NUMBER: 5799-230

DRAWN BY: RWH

ENGINEER: JNR

AutoCAD SHX Text
RAINBIRD      ESP 12 LXME:120 VAC      INDOOR/OUTDOOR MOUNT BASE CONTROLLER.  

AutoCAD SHX Text
RAINBIRD          MODEL 44LRC         1" QUICK COUPLING VALVE

AutoCAD SHX Text
Q.C.

AutoCAD SHX Text
WILKENS     MODEL 375 OR EQUAL       BACKFLOW PREVENTION, SIZE AS PER CITY/COUNTY REGULATIONS.

AutoCAD SHX Text
A

AutoCAD SHX Text
SIZE

AutoCAD SHX Text
GPM 

AutoCAD SHX Text
VALVE NO & CONTROLLER

AutoCAD SHX Text
                                       VALVE ID BOX

AutoCAD SHX Text
                                     SLEEVING - SCHEDULE 40 PVC, 2 SIZES GREATER THAN INTERIOR PIPE

AutoCAD SHX Text
                                     GATE VALVE - SIZE PER PIPE - PLACE SLEEVE OVER VALVE

AutoCAD SHX Text
RAINBIRD          PEB SERIES           PRESSURE REGULATING PLASTIC VALVE

AutoCAD SHX Text
1 EMITTER/1 GAL. PLANT, 2 EMITTERS/5 GAL. PLANT.

AutoCAD SHX Text
RAINBIRD           XB-T-20-PC         XERIBUG THREADED DRIP EMITTERS, 2 GAL/HOUR

AutoCAD SHX Text
SYMBOL  MANUFACTURER   CATALOG NUMBER   DESCRIPTION

AutoCAD SHX Text
NOTE:  USE EXISTING SPRINKLERS IN TURF AREA, IF POSSIBLE, OTHERWISE USE NEW DESIGN.

AutoCAD SHX Text
IRRIGATION ZONES

AutoCAD SHX Text
3/4" (0-10 gpm), 1" (10-16 gpm), 1 1/4" (16-26 gpm),

AutoCAD SHX Text
1 1/2" (26-35 gpm) , 2" (35-55 gpm)

AutoCAD SHX Text
XCZ-100-PRB-COM       COMMERCIAL CONTROL ZONE KIT DRIP VALVE

AutoCAD SHX Text
RAINBIRD

AutoCAD SHX Text
RAINBIRD          RWS-B-C-1401        ROOT WATERING SERIES, 0.25 GPM, 2 EMITTERS/TREE

AutoCAD SHX Text
1-1/2" MAINLINE - SCHEDULE 40 PVC

AutoCAD SHX Text
TURF LATERAL LINE - CLASS 200 PVC, SIZED AS FOLLOWS

AutoCAD SHX Text
RAINBIRD     5004-PL-SAM-MPR-25      BODY AND RAIN CURTAIN ROTOR NOZZLE UNIT, 25'R

AutoCAD SHX Text
SLEEVING USED WHENEVER IRRIGATION IS PLACED UNDER PAVED AREAS.

AutoCAD SHX Text
NOTE:  USE STRONG BOX SBBC 30 AL ALUMINUM BOX TO ENCLOSE BACKFLOW PREVENTER.

AutoCAD SHX Text
NOTE:  WATER UDOT SEED MIX BY HAND UNTIL ESTABLISHED.

AutoCAD SHX Text
DRIP LATERAL LINE - POLY PIPE MAY BE USED

AutoCAD SHX Text
Irrigation Schedule

AutoCAD SHX Text
USE EXISTING SPRINKLERS IN TURF AREA, IF POSSIBLE.

AutoCAD SHX Text
NOTE:  USE WR2-RC WIRELESS RAIN/FREEZE SENSOR.

AutoCAD SHX Text
8"

AutoCAD SHX Text
10"

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
LATERAL LINE

AutoCAD SHX Text
MAIN LINE

AutoCAD SHX Text
2" MIN. SAND OR ROCK

AutoCAD SHX Text
FREE SOIL AROUND PIPE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
TRENCH SECTION

AutoCAD SHX Text
1/2" SCH. 40 PVC ADAPTER (gray)

AutoCAD SHX Text
USE BARBED FITTING

AutoCAD SHX Text
POLYETHYLENE PIPE

AutoCAD SHX Text
LINEAR LOW DENSITY

AutoCAD SHX Text
14" LONG MINIMUM

AutoCAD SHX Text
24" LONG MAXIMUM

AutoCAD SHX Text
PVC OR POLY LATERAL LINE

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
2"

AutoCAD SHX Text
12"

AutoCAD SHX Text
INSERT FITTING

AutoCAD SHX Text
 ELL BARBED

AutoCAD SHX Text
MULCH LAYER

AutoCAD SHX Text
TOPSOIL

AutoCAD SHX Text
TO ATTACH TO PIPE.

AutoCAD SHX Text
DRIP EMITTER W/ FIPT BASE

AutoCAD SHX Text
INSTALL EMITTERS JUST ABOVE FINAL

AutoCAD SHX Text
GRADE FOR EASY VISUAL INSPECTION.

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
DRIP EMITTER

AutoCAD SHX Text
POP-UP SPRAY SPRINKLER:

AutoCAD SHX Text
 RAIN BIRD RD-04

AutoCAD SHX Text
FINISH GRADE/TOP OF MULCH

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
PVC SCH 40 TEE OR ELL

AutoCAD SHX Text
PVC LATERAL PIPE

AutoCAD SHX Text
 RAIN BIRD MODEL SA 6050

AutoCAD SHX Text
SWING ASSEMBLY:

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
  RAIN BIRD

AutoCAD SHX Text
ROTOR POP-UP SPRINKLER:

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
  5004-PL-FC/PC

AutoCAD SHX Text
PRE-FABRICATED SWING JOINT:

AutoCAD SHX Text
  RAIN BIRD TSJ-075-PRS

AutoCAD SHX Text
PVC SCH 40 TEE OR ELL

AutoCAD SHX Text
LATERAL PIPE

AutoCAD SHX Text
  WITH 45 PSI PRESSURE REGULATOR

AutoCAD SHX Text
5

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
R

AutoCAD SHX Text
5

AutoCAD SHX Text
  RAIN BIRD PESB-PRS-D

AutoCAD SHX Text
  WIRE, COILED

AutoCAD SHX Text
ID TAG: RAIN BIRD VID SERIES

AutoCAD SHX Text
VALVE BOX WITH COVER:

AutoCAD SHX Text
WATERPROOF CONNECTION

AutoCAD SHX Text
  RAIN BIRD SPLICE-1 (1 OF 2)

AutoCAD SHX Text
FINISH GRADE/TOP OF MULCH

AutoCAD SHX Text
PVC SCH 40 ELL

AutoCAD SHX Text
PVC SCH 80 NIPPLE (CLOSE)

AutoCAD SHX Text
PVC SCH 80 NIPPLE

AutoCAD SHX Text
  (LENGTH AS REQUIRED)

AutoCAD SHX Text
PVC MAINLINE PIPE

AutoCAD SHX Text
PVC SCH 40 TEE OR ELL

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
BRICK (1 OF 4)

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
4

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
10

AutoCAD SHX Text
9

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
11

AutoCAD SHX Text
16

AutoCAD SHX Text
  LENGTH, HIDDEN) AND

AutoCAD SHX Text
16

AutoCAD SHX Text
  RAIN BIRD PESB

AutoCAD SHX Text
  WITH NP-HAN

AutoCAD SHX Text
30-INCH LINEAR LENGTH OF

AutoCAD SHX Text
REMOTE CONTROL VALVE:

AutoCAD SHX Text
  RAIN BIRD VB-STD

AutoCAD SHX Text
SCH 80 NIPPLE (2-INCH

AutoCAD SHX Text
  SCH 40 ELL

AutoCAD SHX Text
PVC SCH 40 MALE ADAPTER

AutoCAD SHX Text
PVC LATERAL PIPE

AutoCAD SHX Text
3.0-INCH MINIMUM DEPTH OF

AutoCAD SHX Text
  3/4-INCH WASHED GRAVEL

AutoCAD SHX Text
3" MIN.

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
16

AutoCAD SHX Text
17

AutoCAD SHX Text
6

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
11

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
16

AutoCAD SHX Text
15

AutoCAD SHX Text
17

AutoCAD SHX Text
FINISH GRADE/TOP OF MULCH VALVE BOX WITH COVER:    RAIN BIRD VB-STD  30-INCH LINEAR LENGTH OF WIRE, COILED  WATERPROOF CONNECTION:    RAIN BIRD DB SERIES 1-INCH BALL VALVE (INCLUDED IN XCZ-PRB-100-COM KIT)  ID TAG REMOTE CONTROL VALVE:    RAIN BIRD PESB (INCLUCED IN XCZ-PRB-100-COM KIT) PRESSURE REGULATING QUICK   CHECK BASKET FILTER:   RAIN BIRD PRB-QKCHK-100   (INCLUDED IN XCZ-PRB-100-COM KIT) PVC SCH 40 FEMALE ADAPTOR LATERAL PIPE PVC SCH 80 NIPPLE (LENGTH AS REQUIRED)  PVC SCH 40 ELL PVC SCH 80 NIPPLE (2-INCH LENGTH, HIDDEN) AND PVC SCH 40 ELL  PVC SCH 40 TEE OR ELL  MAINLINE PIPE 3-INCH MINIMUM DEPTH OF 3/4-INCH WASHED GRAVEL  PVC SCH 80 NIPPLE, CLOSE (INCLUDED IN XCZ-PRB-100-COM KIT)

AutoCAD SHX Text
FURNISH FITTINGS AND PIPING NOMINALLY SIZED IDENTICAL TO

AutoCAD SHX Text
  RAIN BIRD MODEL 44LRC

AutoCAD SHX Text
3-INCH MINIMUM DEPTH OF

AutoCAD SHX Text
  (LENGTH AS REQUIRED)

AutoCAD SHX Text
   3/4-INCH WASHED GRAVEL

AutoCAD SHX Text
PVC SCH 80 NIPPLE

AutoCAD SHX Text
BRICK (1 OF 2)

AutoCAD SHX Text
QUICK-COUPLING VALVE:

AutoCAD SHX Text
2" x 2" REDWOOD STAKE WITH

AutoCAD SHX Text
PVC SCH 40 ELL

AutoCAD SHX Text
PVC SCH 40 STREET ELL

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
11

AutoCAD SHX Text
7

AutoCAD SHX Text
10

AutoCAD SHX Text
9

AutoCAD SHX Text
8

AutoCAD SHX Text
7

AutoCAD SHX Text
5

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
6

AutoCAD SHX Text
VALVE BOX WITH COVER:

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
7

AutoCAD SHX Text
FINISH GRADE/TOP OF MULCH

AutoCAD SHX Text
  RAIN BIRD VB-6RND

AutoCAD SHX Text
PVC SCH 40 TEE OR ELL

AutoCAD SHX Text
PVC MAINLINE PIPE

AutoCAD SHX Text
  STAINLESS STEEL GEAR

AutoCAD SHX Text
  CLAMPS OR EQUIVALENT

AutoCAD SHX Text
  SUPPORT SYSTEM

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
  NOMINAL QUICK COUPLING VALVE INLET SIZE.

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
FINISH GRADE/TOP OF MULCH ROOT WATERING SERIES:   RAIN BIRD RWS SERIES    (1 OF 2 SHOWN, MORE POSSIBLE) SWING ASSEMBLY (INCLUDED)   (1 OF 2 SHOWN, MORE POSSIBLE) 1/2-INCH MALE NPT INLET (INCLUDED)   (1 OF 2 SHOWN, MORE POSSIBLE) PVC SCH 40 TEE OR EL   (1 OF 2 SHOWN, MORE POSSIBLE) PVC OR POLYETHYLENE LATERAL PIPE OPTIONAL RWS SAND SOCK (RWS-SOCK) FOR SANDY SOILS  (1 OF 2 SHOWN, MORE POSSIBLE) PLANT ROOT BALL 

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
NOTES: 1. POSITION 2-3 UNITS (OR MORE) EVENLY SPACED AROUND PLANT. FOR NEW TREES PLACE NEAR ROOT BALL.  FOR EXISTING TREES PLACE HALF THE DISTANCE BETWEEN CANOPY EDGE AND TREE TRUNK. 2. INSTALL PRODUCT WITH TOP EVEN WITH GROUND SURFACE. 3. RWS SERIES AVAILABLE IN THE FOLLOWING MODELS: RWS (NO BUBBLER/EMITTER INCLUDED)				RWS-B-C-1401 (0.25 GPM, CHECK VALVE) RWS-B-C-1401 (0.25 GPM, CHECK VALVE) RWS-B-1401 (0.25 GPM)							RWS-B-X-1401 (0.25 GPM, 18" SWING ASSEMBLY) RWS-B-X-1401 (0.25 GPM, 18" SWING ASSEMBLY) RWS-B-C-1402 (0.5 GPM, CHECK VALVE)			RWS-B-1402 (0.5 GPM) RWS-B-1402 (0.5 GPM) RWS-B-C-1404 (1.0 GPM, CHECK VALVE)			RWS-B-C-1408 (2.0 GPM, CHECK VALVE) RWS-B-C-1408 (2.0 GPM, CHECK VALVE) 4. WHEN INSTALLING IN EXTREMELY HARD OR CLAY SOILS, ADD  " GRAVEL UNDER AND AROUND THE UNIT TO ALLOW FASTER WATER 34" GRAVEL UNDER AND AROUND THE UNIT TO ALLOW FASTER WATER INFILTRATION AND ROOT PENETRATION. 5. ONCE RWS HAS BEEN INSTALLED FILL THE BASKET WITH PEA GRAVEL BEFORE LOCKING LID.

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
6

AutoCAD SHX Text
WALL

AutoCAD SHX Text
IRRIGATION CONTROLLER:    RAIN BIRD ESP-LXME CONTROLLER IN PLASTIC CABINET WITH WALL MOUNT. INSTALL CONTROLLER AND CABINET ON WALL PER MANUFACTURER'S RECOMMENDATIONS.  JUNCTION BOX  1-INCH CONDUIT AND FITTINGS TO POWER SUPPLY  POWER SUPPLY WIRE 2-INCH CONDUIT AND FITTINGS FOR STATION WIRES  WIRES TO REMOTE CONTROL VALVES

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
5

AutoCAD SHX Text
NOTES: 1. ESP-LXME CONTROLLER IS AVAILABLE IN 8- OR 12-STATION BASE MODELS.  ADDITIONAL MODULES IN 4-, 8- AND 12-STATION VERSIONS MAY BE ADDED TO BRING THE CONTROLLER UP TO 48 STATIONS MAXIMUM.    2. FOR EASE OF INSTALLATION INTO A CONTROLLER WITH MORE THAN 24 STATIONS, INSTALL A JUNCTION BOX AT THE BASE OF CONTROLLER AND TRANSITION LARGER VALVE AND COMMON WIRES FROM FIELD TO 18 AWG MULTI CONDUCTOR WIRE TO BE USED IN CONTROLLER. 3. USE STEEL CONDUIT FOR ABOVE GRADE AND SCH 40 PVC CONDUIT FOR BELOW GRADE CONDITIONS. 3. PROVIDE PROPER GROUNDING COMPONENTS TO ACHIEVE GROUND RESISTANCE OF 10 OHMS OR LESS. 

AutoCAD SHX Text
OUTDOOR WALL

AutoCAD SHX Text
R

AutoCAD SHX Text
AIN

AutoCAD SHX Text
IRD

AutoCAD SHX Text
B

AutoCAD SHX Text
R

AutoCAD SHX Text
AIN

AutoCAD SHX Text
IRD

AutoCAD SHX Text
B

AutoCAD SHX Text
7

AutoCAD SHX Text
6

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
  RAIN BIRD ESP-4M

AutoCAD SHX Text
B

AutoCAD SHX Text
IRD

AutoCAD SHX Text
AIN

AutoCAD SHX Text
R

AutoCAD SHX Text
B

AutoCAD SHX Text
IRD

AutoCAD SHX Text
AIN

AutoCAD SHX Text
R

AutoCAD SHX Text
RAIN BIRD CONTROLLER:

AutoCAD SHX Text
1-INCH PVC SCH 40 CONDUIT

AutoCAD SHX Text
  AND FITTINGS FOR VALVE WIRES

AutoCAD SHX Text
JUNCTION BOX

AutoCAD SHX Text
1/2-INCH PVC SCH 40 CONDUIT

AutoCAD SHX Text
  TO POWER SUPPLY

AutoCAD SHX Text
+

AutoCAD SHX Text
-

AutoCAD SHX Text
3

AutoCAD SHX Text
RAIN BIRD WR2 WIRELESS SENSOR

AutoCAD SHX Text
  CONTROLLER INTERFACE

AutoCAD SHX Text
%%UWIRING DETAIL

AutoCAD SHX Text
%%USEE WIRING DETAIL

AutoCAD SHX Text
GREEN

AutoCAD SHX Text
OR 

AutoCAD SHX Text
WHITE

AutoCAD SHX Text
5

AutoCAD SHX Text
GROUND WIRE TO 

AutoCAD SHX Text
  GROUNDING GRID

AutoCAD SHX Text
NOTES: 1. FOR BEST PERFORMANCE, THE CONTROLLER INTERFACE SHOULD BE INSTALLED AT LEAST FIVE FEET ABOVE THE GROUND. 2. IT IS RECOMMENDED THAT THE CONTROLLER INTERFACE BE INSTALLED AWAY FROM SOURCES OF ELECTRICAL INTERFERENCE (SUCH AS TRANSFORMERS, GENERATORS, PUMPS, FANS, ELECTRICAL METER BOXES) AND METAL OBJECTS TO MAXIMIZE COMMUNICATION RANGE. 

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
4

AutoCAD SHX Text
4

AutoCAD SHX Text
CABLE HARNESS FOR CONTROLLER

AutoCAD SHX Text
  INTERFACE (30" MAXIMUM)

AutoCAD SHX Text
RED

AutoCAD SHX Text
OR 

AutoCAD SHX Text
BLACK

AutoCAD SHX Text
WIRES 

AutoCAD SHX Text
TO HERE

AutoCAD SHX Text
WIRES 

AutoCAD SHX Text
TO HERE

AutoCAD SHX Text
  OUTDOOR WALL MOUNT

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
POP-UP SPRAY HEAD

AutoCAD SHX Text
RD-04 WITH SWING PIPE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
ROTOR POP-UP HEAD

AutoCAD SHX Text
5004 PLUS

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
ELECTRIC REMOTE CONTROL VALVE

AutoCAD SHX Text
PEB OR PEB SERIES

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
CONTROL ZONE KIT DRIP VALVE

AutoCAD SHX Text
XCZ-PRB100-COM

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
QUICK COUPLING VALVE

AutoCAD SHX Text
MODEL 44RC SERIES

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
ESP-LXME CONTROLLER

AutoCAD SHX Text
IN PLASTIC CABINET

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
WIRELESS RAIN SENSOR

AutoCAD SHX Text
WR2 SERIES CONTROLLER INTERFACE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
RWS ROOT WATERING SYSTEM

AutoCAD SHX Text
INSTALLATION FOR TREES

AutoCAD SHX Text
FOR OUTSIDE MOUNT

AutoCAD SHX Text
-OUTDOOR

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
ALUMINUM SOLID PANEL TYPE ENCLOSURE

AutoCAD SHX Text
BRASS NIPPLE

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
SIDE VIEW

AutoCAD SHX Text
TOP VIEW

AutoCAD SHX Text
ALUMINUM BOX TYPE ENCLOSURE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
BACKFLOW PREVENTER WITH ALUMINUM ENCLOSURE

AutoCAD SHX Text
POURED CONCRETE BASE 6"MIN. THICKNESS. EXTEND 2" BEYOND OUTSIDE DIMENSIONS OF ENCLOSURE 

AutoCAD SHX Text
REDUCED PRESSURE BACKFLOW PREVENTER 

AutoCAD SHX Text
MANUAL DRAIN VALVE SEE DETAIL F/L501

AutoCAD SHX Text
REDUCED PRESSURE BACK FLOW PREVENTER. SEE IRRIGATION LEGEND

AutoCAD SHX Text
LOCKABLE DROP DOWN DOOR, PADLOCK 

AutoCAD SHX Text
ANCHOR BOLTS "L" STYLE

AutoCAD SHX Text
10" DIA. ROUND VALVE BOX

AutoCAD SHX Text
2" PVC SCH 40 PVC SLEEVE

AutoCAD SHX Text
DIELECTRIC UNION

AutoCAD SHX Text
GALVANIZED 90D ELL

AutoCAD SHX Text
LINE TO SYSTEM SCH. 40

AutoCAD SHX Text
GALVANIZED PIPE

AutoCAD SHX Text
COMPACTED AGGREGATE 4" THICK

AutoCAD SHX Text
COMPACTED OR UNDISTURBED SUB-GRADE

AutoCAD SHX Text
HINGE

AutoCAD SHX Text
POURED CONCRETE BASE

AutoCAD SHX Text
GALVANIZED NIPPLE

AutoCAD SHX Text
LINE FROM WATER SOURCE

AutoCAD SHX Text
GALVANIZED PIPE

AutoCAD SHX Text
LANDSCAPE SURFACING

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
WEED BARRIER LAP EDGES

AutoCAD SHX Text
6"MIN. GRAVEL

AutoCAD SHX Text
HINGE

AutoCAD SHX Text
LAND SURVEYORS * TRAFFIC ENGINEERS

AutoCAD SHX Text
LAND PLANNERS * CIVIL ENGINEERS

AutoCAD SHX Text
STRUCTURAL ENGINEERS * LANDSCAPE ARCHITECTS

AutoCAD SHX Text
5160 SOUTH 1500 WEST

AutoCAD SHX Text
RIVERDALE, UTAH 84405

AutoCAD SHX Text
TEL: (801) 621-3100

AutoCAD SHX Text
FAX: (801) 621-2666

AutoCAD SHX Text
www.reeve-assoc.com

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
375328

AutoCAD SHX Text
H

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
U

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
N

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
J. NATE REEVE

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
L

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
D

AutoCAD SHX Text
O

AutoCAD SHX Text
SPRINKLER NOTE All Plant Material shown on the drawing shall be serviced by an Automatic Underground Irrigation System.  The Contractor is to have a qualified Irrigation System specialist prepare a design for an Automatic Underground Irrigation System and submit drawings to the Engineer for approval at least 30 days prior to the system installation.  Underground Irrigation System Drawings shall be prepared on 24"x36" sheet, neatly drawn and very legible.  Drawings are to include head spacing, types of heads, piping with sizes, valves, fittings and all other items required for proper installation of the system. The Landscape Contractor shall be responsible for the installation of all irrigation sleeves prior to placement of hard improvements.  Coordinate with the General Contractor.  The Landscape Contractor is to provide an Irrigation System connection (meter and backflow preventer assembly) to the waterline, as applicable, within State and Local jurisdictional codes.  The Irrigation Contractor is responsible to coordinate this item with the Utility Contractor. The Irrigation Control Box shall be located at the direction of the Project Manager.

sburton
Text Box
Exhibit DPage 6 of 6



FINISH GRADE
100' - 0"

CANOPY ROOF
125' - 7 1/16"

T.O. CAP 1
104' - 0"

PARAPET
116' - 0"

UPPER PARAPET
117' - 6"

T.O. CAP 2
106' - 2"

TRUSS BEARING
119' - 0"

CANOPY CUT OFF
120' - 10 1/4"

Copyright  2018 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343WWW.JZW-A.COM

MAVERIK EDEN 250
5100 EAST  2500 NORTH EDEN, UT

PR1.0
1 PERSPECTIVE

1/4" = 1'-0"PR1.0
2 FRONT ELEVATION

sburton
Text Box
Exhibit EPage 1 of 6



FINISH GRADE
100' - 0"

CANOPY ROOF
125' - 7 1/16"

PARAPET
116' - 0"

UPPER PARAPET
117' - 6"

TRUSS BEARING
119' - 0"

CANOPY CUT OFF
120' - 10 1/4"

FINISH GRADE
100' - 0"

CANOPY ROOF
125' - 7 1/16"

T.O. CAP 1
104' - 0"

PARAPET
116' - 0"

UPPER PARAPET
117' - 6"

T.O. CAP 2
106' - 2"

TRUSS BEARING
119' - 0"

CANOPY CUT OFF
120' - 10 1/4"

FINISH GRADE
100' - 0"

CANOPY ROOF
125' - 7 1/16"

T.O. CAP 1
104' - 0"

PARAPET
116' - 0"

UPPER PARAPET
117' - 6"

T.O. CAP 2
106' - 2"

CANOPY CUT OFF
120' - 10 1/4"

Copyright  2018 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343WWW.JZW-A.COM

1/4" = 1'-0"PR1.1
1 RENDERED REAR ELEVATION

1/4" = 1'-0"PR1.1
2

RENDERED LEFT SIDE
ELEVATION

1/4" = 1'-0"PR1.1
3

RENDERED RIGHT SIDE
ELEVATION

sburton
Text Box
Exhibit EPage 2 of 6



3' 
- 7

"

7' - 9"

11
' -

 0
"

BEER VAULT
112

RETAIL
101

35 ° BEVERAGE
COOLER

111 BTO/DELI
110

STORAGE/KITCHEN
SERVICE

107

35° STOR./COOLER
109

-10° FREEZER
108

MEN'S
106

HALLWAY
105

MENS
104ELECTRICAL

103

OFFICE
102STORAGE

114

105' - 8"

39
' -

 3
"

3' 
- 1

1"

3' - 5"

10' - 1"

8' 
- 2

"
27

' -
 1

0"

10' - 11"

10
' -

 3
"

24' - 4"

3' - 7"

3' - 2"

5' - 0"

4' 
- 0

"

3' -
 6"

3' -
 6"

3' - 2"

21' - 7"

8' 
- 8

"

5' 
- 7

"

10' - 6"2' 
- 1

0"

19' - 7"

8' 
- 1

"
3' 

- 4
"

3' 
- 4

"

4' 
- 1

1"

19
' -

 1
1"

8' - 10"

23' - 4"

10
' -

 7
"

8' 
- 1

"

10' - 5"

7' 
- 4

"

5' 
- 1

"

Copyright  2018 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343WWW.JZW-A.COM

1/4" = 1'-0"PR1.4
1 STORAGE OPTION

sburton
Text Box
Exhibit EPage 3 of 6



Copyright  2018 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343WWW.JZW-A.COM

BR-1 CULTURED STONE COUNTRY
LEDGESTONE CHARDONNAY

BR-1 ALT SOUTHERN LEDGE DAKOTA

C-1 CLASSIC GREEN

BB-3 HARDIBOARD SAIL CLOTH

BB-1 HARDIBOARD AUTUMN TAN

BB-2 HARDIBOARD CHESTNUT BROWN

C-5 BLACK FOX

sburton
Text Box
Exhibit EPage 4 of 6



6' 
- 4

"

14' - 0" 12' - 0"

3' - 0 1/2" 6' - 4 1/2" 4' - 7" 3' - 8"

TY
P.

 S
LO

PE
SE

E 
CI

VI
L

TY
P.

 S
LO

PE
SE

E 
CI

VI
L

TY
P.

 S
LO

PE
SE

E 
CI

VI
L

TYP. SLOPE
SEE CIVIL

TY
P.

 S
LO

PE
SE

E 
CI

VI
L

OPEN TO BELOW
(PUMP ACCESS)

5' - 0"

3' 
- 0

"

TYP.2' -
 6"

1' 
- 2

"

2' - 0"

GRID

Copyright  2018 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343WWW.JZW-A.COM

PR1.6
1 CANOPY ISO

1/4" = 1'-0"PR1.6
2 FUEL CANOPY ELEVATION

1/4" = 1'-0"PR1.6
3 FUEL CANOPY SIDE

1/2" = 1'-0"PR1.6
4

CANOPY COLUMN PLAN
RENDERING

sburton
Text Box
Exhibit EPage 5 of 6



3' 
- 7

"

7' - 9"

11
' -

 0
"

305 SF

BEER VAULT
112

1491 SF

RETAIL
101

250 SF

35 ° BEVERAGE
COOLER

111

376 SF

BTO/DELI
110

247 SF

STORAGE/KITCHEN
SERVICE

107

67 SF

35° STOR./COOLER
109

84 SF

-10° FREEZER
108

184 SF

HALLWAY
105

187 SF

MENS
104

57 SF

ELECTRICAL
103

85 SF

OFFICE
102

STORAGE
114

105' - 8"

39
' -

 3
"

3' 
- 1

1"

3' - 5"

10' - 1"

8' 
- 2

"
27

' -
 1

0"

10' - 11"

10
' -

 3
"

24' - 4"

3' - 7"

3' - 2"

5' - 0"

4' 
- 0

"

3' -
 6"

3' -
 6"

3' - 2"

21' - 7"

8' 
- 8

"

5' 
- 7

"

10' - 6"2' 
- 1

0"

19' - 7"

8' 
- 1

"
3' 

- 4
"

3' 
- 4

"

4' 
- 1

1"

19
' -

 1
1"

8' - 10"

23' - 4"

10
' -

 7
"

8' 
- 1

"

10' - 5"

7' 
- 4

"

5' 
- 1

"

KITCHEN

MERCANTILE

OFFICES

RESTROOMS

STORAGE

179 SF

WOMENS
106

376 SF
1980 SF
85 SF
366 SF
788 SF

TOTAL: 3595 SF

Copyright  2018 JZW Architects   -   The Purchaser is granted a single use license for construction only.   These plans are copyrighted and are subject to copyright protection as an "architectural work" under the copyright act.   The protection includes but is not limited to the overall form as well as the arrangement and composition of spaces.  Under such protection,  unauthorized use of these plans,  work,  or structure represented will result in the cessation of construction and / or monetary compensation to  JZW Architects.C

135 EAST CENTER STREET, NORTH SALT LAKE, UTAH 84054 PHONE:  (801 ) 936-1343WWW.JZW-A.COM

1/4" = 1'-0"PR1.7
1 STORAGE OPTION W/SF

sburton
Text Box
Exhibit EPage 6 of 6



Luminaire Schedule

Symbol Qty Label Arrangement LLF
Description

Lum. Watts [MANUFAC] BUG Rating

3 T-12 SINGLE 1.000 DSXW1 LED 10C 1000 30K T2S MVOLT HS 38.8 Lithonia Lighting B1-U1-G1

2 T-17-2 SINGLE 1.000 KAD LED 20C 1000 30K R2 MVOLT HS 73 Lithonia Lighting B1-U0-G2

1 T-17-3 SINGLE 1.000 KAD LED 20C 1000 30K R3 MVOLT HS 73 Lithonia Lighting B1-U0-G2

7 T-13 SINGLE 1.000 XSPS-S-LED-SS-CW-120V-GWT-DFL 43.5 LSI INDUSTRIES, INC B2-U0-G1

17 T-15 SINGLE 1.000 MLS2-LED-10L-CSM-UNV-40 9.84 LSI INDUSTRIES, INC B1-U3-G1

2 T-6 SINGLE 1.000 AD200-50-MH-WHT-PG3 75 LSI INDUSTRIES B2-U3-G3

1 T-17-4 SINGLE 1.000 KAD LED 20C 1000 30K R4 MVOLT HS 73 Lithonia Lighting B1-U0-G2

Calculation Summary

Label CalcType Units
Avg Max

Min Avg/Min Max/Min

BACK STORE Illuminance
Fc

0.36 3.6 0.0
N.A. N.A.

DRIVEWAY AREA
Illuminance

Fc
0.91 3.9 0.0

N.A. N.A.

LANDSCAPE AREA Illuminance
Fc

0.78 8.4 0.0
N.A. N.A.

PARKING AREA Illuminance
Fc

1.67 5.4 0.3 5.57 18.00

PROPERTY LINE Illuminance
Fc

0.00 0.0 0.0
N.A. N.A.

UNDER CANOPY Illuminance
Fc

4.34 8.6 0.8 5.43 10.75

T-6

MH: 12

T-6

MH: 9

T-17-2

MH: 19

T-13

MH: 16

T-13

MH: 16

T-13

MH: 16

T-13

MH: 16

T-13

MH: 16

T-13

MH: 16

T-13

MH: 16

T-17-2

MH: 16

T-17-3

MH: 16

T-12

MH: 12

T-15

MH: 15

T-17-4

MH: 25

T-12

MH: 12

0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0

0.0 0.1 0.2 0.2 0.3 0.4 0.6 0.7 0.7 0.6 0.4 0.2 0.1 0.0

0.2 0.4 0.4 0.5 0.9 1.8 3.3 3.6 2.5 1.0 0.4 0.1 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.2 0.2 0.1

0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.2 0.3 0.5 0.6 0.4 0.2

0.0 0.0 0.0 0.1 0.1 0.2 0.4 0.9 2.8 1.2 0.4 0.2

0.0 0.1 0.2 0.4 1.0 2.6 0.7 0.5

0.1 0.3 0.9 0.9 0.7 0.8

0.3 1.7 1.0 0.7 0.7 0.8 0.9

0.7 1.5 0.8 0.6 0.6 0.7 0.8 0.9

0.7 0.6 0.5 0.5 0.5 0.6 0.8 0.9 1.0 1.0 1.0 1.0 0.9 0.8 0.7 0.7 0.6 0.6 0.5 0.5 0.5 0.4 0.3 0.2 0.2

0.3 0.3 0.4 0.4 0.5 0.5 0.7 0.9 1.0 1.0 1.0 1.1 1.0 0.9 0.9 0.8 0.8 0.8 0.7 0.7 0.6 0.4 0.3 0.2 0.2 0.1 0.1

0.1 0.2 0.4 0.5 0.6 0.5 0.7 1.2 1.8 1.7 1.7 2.0 1.7 1.8 1.9 1.6 1.8 1.8 1.5 1.7 1.4 0.7 0.4 0.3 0.3 0.2 0.1 0.1

0.1 0.1 0.6 0.8 0.9 0.7 0.8 0.7 0.6 0.4 0.3 0.2 0.1 0.0

0.0 0.1 0.5 1.2 1.2 1.1 1.1 2.1 1.1 0.8 0.6 0.4 0.2 0.1 0.0 0.0

0.1 0.1 1.5 1.9 2.0 1.8 2.0 1.4 1.1 0.7 0.3 0.1 0.0 0.0 0.0 0.0 0.0

0.1 0.5 2.4 3.2 2.9 1.7 0.9 0.8 0.8 0.8 0.8 0.9 0.9 0.9 1.2 1.6 2.2 3.0 2.8 2.1 1.7 1.0 0.0

3.9 3.6 2.3 1.3 1.2 1.2 1.3 1.2 1.3 1.1 1.1 1.2 1.5 2.1 2.6 2.9 2.2

2.9 2.3 1.7 1.6 1.9 2.0 1.9 1.8 1.4 1.3 1.3 1.6 1.8 2.3

2.6 2.1 1.9 2.2 2.5 2.7 2.6 2.4 1.6 1.4 1.3 1.3

1.8 1.7 1.9 2.4 3.6 2.8 1.7 1.3 1.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.3 0.9 0.8 0.6 0.8 1.5 3.4 4.5 3.3 1.4 0.6 0.2 0.0

0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.1 0.6 2.3 0.0

0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.8 4.3 0.0

0.1 0.1 0.2 0.2 0.2 0.2 0.7 4.9 0.0

0.2 0.3 0.4 0.5 0.5 0.4 0.4 1.8 0.0

0.0 0.0 0.8 1.2 1.5 1.5 1.2 1.2 2.2 3.5 4.2 5.5 8.1 8.2 7.7 8.4 8.0 5.6 3.5 1.5

0.1 0.1 1.1 1.4

0.1 0.4

0.1 0.2 0.6 0.1

0.1 0.2 0.4

0.1 0.1

0.1

0.0

0.1 0.0 0.0 0.0

0.8 0.2 0.1 0.0 0.0 0.0 0.0

0.5 2.6 2.5 0.8 0.3 0.1 0.0 0.0

0.0 0.6 2.7 1.7 1.0 0.6 0.3 0.1 0.0

0.2 0.5 0.6 0.2 0.2 0.2

0.1 0.4 1.0 0.8 0.7 1.2 1.7 1.0 0.4 0.3 0.3 0.1 0.1 0.0

0.1 0.4 0.5 0.4 0.4 0.6 0.3 0.2 0.1 0.1

0.0 0.1 0.2 0.2 0.1 0.1 0.1 0.1 0.1

0.0 0.0 0.1 0.1 0.0 0.0

0.0 0.0 0.0 0.0

1.6 1.2 1.1 1.3 2.0 2.6 3.3 4.8 5.2 5.4 5.2 5.1 3.9 2.4 1.3

1.1 1.1 1.0 1.0 1.1 1.2 1.3 1.5 1.6 1.6 1.5 1.6 1.5 1.3 1.0 0.6

1.0 1.0 1.1 1.0 0.9 0.9 0.8 0.8 0.8 0.7 0.6 0.6 0.6 0.5 0.4 0.3

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0

0.0

2.8

4.0 8.4

5.1 4.6 5.7 3.0

0.8 3.6 8.6 4.7

1.6 3.2

5.4 5.4 3.5 6.4 4.8 3.8 6.7 4.1 4.4 6.6 3.6 5.1 5.9 2.1

6.5 6.4 3.9 7.6 5.6 4.4 8.0 4.7 5.1 8.0 4.2 6.3 7.7 2.9

2.1 2.2 1.8 2.4 2.1 1.9 2.5 2.0 2.1 2.7 2.5 3.3 3.6 2.4

25K UNLEADED

#1

25K DIESEL

#2

13K PREMIUM 12K ETHANOL FREE

#3 #4
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NOTE:

PHOTOMETRIC PLAN IS IN FULL

COMPLIANCE WITH THE WEBER

NIGHT SKY ORDINANCE.
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