


cmeyerho
Line

cmeyerho
Callout
Will there be two pipes along here?  Will they be combined.  Please submit calculations on the sizing of the pipe.

cmeyerho
Callout
This ditch currently takes storm drain and irrigation overflow.  Will the two be separated or together?  Or will the drainage be left open for now?

cmeyerho
Line

cmeyerho
Callout
There's storm drain coming from the pond here as well as across the street.

cmeyerho
Line

cmeyerho
Callout
Hooper Irrigation may have some additional requirements on this crossing.

cmeyerho
Callout
I think with these roads we would be ok with 30ft. of asphalt vs. the 42ft.

cmeyerho
Callout
This road is a little more main but we may still be able to reduce it to 36ft. width in asphalt.



cmeyerho
Callout
Could the costs be cheaper to lay a 12" line so that the depth would not have to be so deep?

cmeyerho
Callout
Asphalt needs to be PG 64-34



cmeyerho
Callout
This is the sewer that we would like to make sure we can get to gravity to the new sewer line so that we can abandoned the temperary lift station.

cmeyerho
Line

cmeyerho
Callout
With the plans will this be a future road? 3900 West?

cmeyerho
Callout
If 3900 West is to go through we would want to see this roadway be a cul-de-sac



Drainage Area to Pond: 13.70 acres

Weighted 'C' value for Pond Drainage Area: 0.46

Allowable Infiltration Rate: Hyd D 0.6 inches/hr = 0.0008 ft/min 100 min/inch

Pond Bottom Area: 76 ft x 350 ft = 26600 sq. ft.

Allowable Discharge Rate: 0.0 cfs/acre

100-Year Return Period
Precip.* Precip. Accum. Allowable Accum.

Interval Intensity Depth Area C CxAx3630 Inflow Discharge Discharge
(min) (in/hr) (in) (ac) Value (ft^3/in) (ft3/min) (ft^3/min) (ft^3) (ft^3) (ac-ft)

5 6.52 0.54 13.7 0.46 22876.26 12421.809 22 111 12311 0.28
10 4.96 0.83 13.7 0.46 22876.26 18895.791 22 222 18674 0.43
15 4.08 1.02 13.7 0.46 22876.26 23333.785 22 332.5 23001 0.53
30 2.76 1.38 13.7 0.46 22876.26 31569.239 22 665 30904 0.71
60 1.71 1.71 13.7 0.46 22876.26 39118.405 22 1330 37788 0.87

120 0.93 1.86 13.7 0.46 22876.26 42549.844 22 2660 39890 0.92
180 0.63 1.90 13.7 0.46 22876.26 43462.606 22 3990 39473 0.91
360 0.35 2.12 13.7 0.46 22876.26 48497.214 22 7980 40517 0.93
720 0.22 2.60 13.7 0.46 22876.26 59476.446 22 15960 43516 1.00

1440 0.12 2.88 13.7 0.46 22876.26 65883.629 22 31920 33964 0.78

*    Precip. intensity values derived from NOAA

Required
Storage

cmeyerho
Callout
Retention of Detention?  Submit the storm water study and calc's. 

cmeyerho
Callout
The county requires any storm drain pipe within the county ROW to be RCP.  We prefer it all to be RCP unless there is a reason why it cannot be RCP.

cmeyerho
Callout
What are the elevations of the irrigation line?  What slope does it have?  Who will approve of this design?
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