
X
X

X
X

X
X

X
X

X
X

X
X

X
X

EROSION CONTROL NOTES:
1. SANDBAGS WILL BE PLACED AT DISCHARGE LOCATIONS TO CONTAIN AND DIVERT
STORM WATER THROUGH THE INLET PROTECTION.

2. AN EARTHEN BERM 6" HIGH WILL BE CONSTRUCTED TO CONTAIN THE STORM WATER
AND DIVERT IT TO DISCHARGE AREAS.

3. STORM WATER WILL BE DISCHARGED INTO AN EXISTING DRAINAGE SYSTEM.  EXISTING
LINES SHALL BE INSPECTED PRIOR TO CERTIFICATE OF OCCUPANCY AND CLEANED IF
NECESSARY.

4. THE STORM WATER POLLUTION PREVENTION PLAN SHALL CONFORM TO ALL STATE
DIVISION OF ENVIRONMENTAL PROTECTION REGULATIONS.

STREET MAINTENANCE NOTES:
1. REMOVE ALL SEDIMENT DEPOSITED ON PAVED ROADWAYS IMMEDIATELY.
2. SWEEP PAVED AREAS THAT RECEIVE CONSTRUCTION TRAFFIC WHENEVER SEDIMENT

BECOMES VISIBLE.
3. PAVEMENT WASHING WITH WATER IS PROHIBITED IF IT RESULTS IN A  DISCHARGE TO

THE STORM DRAIN SYSTEM.
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