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TRENCH AND INSTALL
WATER SERVICE ACCORDING
TO WEST WARREN WATER
STANDARDS.
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IMPROVEMENT PLANS
LOCATED IN THE SOUTHWEST QUARTER OF SECTION 36,

TOWNSHIP 7 NORTH, RANGE 3 WEST, SALT LAKE BASE AND MERIDIAN,
WEBER COUNTY, UTAH

DECEMBER 2021

DEVELOPER:
TRIPLE H EXCAVATION
1668 S 1900 W
WEST HAVEN, UT 84401
801-436-3779

S1
1

COUNTY RECORDER
ENTRY NO. _________ FEE PAID ________

FILED FOR AND RECORDED ___________,

AT ______. IN BOOK _______ OF OFFICIAL

    RECORDS, PAGE ______. RECORDED

     FOR ____________________________

   __________________________________
                  COUNTY RECORDER

     BY: _____________________________

WEBER COUNTY MONUMENT AS NOTED

SET 24" REBAR AND CAP
MARKED GARDNER ENGINEERING

FOUND REBAR AND CAP
MARKED GARDNER ENGINEERING
(UNLESS OTHERWISE NOTED)

SUBDIVISION BOUNDARY

LOT LINE

ADJACENT PARCEL

SECTION LINE

EASEMENT

EXISTING FENCE LINEX

VICINITY MAP
NOT TO SCALE
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ROADWAY DEDICATION
AREA 6,000 SF

FOUND
REBAR & CAP

MARKED LANDMARK

FOUND
REBAR & CAP
MARKED LANDMARK

FOUND
REBAR & CAP
ILLEGIBLE

67
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ST
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REMAINDER PARCEL NOT APPROVED FOR
DEVELOPEMENT AT THIS TIME

EDWARD HARBERTSON JR. ETAL
190570062

RICHARD & PAM
CAMBRIDGE
190570007

MCKEE, STEPHANIE & CARL
ANDREW WHEELDON

190570012
TAMRA & TRACY SMITH

190570015

FOUND
WEST QUARTER CORNER
SEC.36, T7N, R3W, SLB&M
W.C. 3" BRASS CAP IN CONC. -1982
0.2' BELOW ROAD-GOOD COND.

FOUND
SOUTHWEST CORNER
SEC.36, T7N, R3W, SLB&M
W.C. 3" BRASS CAP IN CONC. -1963
0.2' BELOW ROAD-GOOD COND.

1900 N
2150 N

1400 N

47
00

 W59
00

 W

67
00

 W

PLAIN CITY

51
00

 W

HARBERTSON, DUSTIN
JAMES

194070002

P.O.B.

 EXPLORATION
PIT

TAYLOR & LINDSEY
ANDERSON
194070001

 EXPLORATION
PIT

45°

18"MIN 1'- 9"

CULINARY WATER MAIN FINISH
GRADE TO TOP OF PIPE: 4'-0" MIN.

STANDARD 4'-0" SIDEWALK

CAST IRON COVER WITH
LOCKING NUT & 2" HOLE FOR
ANTENNA. D&L L2240 UNIVERSAL. STANDARD CURB AND GUTTER

ASPHALT ROAD SURFACE

ROMAC SADDLE 202NS 1" I.P.
THREAD

CORPORATION STOP (SEE
NOTES)

INSTALL 14 GAUGE TRACING
WIRE ALONG SERVICE LINE
FROM MAIN TO PROPERTY
LINE

1" CTS POLY PIPE SDR 9, 200
PSI MAIN TO METER AND

METER TO PROPERTY LINE

SET BOX ON 4" GRAVEL BASE

18" X 30"
CONCRETE

METER BOX

5
8"X 3 4 " METER

 METER (PAID FOR BY
CUSTOMER, SUPPLIED AND

INSTALLED BY DISTRICT)

STUB INSIDE OF PROPERTY
LINE AND CAP UNTIL
CONNECTED FOR SERVICE

COPPER SETTER
(SEE NOTES)

12" MIN.

24"

NOTE:
· WATER & SEWER LINES SHALL BE INSTALLED A MINIMUM OF 10 HORIZONTAL FEET FROM EACH OTHER.
· WHERE A WATER MAIN AND A SEWER MAIN MUST CROSS, THE WATER MAIN SHALL BE AT LEAST 18" ABOVE THE SEWER MAIN.
· SEPARATION DISTANCES ARE TO BE MEASURED EDGE-TO-EDGE.
· WATER MAINS SHALL NOT BE INSTALLED IN THE SAME TRENCH WITH EITHER SEWER OR SECONDARY PIPES.
· IF THESE STANDARDS CANNOT BE MET AN EXCEPTION TO THE STANDARD MAY BE POSSIBLE.  THE ENTITY SEEKING THE EXCEPTION SHALL INITIATE

AND PURSUE A REQUEST FOR A SEPARATION EXCEPTION WITH THE STATE DIVISION OF DRINKING WATER, IN ACCORDANCE WITH R309-550-7 OF THE
STATE OF UTAH ADMINISTRATIVE RULES.

NOTE:
CONTRACTOR IS RESPONSIBLE TO
MEET TRENCH RESTORATION
STANDARDS OF THE ENTITY OWNING
THE ROADWAY, RESTORE THE
ROADWAY TO SAID STANDARDS AND
SHALL BE SOLELY RESPONSIBLE FOR
ALL ROADWAY PERMITS AND/OR FEES. PIPE O.D. + 18" (WIDTH AT

TOP OF PIPE)

WARNING
TAPE

COMPACTED BACKFILL

E.G. SAW CUT W/ BLADE BEFORE
REMOVAL, CLEAN & TACK

ASPHALT*

ROAD BASE*

SELECT BACKFILL COMPACT
TO 96% AASHTO T-180

BEDDING MATERIAL TO 12"
OVER PIPE COMPACT TO 96%
AASHTO T-180
TRACER WIRE # 14 GAUGE
PLASTIC COATED COPPER
TAPED TO TOP OF PIPE

6" MIN.
6" BEDDING MATERIAL
UNDER PIPE, COMPACT TO
90% AASHTO T-180
IN UNSTABLE GROUND AREAS
6" PIPE FOUNDATION MATERIAL
COMPACT TO 90% AASHTO T-180

SHOULDER / SOD /
CONCRETE- UNIMPROVED

ASPHALT
SURFACE

HOOPER  WEST HAVEN WEBER
CITY CITY COUNTY

ASPHALT 3"    3" 3"
ROAD BASE 12"    8" 8"
SUB BASE --    12" --
T-PATCH 24"    12" 12"

4'
- 0

" M
in

.

6" ROADBASE OR
MATCH EXISTING

LANDSCAPING/SURFACE
IMPROVEMENTS

SUB-BASE*

 T-PATCH*

*STANDARDS AS OF 11/2018

MIN. 8"Ø PVC MAIN LINE.
POTABLE WATER PIPE SHALL
BE BLUE. NO OTHER BURIED

UTILITIES SHALL BE BLUE.

6.65'

6.54'
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