
40.00'  R TURN AROUND

30.00

EXISTING ACCESS ROAD TO BE IMPROVED TO

MATCH WEBER COUNTY STANDARDS (SEE

ACCESS ROAD TYPICAL CROSS SECTION)

PROVIDE STATE REQUIRED SWPPP PROCEDURES

TO PROTECT EXISTING DRAINAGE

40.00' RADIUS TURNAROUND
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PROJECT LOCATION

6' 6'
2' 2'

IMPROVED SURFACE (GRAVEL DRIVE)

SHOULDER

DEVELOPER:

APPROXIMATELY 18 FEET

PAVE ACCESS TO ROW LINE PER U.D.O.T. STANDARDS
UNDER SEPARATE U.D.O.T PERMIT.

CARDON SUBDIVSION
SITE PLAN

WEBER COUNTY, UTAH
JANUARY 2013

Scale in Feet
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6" ROAD BASE

8" GRANULAR BORROW

DOUGLAS J. & JANINE G.
CARDON TRUST
7948 EAST 100 SOUTH
HUNTSVILLE, UTAH
84310
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RIGHT-OF-WAY LINE



CENTERLINE ACCESS ROAD



40.00'  RADIUS TURN AROUND

SUBDIVISION BOUNDARY LINE

PROPOSED SEPTIC

FIELD LOCATION

PROPOSED HOME LOCATION

16.00'

SHOULDER

8.00'
8.00

8.00
8.00

20.00

8.00

NOTES:
THIS AREA HAS HISTORICALLY RECEIVED SHEET FLOW WATER FROM STORM WATER AND NEARBY CANAL. IT IS RECOMMENDED
THAT ALL LIVING SPACE IS AT OR ABOVE GRADE.

AREA AROUND HOME SHOULD BE GRADED AT A MINIMUM OF 2% AWAY FROM BUILDING.

ALL WORK WITHIN U.D.O.T. RIGHT-OF-WAY SHALL REQUIRE AND BE COMPLETED UNDER A SEPARATE U.D.O.T PERMIT.

A CONTRACTOR PROVIDED STATE STORM WATER POLLUTION PREVENTION PLAN (SWPPP) IS REQUIRED.

EXCAVATED MATERIAL IS TO BE TEMPERATELY CONTAINED WITHIN THE BOUNDARIES OF LOT 1 OR PERMANENTLY REMOVED FROM
THE SITE.

CONTRACTOR IS TO BE RESPONSIBLE IN IMPLEMENTING SWPPP PROCEDURES AND INSPECTIONS.

PORTABLE RESTROOM FACILITIES SHALL BE LOCATING WITHIN LOT 1.

EXISTING PAVED SURFACE

CONSTRUCT NEW ACCESS ROAD  AND TURN AROUNDS TO WEBER

COUNTY STANDARDS (SEE ACCESS ROAD TYPICAL CROSS SECTION)

CONSTRUCT NEW ACCESS ROAD  AND TURN AROUNDS TO WEBER

COUNTY STANDARDS (SEE ACCESS ROAD TYPICAL CROSS SECTION)

COMBINED ACCESS ROAD, TURNOUT, AND

TURN-AROUND AREA 0.93 ACRES

APPROXIMATE HOME AND SEPTIC FIELD AREA 0.18 ACRES.

CONCRETE WASHOUT AREA

INSTALL TEMPORARY TRACKING PAD

ENTRANCE STABILIZATION NOTES:

1. SEDIMENTS AND OTHER MATERIALS SHALL NOT BE TRACKED FROM THE SITE BY VEHICLE TRAFFIC.

THE CONSTRUCTION ENTRANCE ROADWAYS SHALL BE STABILIZED SO AS TO PREVENT SEDIMENTS

FROM BEING DEPOSITED INTO THE STORM DRAIN SYSTEMS.  DEPOSITIONS MUST BE SWEPT UP

IMMEDIATELY AND MAY NOT BE WASHED DOWN BY RAIN OR OTHER MEANS INTO THE STORM DRAIN

SYSTEM.

2. STABILIZED CONSTRUCTION ENTRANCE SHALL BE:

a. LOCATED AT ANY POINT WHERE TRAFFIC WILL BE ENTERING OR LEAVING A CONSTRUCTION

SITE TO OR FROM A PUBLIC RIGHT-OF-WAY, STREET, ALLEY AND SIDEWALK OR PARKING AREA.

b. A SERIES OF STEEL PLATES WITH "RUMBLE STRIPS", AND/OR MIN. 3" COARSE 

AGGREGATE WITH LENGTH, WIDTH AND THICKNESS AS NEEDED TO ADEQUATELY PREVENT

ANY TRACKING ONTO PAVED SURFACES.

3. ADDING A WASH RACK WITH A SEDIMENT TRAP LARGE ENOUGH TO COLLECT ALL WASH WATER CAN

GREATLY IMPROVE EFFICIENCY.

4. ALL VEHICLES ACCESSING THE CONSTRUCTION SITE SHALL UTILIZE THE STABILIZED

CONSTRUCTION ENTRANCE SITES.

LENGTH AS NEEDED TO
PREVENT TRACKING

HARD SURFA
CE

PU
BLIC

 ROAD

A SERIES OF STEEL PLATES (3 OR MORE) WITH RUMBLE
STRIPS OR MIN. 3" COARSE AGGREGATE.

STREET MAINTENANCE NOTES:

1. REMOVE ALL SEDIMENT DEPOSITED ON PAVED ROADWAYS IMMEDIATELY.

2. SWEEP PAVED AREAS THAT RECEIVE CONSTRUCTION TRAFFIC WHENEVER SEDIMENT BECOMES

VISIBLE.

3. PAVEMENT WASHING WITH WATER IS PROHIBITED IF IT RESULTS IN A  DISCHARGE TO THE

STORM DRAIN SYSTEM.

NOTE:

CONTRACTOR SHALL COMPLETE AND SUBMIT A STATE NOTICE OF INTENT (NOI) AND A STORM WATER

POLLUTION PREVENTION PLAN BOOKLET


